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I. INTRODUCTION 


This dissertation is an investigation of the use of new techniques such as data transfor- 
mations, the Alternating Conditional Expectation (ACE) algorithm of Breiman and Fried- 
man (1985), and regression-adjusted estimates to make nonlinear controls a useful method 
for reducing the variance of estimates (of unknown constants) produced via Monte Carlo 
computer simulations i.e., simulations which use pseudo-random numbers. People use vari- 
ance reduction techniques to either save computer resources or improve the precision of 
the estimates gained for the same amount of resources. The following sections provide a 
short background on Monte Carlo computer simulation, discuss the new variance reduction 


techniques described in the dissertation and briefly outline the chapters that follow. 


A. BACKGROUND 

While there are many definitions of types of “simulations” (see Kleijnen, 1974, Chap. 1), 
the emphasis in this work is on extending variance reduction techniques for stochastic sim- 
ulations. One can recognize these types of simulations by the fact that a pseudo-random 
number generator provides input essential to the simulation so that both the inputs to 
the simulation and the output from the simulation are random variables. The stochastic 
simulations in mind do not include “physical simulations” such as flight simulators, or “de- 
terministic simulations” such as using a computer to solve large sets of partial differential 
equations over time as is done to study chemical interactions. The two types of stochastic 
simulations in mind have been called “statistical” simulations and “discrete-event system 
simulations.” 

Statistical simulations are concerned with deriving information about the “behavior of 
statistical estimates or procedures as a function of sample size, population distribution and 
other factors,” while system simulations are concerned with deriving information about 
how a process, perhaps physical, responds over a range of input parameters (Lewis and 
Orav, 1989, Chap. 8). These simulations can both be considered as “controlled statisti- 


cal sampling techniques” (Lewis and Orav, 1989, p. 9) in that one uses a computer to 


simulate a given random process using pseudo-random numbers in order to provide samples 
(replications) of information of interest about the process. The two types of simulations 
differ in scale in that most (but definitely not all) statistical simulations could be solved 
on a large computer in reasonable amounts of time so that variance reduction techniques 
are not needed and are an inefficient use of the analyst's time. System simulations, on the 
other hand, especially when there are many factors influencing the output that need to be 
examined, can use all the help they can get, even if it is, for example, a modest one-third 
reduction in computing time for a given precision of output. 

An important point is that one must develop the computer simulation so that using 
the numerical output from the simulation, one can calculate a statistic that estimates the 
quantity of interest. As a random variable, this estimate has its own associated probability 
distribution with its own mean and variance. To know how “good” this estimate is, or to 
conduct meaningful comparisons using the estimate, it is absolutely essential that one have 
an estimate of the precision of the estimate. This is an extension, in complex simulation, of 
the simple idea that in using the sample mean, z, of an i.i.d. sample 71,...,2n, to estimates 
E[X], it is known that the Var[z] 2 o2/n, and moreover, this can be estimated by s2/n 
where s? is the sample variance. 

À common measure of the precision of an estimate is a relative measure; the standard 
deviation of the point estimate divided by the absolute value of the point estimate (Lewis 
and Orav, 1989, p. 10) provided that the absolute value is not zero. When discussing 
variance reduction, one is concerned about comparing the standard deviation or variance 
of estimates of the same quantity. Thus in what follows, the standard deviation or variance 
will be considered as absolute measures of precision; the common value of the underlying 
quantity factors out. 

One can often summarize the information of interest desired from the simulation via 
a numerical quantification. These quantifications may include the mean and variance of 
a random variable or the parameter of a probability distribution. Quantiles are another 
class of quantifications useful in particular for characterizing the extremes of a distribution. 
The a-quantile of a probability distribution for a random variable Y is the smallest number 
Yo such that the probability that Y < y is greater than or equal to a. Quantiles of 


interest may include the .5 quantile (median), as a general measure of location, or the 


extreme quantiles such as the .95 or .99 quantile. Estimation of quantiles is fundamentally 
different from estimating means in that the order-statistic-based quantile estimator is a 
nondifferentiable function of the data and the estimate is not representable as some kind of 
sample mean. Thus, in this dissertation, different techniques are investigated for applying 
nonlinear controls both to quantile estimates and to other quantifications. 

Regardless of whether one uses the relative or the absolute measure of precision for 
the estimate, the method of calculating the estimate must provide in addition to the point 
estimate of the quantity of interest (the statistic itself), a reliable estimate of the standard 
deviation (variance) of the point estimate, such as s. Without this estimate of the precision, 
the point estimate is virtually useless. In general, the smaller the variance of the estimate 
the better. The most basic way of reducing the variance of the estimate is to increase the 
sample size 1.e., the number of replications of the simulation. 

For many statistics, such as the sample mean, the variance of the statistic decreases 
linearly as a function of the sample size n. Thus one can reduce the variance of the estimate 
by simply increasing n, the sample size of the simulation. Unfortunately, the standard 
deviation of the estimate, which is measured on the same scale as the quantification of 
interest, decreases at a rate of 1/,/n; thus to reduce the standard deviation of the estimate 
by a factor of one half, one must quadruple the sample size. For many computer simulations, 
such as a complex combat model, having to increase the precision to a reasonable level may 
create the predicament of expending an inordinate amount of resources. Even fairly simple 
simulations such as an M/M/1 queue may require a huge amount of resources to quadruple 
the sample size when the traffic intensity is above .99. This predicament of having to 
consume large amounts of resources in order to increase p. ‘.sion is a major motivation for 
the development and use of variance reduction techniques. 

One can often use so called *variance reduction techniques" to attempt to reduce the 
standard deviation of the estimate with only a moderate investment of resources. There 
is a wide variety of variance reduction techniques available (see Lewis and Orav, 1989, 
Chap. 11 or Kleijnen, 1974, Chap. III). In general, variance reduction techniques require 
the investment of resources in additional analytical work and more complex programming 


for the computer simulation. This investment of resources may yield the benefit of a reduced 


estimate of the standard deviation for the same sample size, or if desired, achieving the same 
precision using a smaller sample size than otherwise required. 

Linear controls are one of several variance reduction techniques and use known in- 
formation about other random variables present in the simulation to reduce the variance 
of the estimate. To use linear controls, one must know the expected value of a random 
variable (the control) that is correlated with the statistic of interest. The method exploits 
the knowledge of the expected value and the correlation to reduce the variance. Unfortu- 
nately, the effectiveness of a linear control scheme depends upon the amount of correlation 
between the control variable and the statistic of interest. When the relationship between 
the statistic of interest and the control is not very linear, so that the correlation is low, 
a linear control may have little effect in reducing the variance. Although Lavenberg and 
Welch (1981) cite several papers with illustrative examples of the use of linear controls in 
their survey paper, they *were unable to find any published report describing the appli- 
cation of control variables in an actual practical environment." One possible reason for 
this lack of use may be that many potential controls are relatively ineffective because they 
have a nonlinear relationship with the statistic of interest which is not captured by a linear 
control. 

One potential remedy for the lack of effectiveness is to use nonlinear transformations 
and create nonlinear controls for variance reduction. Breiman and Friedman (1985) showed 
that transformations exist that will maximize the squared correlation between one trans- 
formed response variable (the statistic of interest) and a linear combination of transformed 
predictor variables (a set of controls). Breiman and Friedman (1985) also developed the Al- 
ternating Conditional Expectation (ACE) algorithm for nonparametrically estimating these 
optimal transformations from a set of data. ACE also provides an estimate of the max- 
imum correlation one can obtain between the transformed response and the combination 
of transformed predictors. Consequentially it can be used to given an upper bound on the 
achievable variance reduction for a given set of controls, as well as to suggest a nonlinear 
transformation of the control that will maximize the correlation one can obtain. 

Another potential remedy for insufficient precision in simulation involves the use of 
asymptotic expansions for the bias of an estimator. One can use linearly or nonlinearly 


controlled estimates to compute the coefficients in the expansions and produce an estimator 


with reduced bias and variance. This idea is developed here in the framework of a special 


type of system simulation known as * 


‘regenerative simulation.” The result of using the 
controlled estimates together with the asymptotic expansions is the “average regression- 


adjusted controlled regenerative estimate.” 


B. CONTRIBUTIONS OF THIS DISSERTATION 

The potential remedies of nonlinear controls and regression-adjusted controlled re- 
generative estimates are new contributions to the realm of variance reduction techniques. 
Linear control schemes have included nonlinear transformations where the parameters were 
fixed i.e., the use of C^ in place of or as well as C as a control. The use of nonlinear trans- 
formations of control variables where the nonlinear parameters are unspecified a priori and 
determined from the data is a new and truly nonlinear approach to variance reduction. 

It is shown how one can combine indicator functions using “cutpoints” with transfor- 
mations of linear controls to create new, more flexible, nonlinear controls. It is also shown 
that, similar to linear regression, one can use nonlinear least-squares regression to estimate 
coefficients for the differentiable nonlinear transformations. While nonlinear controls offer 
the potential of increased effectiveness in reducing variance in simulation, they have a draw- 
back over the linear control of increased difficulty in determining the expected value of the 
transformed control. 

ACE (Breiman and Friedman, 1985) was developed as a tool for nonparametric mod- 
elling. A new application of ACE given in this dissertation is in selecting potential controls 
and transformations in simulations. One can use the ACE estimate of the maximum squared 
correlation between a potential control and a statistic of interest as a performance standard 
for the control i.e., if ACE estimates a maximum squared correlation of only .05, the non- 
linear control will be ineffective and not worth the effort. ACE can also be used to help 
select transformations, or in the case of the indicator function transformations, an effective 
cutpoint. 

Several techniques are developed for controlling quantile estimates in simulation. The 
nonlinear controls for quantiles exploit two properties of quantile estimators. The first is 
the behavior of quantiles under strictly monotone transformations of the underlying random 


variable and the second is the asymptotic properties of an order-statistic-based quantile 


estimator. These two properties are combined to greatly simplify the burden of computing 
the expected value of the transformed nonlinear control. The method of sectioning (see 
Lewis and Orav, 1989, Chap. 9) is chosen from several competitors for estimating the 
variance of the controlled quantile estimates and it is shown how one can graphically choose 
the sectioning parameters so as to maximize the effectiveness of the nonlinear control. 

An interesting point that arises when controlling quantile estimates concerns the issue 
of normality. Typically, users of linear controls try to induce a multivariate normal distri- 
bution between the statistic of interest and the controls since a linear control is optimal 
for a multivariate normal distribution (see Nelson, 1988, and Lancaster, 1966) and because 
normal theory statistical methodology can be used for the simulation output analysis. Since 
the quantile estimator used here is asymptotically normally distributed, this would involve 
using large sample sizes. 

It is demonstrated here that by selecting the sectioning parameters appropriately, a 
nonlinear control at a small sample size can produce a more precise (smaller variance) esti- 
mate than a linear control at a large sample size, and a stable estimate of the variance. One 
wants to avoid the asymptotic normality because the effectiveness of the nonlinear control 
reduces then to that of the linear control. In fact some authors (Glynn and Whitt, 1989) 
have dismissed nonlinear controls for this reason; it is the thesis of this dissertation that 
non-normality is acceptable if it leads to significant variance reduction. Moreover, the use 
of graphical methods in output analysis will lead to more sensible (non-normal) output 
analysis than a blind reliance on asymptotic normality. 

Asymptotic expansions are develepetià building on work by David and Johnson (1956), 
for the variance of monotonically transformed quantile estimators and the squared correla- 
tion between two transformed quantile estimators. These expansions are then used to show 
that with the proper selection of a transformation, a nonlinear control will be more effective 
than a linear control in reducing the variance of the quantile estimate for finite sample sizes. 

The technique of regression-adjusted controlled regenerative estimates results from 
combining methods presented in two papers. Iglehart and Lewis (1979) developed linear con- 
trols for regenerative estimates while Heidleberger and Lewis (1981) developed regression- 
adjusted regenerative estimates. Regression-adjusted estimates work with estimators that 


are nonlinear functions of the data such as ratio estimators. Estimates of the stationary 


waiting time from an M/M/1 and M/G/1 queue at high traffic intensities are used to show 
how one can combine the two techniques to compute average regression-adjusted controlled 
regenerative estimates along with an associated estimate of their variance. The average 
regression-adjusted controlled regenerative estimates tend to have smaller estimated mean 
square error than either controlled regenerative estimates or average regression-adjusted 


regenerative estimates. 


C. OUTLINE OF THE DISSERTATION 

Chapter II provides a more detailed background on linear controls. The problems 
of low effectiveness are discussed with the possible solution being the use of nonlinear 
transformations. A brief description of Breiman and Friedman's (1985) ACE algorithm 
then follows. Nonlinear controls are defined and discussed next and the sample mean of 
the Anderson-Darling Statistic (Anderson and Darling, 1952) is used as an example to 
demonstrate their use. Chapter III discusses several methods of quantile estimation and 
the use of nonlinear controls for reducing the estimate of the standard deviation for order- 
statistic-based quantile estimates. Chapter IV develops new asymptotic expansions for the 
squared correlation between monotonically:transformed quantile estimators. An example 
demonstrates that in certain situations, properly chosen nonlinear controls will decrease the 
estimate of the standard deviation of the quantile estimate over linear controls. Chapter V 
uses the framework of the regenerative simulation of queues to demonstrate how one can 
use nonlinear controls effectively for low traffic intensity queues. Chapter V also details 
how one can use the regression-adjusted controlled estimators for decreasing the estimated 


mean square error of an estimate. 


D. SUMMARY 

Despite improvements in computing speed, computer simulations will continue to grow 
in complexity and require more resources. One means for reducing the resource requirements 
is through the use of variance reduction techniques. While the method of linear controls is 
well known, the effectiveness of linear controls is often limited by low correlation between 
the control and the statistic of interest. Thus researchers will continue to seek improved, 


more effective, techniques for variance reduction. 


Two methods for improving upon linear controls for variance reduction in simulation 
are presented in this dissertation. Using nonlinear transformations for nonlinear controls 
can improve the precision of estimates of both means and quantile from simulations over 
crude or linearly controlled estimates. Regression-adjusted controlled regenerative estimates 
can improve the precision and bias in regenerative estimates more than using controls or 
regression-adjusted techniques alone. These techniques provide researchers with potential 


tools for analyzing their simulation results. 


II. LINEAR AND NONLINEAR CONTROLS 


A. INTRODUCTION 

This chapter develops the use of nonlinear control variables for reducing the variance of 
an estimate of a mean from a Monte Carlo computer simulation. The first section discusses 
the variance reduction technique of linear controls and why using nonlinear transformations 
may improve their effectiveness for variance reduction. The second section defines nonlinear 
controls and explains the usefulness of Breiman and Friedman's (1985) ACE algorithm for 
estimating optimal nonlinear transformations and bounding the gains in variance reduction 
that might be achieved with controls. The next section details some possible methods 
for introducing nonlinearity into a control function in order to approximate the optimal 
nonlinear transformation. The following section shows, using the sample analog to the 
variance reduction formula, that nonlinear least-squares regression may be used to find the 
parameters of the transformations. Finally, the last section provides an example of the use 


of nonlinear controls to reduce the variance of an estimate of a mean. 


B. LINEAR CONTROLS 

This section provides a short introduction to the well-known variance reduction tech- 
nique of linear controls. Many books on simulation contain information on linear controls. 
One can find further details on linear controls in Lewis and Orav (1989). Assume that one 
is using a Monte Carlo computer simulation to estimate ar: - known quantity. Let Y be the 
statistic of interest that is calculated from the simulation output to estimate E[Y]. Assume 
there exists (by design of the simulation) a vector C that consists of q > 1 random variables 
Cj, for j 2 1,...,q. Also assume that the C; are correlated with (related to or associated 
with) the statistic of interest, Y, and assume that C has a known mean vector E[C]. The 
component variables of the vector C are the control variables. 

Users of variance reduction techniques hope to more precisely estimate E[Y ] by deriving 
a controlled statistic Y^ that has less variance than Y. The idea behind control variables 


is to use the correlation between Y and C to exploit the knowledge about the expected 


values of C to reduce the variance of Y'. A standard method for doing this is via the linear, 


additive combination of Y and the components of C, 
Y! =Y - 8 (C-E[C). (1) 


The parameter vector @ is a vector of g unconstrained constants that are to be chosen so 
as to minimize the variance of Y'. Note that some components of C may be known power 
transformations of other components, so that polynomial control schemes are included in 
formulation (1). Explicit expressions for the components of @ that minimize the variance 


of Y’ can be found in terms of the second-order moments of Y and C, and with these 


=? 


parameters, Y’ is an unbiased estimate of E[Y] in that E[Y'] 2 E[Y ]. 


In particular, consider the case of a single, additive, linear control 
Y’=Y-6(C-E[C]). (2) 


Here 0 is chosen to minimize Var[Y']. Assuming Var[Y] = Var[C], it follows that 


Var [Y’] Var[Y] + 6* Var[C] — 26Cov|[Y, C] 


Var[Y] (1 4 6^ — 20p[Y, cj) 


Differentiating with respect to O and setting the resulting expression equal to zero yields 


the optimal value for 6 i.e., the value that minimizes Var[Y']: 
0 — p|Y, C], 
where p[Y, C] is the correlation between Y and C namely 
p(Y, C] = Cov[Y, C] /ey ac. (3) 


Without the assumption of equal variances, it follows that the value of 0 that maximizes 


the variance reduction is 
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(a= EE AEN (4) 
oC 


where oy represents the standard deviation of the random variable Y. 
In the multiple control case when q is greater than one, it can be shown (see Kendall 
and Stuart, 1977, Chap. 27) that the values for @ that minimize the variance of Y” are the 


multiple regression coefficients 


0 = Qe) oY.C (5) 


where Xg is the covariance matrix of C and øy ç is the q-dimensional vector with com- 
ponents Cov[Y, C;], for j = 1,...,q. Rubinstein and Marcus (1985) demonstrated that 
the solution for € in the linear control of a single response, Y, is a special case of deter- 
mining the canonical correlation coefficients for maximizing the correlation between linear 


combinations of multiple responses and multiple controls. 


1. A Measure of the Effectiveness of a Control for Variance Reduction 
One measure of effectiveness for a particular linear control is the percent variance 
reduction, a measure that involves the ratio of the variance of the controlled estimate Y’ to 
the variance of the uncontrolled estimate Y. A high percent variance reduction implies that 
the control is effective at reducing the variance of the point estimate. For a single control, 


assuming the optimal value for 0 in (4) is known, the percent variance reduction is 
Ty, 2 
i cuf (Y,C). (6) 
Y 


Equation (6) implies that for the control to be effective, one should choose a random variable 
which is “strongly” correlated with Y to be the control variable C. 


For multiple controls, the percent variance reduction is the direct generalization 


y: 2 
Oy 
where 
T —1 
P oye (Ya ) CYC 
Ryc 3 Bo 
Y 


11 


is the square of the multiple correlation coefficient between Y and C. As before, the 
effectiveness of the control depends upon a large value for Ry c. When the components of 


C are independent, one can simplify (7). For example, with two independent linear controls 
gy, 2 2 
L= 7 = plY, Cil" + plY, Cal”. (8) 
Y 


When the number of multiple controls to use is given, one should simply choose those 
controls which maximize the R$. c. However, determining the number of multiple controls 
to use is a more difficult problem which is complicated by the necessity of estimating the 


coefficients in 8 


2. Estimating the Coefficients for Linear Control of a Sample Mean 

In the usual case in simulation, the values for Ó or @ must be estimated since 
not enough information is known about the joint distribution of Y and C to determine the 
regression coefficients in (5). For notation's sake, assume that one is using a single control. 
Assume that Y and C are sample means Y and C calculated in the usual manner from 
m ii.d. replicates Y; and C; of random variables Y and C such that Y — (1/m) 27, Y; 
and similarly for C. One could generate sample estimates of the variance and covariances 
in (4) to estimate 0; however since 6 is the coefficient of regression, an equivalent but 
computationally more convenient method for estimating @ is to use linear least-squares 
regression. 

The regression coefficient 6 can be estimated by the least-squares regression of 


(C; — Y) on 6(C; — E[C]) using the regression model 
(Y; -Y ) = 0(C; — E[C]) + 6, fond = 1.0 


where the C; are considered fixed and e; is a mean-zero random variable independent of C;. 


3. The Loss Factor 
In general, estimating the coefficients can cause a reduction in the percent variance 
reduction predicted by (6) or (7). Lavenberg, Moeller and Welch (1982) investigated the 
decrease in predicted variance reduction caused by using the individual samples to estimate 


0 for a linear control of the sample mean. Under the assumption of multivariate normality 
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between the statistic of interest and the control, they concluded that the decrease in variance 
reduction due to estimating @ could be predicted as a function of the number of independent 
samples of the statistic being controlled, m, and the number of controls whose coefficients 
had to be estimated, q. They used a loss factor of (m — 2)/(m — q — 2) to predict the actual 
variance reduction as + = (1 - Ry c)(m — 2)/(m — q — 2). The loss factor is a deterrent 
to adding more controls simply to achieve a small increase in the R?(-) in (7). As one 
selects more controls for a multiple control scheme, the impact of the loss factor can quickly 
overcome the benefits of increasing the R?(-). Thus one can not guarantee an improvement 


in the effectiveness of a linear control by simply adding more controls. 


4. Measuring the Effectiveness of a Control at Reducing Sample Sizes 

Lewis and Orav (1989, p. 262) mention an alternative measure for quantifying the 
effectiveness of a control scheme. They look at the square root of the ratio of the variance 
of the uncontrolled estimate to the variance of the controlled estimate i.e., cy /o,;. This 
ratio can be considered to be the ratio of the sample size that would be needed to achieve 
a given standard deviation without using the control scheme, to the sample size needed 
to achieve the same standard deviation using the control. When expressed in terms of the 
correlation coefficient for the controlled statistic and the control from (3), the ratio becomes 
1/[1 — p?(-)1?. Given a value for p(»), the formula gives the increase in the sample size 
that would be needed to achieve the same standard deviation without the control. Given 
a desired reduction in sample size, say 1/2, the formula implies that to achieve a given 
standard deviation while cutting the sample size in me one must have 1 — p*(-) = .25, 
which implies a correlation coefficient of +0.86. 

Linear controls are typically unable to reduce the sample size needed to attain a 
given oy by as much as a half because the correlation between the statistic of interest and 
a linear function of the control variables is not high enough. Since many statistics have 
a nonlinear relationship with the control variables, one possible means for increasing the 
variance reduction for a given set of controls is to allow nonlinear transformations of the 


controls. 


13 


C. NONLINEAR CONTROLS 
1. Definition of a Nonlinear Control 
One can generalize the linear control scheme for q controls, (1), to include nonlin- 
ear transformations of random variables as controls for variance reduction. Let h;(C;,6;), 
for j = 1,...,q, be a transformation function of the random variable C; and let 0; be a 
vector of coefficients where, depending upon h;(-), the vector 8; may have more than one 
component. When incorporating nonlinear transformations of multiple controls, the linear 


control scheme (1) becomes 


y (9) 


where, for our purposes, H(-,-) is alinear additive combination of the q transformed controls, 
h;(C;,8;), and their expected values, E[^;(C;,6)]. for j=1,...,q. The vector 0 contains 
the coefficients from the linear combination in addition to the q sets of coefficients from the 
individual transformations. H(C;,8) will be referred to as the control function for C. If the 
control function has terms that are nonlinear in the unknown coefficients, C will be said 
to be a nonlinear control. For ease of notation, the coefficients 0 may be suppressed in the 
expressions for H(-) and h(-). When there is only one control so that q = 1, the subscript 
j will be suppressed so that ^;(-) = A(-). 

In some simulations possible control variables may have low correlation with Y. 
For a given control, two of the possible sources for the low correlation between Y and C 


are: 


1. there is in fact little structural relationship between Y and the control i.e., a bivariate 
scatter plot of Y versus C would look patternless, or 


2. the structural relationship between Y and C is of a nonlinear form which is poorly 
approximated by a straight line (the linear regression line). 


In the first case, a nonlinear control may or may not offer improvement over the linear 
control. In the second case, a nonlinear control can offer substantial improvement in variance 


reduction. 


14 


A simple example will show the potential benefits of nonlinear transformations. 
Let C be a Normal (0,1) random variable which is being used to control the sample mean 


of Y = C?. It follows that 
Cov[Y,C] = E[C?] - E|c?] E[C] = 0 


so that p(Y, C) is zero, which implies zero effectiveness for the linear control as well. Now 


allow the nonlinear transformation 
h*(C) 2 h(C,0) 2 C? 


with 0 — 2. The transformed random variable h*(C) is a x? random variable with mean 1 


and variance 2. It follows that 


2 
Cov[Y, h*(C)] = Var [ed RES =S woh C) = a 1 
so that the nonlinear control is completely effective. Therefore when evaluating a poten- 
tial control, one should ask: Can this random variable be transformed to have a “high” 


correlation with the statistic of interest while still having an analytically computable mean? 


2. Optimal Nonlinear Transformations and ACE 
For some random variables, transformations do exist which will improve their 


correlation with Y. 


e Let Y and C, with q components C;, for j = 1,...,q, be random variables with a 


general but nonsingular joint distribution. 


e Let g(Y ) and h;(C;)) for j 2 1,...,q, be mean-zero  »nsformation functions of ran- 
dom variables Y and C; such that Var[g(Y )] 2 1 and Var[h;(C;)] « oo, for j =1,...,q. 


Breiman and Friedman (1985) proved the existence of optimal transformations for maxi- 
mizing the correlation between g(Y ) and H(C), a linear additive function of the mean-zero 
h;(C;). The optimal transformation for a particular variable can be expressed in terms 
of the conditional expected values of given transformations of the other variables. In this 


bivariate case, where H(-) = h(-) since g = 1, the pair of optimal transformations g*(-) and 
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h*(-) are: 














TR 
707 Wf) rv 
and 
h*(C) 2 E[g (Y) | C] 
where || -I| = (E[C]) ^. 
In the multiple control case, where q > 1, 
E 2 ht (C;) | | 
Tu)= + (11) 
s h5(C;) | | 
and 


h3(C;) = E w) -Y eo | (12) 
k#j 

The transformations g*(-) and h*(-) in (11) and (12) will usually be nonlinear, the exception 

being when Y and C have a multivariate normal distribution. 

Results from Lancaster (1966) can be used to show that if Y and C have a 
multivariate normal distribution, the solutions for g(Y ) and H(C) which have maximal 
correlation between g(Y ) and H(C), over all measurable functions of finite variance, are 
the linear transformations which yield the first Hotelling canonical variables. In other 
words, when Y and C have a multivariate normal distribution, using the linear control 
scheme (1), with the multiple regression coefficients for @ from (5), produces the greatest 
amount of variance reduction. Conversely, whenever the joint distribution of Y and C is not 
multivariate normal, a nonlinear control offers the possibility for greater variance reduction 


over a linear control. 
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D. APPROXIMATING OPTIMAL NONLINEAR TRANSFORMATIONS 
FOR NONLINEAR CONTROLS 
1. Estimating the Optimal Nonlinear Transformations 

Determining the optimal transformations in (11) and (12) analytically requires 
the joint distribution of Y and C which, in the context of a simulation, is unknown. In the 
multivariate normal case, the form of the transformations are known to be linear and one 
can estimate the coefficients using linear least-squares regression. With a nonlinear control, 
one must first estimate the form of the transformations. 

Breiman and Friedman (1985) also developed the Alternating Conditional Expec- 
tation Algorithm (ACE) as a means for generating nonparametric estimates of the optimal 
transformations (11) and (12). In the ACE implementation for finite data sets of continuous 
variables, data smooths are used in place of the analytical conditional expected values. The 
ACE algorithm produces estimates of the optimal transformations as sets of fitted values, 
one set for each variable. Plotting the fitted values against the original values gives the 
shape of the estimated transformation for each variable. 

ACE also provides an estimate of the maximum obtainable squared correlation 
between the transformed response and the sum of transformed predictors. Given a data set 
of n samples of Y and C, and a set of transformations g(Y ) and h;(C;) for j 2 1,...,q, the 


R? estimate is calculated as 1 minus the sample mean-squared error, or 


2 
n 


q 
R?=1- Y) (9%) - 3: AC;.) 
i=1 j=l 
This R? estimate is quite useful as it provides an estimate of an upper bound on the percent 
variance reduction that one can obtain using the given set of controls. Thus given a set 
of linear controls, one can use ACE to determine if the use of nonlinear transformations of 
the controls would improve the percent variance reduction. One technique is to use ACE 
on data from a small test simulation for various potential controls and then compare the 

estimates of R? to help select the OÍ 
Since ACE does not supply any parametric clue to the optimal transformations 
of the individual components of C, approximations are needed for these transformations. 


A desirable feature for the approximations is that they contain the linear additive case (1) 


1 


as a special set of parameter values, thus ensuring that one attains at least the known 
variance reduction for this case. The approximations studied in the next section take two 
forms, piecewise linear controls, and standard statistical parametric transformations, used 
separately or conjointly on each component of C. It should be emphasized again that an 
additional constraint on an approximating transformation g(C) is that for g(C) to be usable 


as a nonlinear control, one must be able to calculate the mean of g(C). 


2. Piecewise Transformations of Controls 
Statistics from simulations are often nonlinear functions of the input random 
variables from which they are derived. Therefore one might expect some nonlinear controls 
to have a higher correlation with Y than linear controls. Given an initial guess at a viable 
linear control, one type of nonlinear control can be formed by using indicator functions and 
“cutpoints” to form piecewise transformations of the control. 
For example, a control variable X is split into two control variables C4 and C? 


by using a fixed cutpoint 6 and functions h;(X,0;) as follows: 


Cul DX MELLE (13) 
where 
] ff X <6; joue; 
Ioue wr and I2 (X)= (14) 
0 otherwise 0 otherwise. 


By judicious choice of a fixed value for the cutpoint ó or perhaps multiple cut- 
points, least-squares multiple regression can achieve a better fit without the use of additional 
control variables. As an example let X be distributed as an independent Uniform (-.5, .5) 
variate. Let Y — X? + € where e is distributed as independent Normal (0, 0.01). In a small 
simulation of 300 samples, using just X as a linear control as in (1), linear least-squares 
regression yielded an R? of 0.00. However using X to form two new controls as in (13), 
where h;(X,0j was linear both in X and 0; for 7 = 1,2 and 6 = 0, yielded an R? of .92 
using linear least-squares regression. 

If the functions h;(+) are linear, then the linear control is a special case of this 


transformation. If one lets 6 — oo or ó — —oo, the ordinary linear control is obtained. 
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Of course, care must be taken in determining the form of the control function to ensure 
it has mean zero i.e., E[C,] and E[C2] must be known. Note also that the regression is 
still linear if 6 is given, but it is nonlinear otherwise. Finding an optimal ó then becomes, 
in general, a discontinuous nonlinear, mathematical programming problem. An alternative 
method for finding ó is to use graphical analysis of the relationship between Y and C in 
selecting the initial cutpoint(s). 


3.  Transformations of Controls 
Several standard transformations are used in statistics and data analysis (Cham- 
bers et.al., 1983) and these can be applied as approximations for the optimal transformation 
of a control variable C. Power transformations of controls, in addition to piecewise trans- 
formations of controls, introduce nonlinearity into the controlled estimate of E[Y] while 
containing the untransformed control as a special case. The power transformation used 


initially in this study is of the well-known form 
Z=(X”-1)/p, forp>-1. (15) 


This scaled power transformation has the property that as p — 0 the limit is In X and when 
p = 1 it gives a shifted version of the original variable. 

This power transformation (15) can have vastly different effects for X > 1 and 
X < 1. The curves in Figure 1 represent a sample of possible transformations. As one 
increases p, the change in the nature of the function on either side of X = 1 becomes more 
drastic. For large values of p, large values of X are given added weight while for small 
values of p, the small values of X are given the additional weight. Note that when p = 1, 
this is simply the linear transformation. Thus optimizing using this transformation assures 
variance reduction at least as good as in the linear case. 


Using, for example, the single control variable C, the resulting nonlinear control 


E p PE 
DE Els |}. 
p p 


which has two parameters, p and 0. Of course, combinations of piecewise transforma- 


function is 








tions and power transformations are also possible by letting the h;(-) in (13) be nonlinear 
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Figure 1. Examples of power transformations of a variable X. 


functions, and it is this combination of nonlinear controls that is the main thrust of the ex- 
ample to follow. With this combination one hopes to come close to the maximum theoretical 
variance reduction which could be obtained. 


Other transformations one might use for inducing nonlinearity include 
la S (er = 1) i 
2m ((x? — 1) (er - 1)) /py, or 
3 Zi (nO - 1) ane 


These transformations represent a broad spectrum of transformations on a variable as can 
be seen in Figures 2, 3 and 4. Note also that transformation 1 and transformation 3 contain 
the linear case as a special set of parameter values. Transformation 1, is a positive weighting 
of all values, with large values weighted more than small values. By varying the y parameter, 
one can scale the effects of the weights from very large for large y to very slight for small y. 
Transformation 2, applies small negative weights for values less than 1. For values larger 
than 1 it allows for a wide range of positive weighting schemes as in transformation 1. 


third Transformation 3, is similar to the straightforward power transformation, (Figure 1), 
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but with more parameters. Thus it allows for more flexibility and increased curvature for 
smaller values of the parameters. The difficult part with these transformations, as usual, is 


computing the necessary expected values. 
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Figure 2. Transformation 1 applied to a variable X. 


E. THE ROLE OF NONLINEAR LEAST-SQUARES REGRESSION 
Given that one has selected appropriate nonlinear transformations for the components 
of C, the optimal values for the parameters of the tra: » rmations can be obtained by 
minimizing the variance of Y'. Unfortunately, the results are not explicit functions of the 
joint and higher moments between Y and C as they are for the linear controls. Starting 
with (9), one can write 
Var[Y 7 Var IC | 


caine va] YE, e| (1e) 


ES - 2ko|Y, C| 
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Figure 4. Transformatio 


n 3 applied to a variable X. 
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and 


Var[Y !] 
— Var[Y] 





- 2kp|Y, C] - &?, (17) 


where k is positive valued. While this last equation is simple in form, both p|Y. C| and 
k = og/oy are functions of the unknown parameters in C. 

In practice, one has insufficient theoretical information about the joint probability 
properties of Y and the components of C to determine the parameters in C. Instead one 
has a simulation sample of size m of independent replications, (Y;, C;) for i — 1,...,m, 
from which to estimate E[Y]. Regardless of whether the sample is large or small i.e., is a 
pilot sample or all of the simulation data that will be available, one wants to minimize the 
sample variance of Y'. Minimizing the sample variance involves, after subtracting Y from 


both sides of (9), minimizing 


— — nx 
n e » Y) EE e = _ Ci) (18) 
s » _ má. 
n dist Sá a y) E ue A s a (19) 


The left-hand side of (18) is the quantity to be minimized as Ely | = zd — E[Y] since 
E|C| is known to be zero. Thus either Y or Y’ can be used in the estimate of the variance 
of Y’. Equation (18) shows that this estimate of the variance of Y” is equal to the residual 
sum of squares of the least-squares regression of Y — Y on C. Equation (19) involves, in its 
first term, the total sum of squares, which estimates the variance of Y ; in its second term 
the sample variance of the zero- mean C; and in the last term the sample covariance of Y 
and C. Rearranging terms in (19), one gets 


rm (1-7) =I (v; - Y) LEES. oce Dr "o 


mt yc 
amm 


m m m He 
OT 
A Sib E co) 
1 (1 Y)' En (M-Y7)”. ER (u-Y) 
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The left-hand side of (20) is the usual R? regression measure and equation (20) may be 


rewritten as 


QS 


R?= 2% sly, 6] - -€ = 2k r[y,] - 2 (21) 
Sy Sy 
where så represents the sample variance and r (Y, e| represents the sample correlation 
coefficient. 

As the sample analog to (17), (21) indicates that maximizing R? through nonlinear 
least-squares regression is equivalent to maximizing sample variance reduction when the 
optimal parameters are unknown. Thus for C with multiple components, maximizing the 
effectiveness of C can be accomplished through estimating the parameters of C via multiple 
least-squares regression of Y — Y on C. A similar result relating optimal regression and 
optimal correlation can be found in the ACE article (Breiman and Friedman, 1985). 

With linear controls, linear least-squares regression will provide a global minimum for 
the residual sum of squares, in turn maximizing the variance reduction for the sample. When 
the control function is nonlinear, nonlinear least-squares regression will not necessarily 
determine parameter values that globally minimize the residual sum of squares. With a 
nonlinear control function C , there may be many suboptimal local minima. In this case the 
choice of initial values for the parameters 8 in the nonlinear regression may significantly 
affect the amount of variance reduction obtained. If one uses as starting values for € the 
special values that represent the linear case for the control, one should always do at least 
as well as the linear case. 

One must be careful that while multiple regression may be computationally useful, the 
distribution theory behind multiple regression, which assumes fixed independent variables, 
does not apply. Consequently, although the estimates of @ are identical, (see Sampson, 1974) 
confidence intervals on parameter estimates cannot be determined directly from the regres- 


sion results. 


F. AN EXAMPLE OF USING NONLINEAR CONTROLS 
Estimating the mean of the Anderson-Darling goodness-of-fit statistic, W2, (Anderson 


and Darling, 1952) provides a good example of the benefits of piecewise internal controls 
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and power transformations. The example is artificial since E[W7] is known to be one for 
all n. However, it is useful as an illustration. 

The statistic W? can be determined as a function of n independent unit exponential 
random variables E; for j = 1,...,n (Lewis and Orav, 1989, p. 369). Note first that one can 


write W? as a function of order statistics from a unit exponential distribution as follows: 
W2 = -n — (n7!) » |- (2i — 1)In {1 - Fo} t (2(n—i)4 1) Es] (22) 
i=l 


where the E) are the order statistics from a unit exponential population. One method for 
generating a sample of the order statistics from a unit exponential problem is to simply 
order n ii.d. realizations from a unit exponential population. A second method, which 
is used here, generates the sample of order statistics from a unit exponential population, 
Ea), E. SE) from n independent unit exponential random variables, E;, for j — 1,...,mn, 


as follows: 
AX i E; 
() 2. DLL 


Note that the order statistics Eq), — Elm) produced by (23) are not the order statistics of 
the original sample of n independent exponentials [E,,..., E, ). However, they are a sample 
of the order statistics from an n-sized sample of i.i.d. unit exponential random variables. 
Together (22) and (23) give W? as a function of n independent exponential random variables. 
The independence of these random variables makes them ideal for controlling W?. The case 
n = 2 is presented here, for which (8) holds with C1 — Ej and C3 — E5. 

As mentioned before, graphical methods can sometimes be useful in determining types 
of controls or aspects of controls. Two useful plots of W? are presented here. Figure 5 is 
a surface plot of W? over a small region of the E,, Ez plane where the majority of values 
occur. This is not a density plot, but a representation of the functional relationship between 
the two independent exponentials and the W? value each pair generates. Subsequent surface 
plots of the control functions likewise do not portray density; just the surface generated by 
the control function. As an indicator of the density of points on the W¿ surface, Figure 6 is a 


sample bivariate histogram of 1000 independent pairs of unit exponentials. While one could 
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plot an actual bivariate exponential density, the discrete nature of the histogram allows 
easier visual comparisons of density. Together, Figures 5 and 6 indicate why nonlinear con- 
trols may prove useful for controlling W.?. Clearly the relationship between W2, E, and E; is 
highly nonlinear, suggesting the use of nonlinear controls. Figure 6 supports one’s intuition 
that the majority of pairs of the bivariate exponential are close to the origin. Suspecting 
this, one may be tempted to use a linear control to just approximate the surface in this 
region. However, Figure 6 also shows a significant number of pairs throughout the plane. 
Thus in order for C to be an effective control, the entire surface should be approximated 


by the control. This would require a nonlinear control and nonlinear regression. 





Figure 5. The nonlinear surface of WZ as a function of two variables E, and E». 


Six different linear and nonlinear control functions for estimating the mean of W2 were 
evaluated using a single sample of 500 pairs of unit exponentials and their associated W¿ 


values. The first five control functions are: 


Č = ð (E, -1)+02(E2-1); (24) 
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Figure 6. 1000 Samples of Ei, E2 pairs 
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"EMEN: ES -] el 

C= Ik a -EER (28) 

2 2 l i Pjk Pjk 
where in (28) 
IO POKE, , 
OVE S and I2(E;) = laz: 
0 otherwise, 0 otherwise 
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The sixth and final control function uses two cutpoints and can be written as 


3 Pjk _ Pjk _ 
G= YO (EO [t ge. (29) 


jg=1 k=1 J Djk 
where 
10 E;€óÓ 1 é < E; < & 
I, (E;) = í I2 (E;) = ) 
0 otherwise, 0 otherwise 
and 
1 E. 6 
13(E;) = 1775. Ser j = 1,2. 


O otherwise 


As expected, the simplest controls, (24) and (25), with straightforward control func- 
tions, Were usually less effective than the nonlinear controls. The controls given by (24) 
and (25) are referred to as the “standard” controls because their unknown parameters can 
be computed using linear least-squares regression. Since the necessary expected values 
of the controls just involved the first two moments of the exponentials, they were deter- 
mined analytically and not estimated. The remaining parameters for controls (24) and 
(25), respectively 0, and 02, and 04, 05, 63 and 04 were computed using linear least-squares 
regression. 

Since control (24) is a linear function of E; and E? and WZ is a very nonlinear function 
of E, and E», this control, not surprisingly, achieved an R? of only .2265. This poor perfor- 
mance could also be predicted by using the sample estimates for p[W2, E,] and p[W?, Ez] 
in (8). If the estimates were the true correlations, the optimal 0's would only yield a 22.66 
percent variance reduction. The parabolic shape of (25), as shown in Figure 7, enabled the 
control function to achieve an R? of .5627. While better, as will be seen shortly from the 
ACE results, it is far from optimal. Note that on the graphs demonstrating the controls, 
the predicted values of the controls are centered about zero, the mean of C. 

For control (27) only the linear terms’ expected values could be calculated analytically. 
The other two expected values were functions of the unknown parameters and had to be 


recalculated based on the current parameters during the optimization. For controls (26), 
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Predicted Values 





Figure 7. Surface generated by the parabolic linear control given in (24). The control is 
linear since the powers are fixed. 


(28), and (29) none of the expected values could be determined analytically so all were 
calculated during the optimization. All of the parameters for the nonlinear controls were 
estimated via the nonlinear regression segment of IBM's experimental APL2-based GRAF- 
STAT statistical graphics package. For nonlinear regression, GRAFSTAT uses a form of the 
Marquadt algorithm (Marquadt, 1963) which allows bounds to be placed on the parameters 
(see Bard, 1974). Lower bounds of -.99 were TON the power parameters, pjk, since 
the expected values of the exponentials (involving the gamma function) are not defined for 
Pik € —1. A reasonable upper bound on each p;y was found useful in speeding convergence. 

As the control functions became more nonlinear, their effectiveness usually increased. 
Allowing the powers to float in control (26) versus being fixed in control (24) gave a slight 
improvement; the R^ went from .2265 up to .4640. This was not as good however as the 
"standard" control (25) with two linear terms and two quadratic terms which achieved an 
R? of .5627. Adding the two linear terms to control (26) resulted in control (27). Now 


allowing the powers to float in control (27), versus being fixed in control (25), enabled the 
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surface to fit more closely and thus the R? for (27) was .7422. This definite improvement 


over the “standard” controls can be seen in Figure 8. 
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Figure 8. Surface generated by “non-standard” control with linear and nonlinear terms 
given in (26). 


Originally, the cutpoints for controls (28) and (29) were parameters to be optimized. 
Unfortunately, this made the optimization unstable and the results unreliable. Thus, the 
cutpoints were fixed at selected quantiles and not included as parameters in the nonlinear 
regression. Selection of a good cutpoint was done by examining the results of a short 
sequence of regressions. For control (28) a cutpoint at the .5 quantile was the most effective 
one found for this sample. Comparing Figure 9 to Figure 8 shows the impact of adding 
nonlinearity by the use of the cutpoint. The R? for control (28) was .8216. The results 
of using the estimated parameters for (28) on three independent samples of 1000, Table 1, 
indicate that even though the regression-estimated parameters are biased for the original 


sample, (28) is still effective in controlling other samples. 
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Surface generated by the nonlinear, single-cutpoint control given in (27). 


Figure 9. 





cutpoint control given in (27) on three inde- 


pendent samples other than the regression sample. 


Effect of the nonlinear, single- 


TABLE 1. 
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As the number of cutpoints increases to two for control (29), one gets a more effective 
control at the cost of increased computational complexity. The computational complexity 
increases because the additional cutpoint creates more parameters and because the com- 
putation of expected values becomes more expensive. As before, the cutpoints were fixed 
at selected quantile values. Which values to select was a matter of performing a series of 
regressions on a grid of values. Figure 10 shows that some pairs of cutpoints were better 
than others. Figure 11 shows that the best cutpoints for this sample on the grid examined, 
the .30 and .65 quantiles, yield a control that is an excellent approximation to the W# 


surface. The regression with these cutpoints on the original sample yielded an R? of .8372. 


0.916 
0.914 


0.912 
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Figure 10. Effects of changing the cutpoints on correlation 


This last control, (29), was then tested on independent samples and the R? was com- 
pared to results from ACE. Table 2 indicates the results for three samples of 1000 W2 
values. Again the R? values are almost as good as the original sample, and the control is 
effective in all three cases. ACE was given the data generated by using the cutpoints on 
the original sample as the independent variables. The R? value derived by ACE was .8560 


showing that control (29) is nearly optimal for the control variables used. 
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Surface generated by the nonlinear, double-cutpoint control given in (28). 
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Effect of the nonlinear, double-cutpoint control given in (28) on three inde- 


pendent samples other than the regression sample. 
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G. SUMMARY 

Linear controls are a well-known technique for variance reduction in computer simula- 
tion. Unfortunately, the relationship between the statistic of interest and the control is often 
poorly approximated by a straight line so the control has limited effectiveness. Nonlinear 
controls are a natural remedy for improving the effectiveness of a given set of controls. At 
the cost of greater analytical and computational effort in deriving the control, one can use 
the increased effectiveness of the control to reduce the sample size needed to achieve a given 
precision, thereby saving resources from the simulation. 

In addition to controlling the estimate of a mean, one can also use nonlinear controls on 
the more difficult problem of quantile estimation in simulation. The next chapter discusses 
the use of nonlinear controls for quantile estimation where an important concern is also 


obtaining a reliable estimate of the variance of the controlled estimate. 
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III. VARIANCE REDUCTION FOR QUANTILE ESTIMATES IN 
SIMULATIONS VIA NONLINEAR CONTROLS 


A. INTRODUCTION 

As remarked in Chapter I, estimation and simulation of quantiles is different from 
the case of quantifiers that can be estimated as means. This chapter begins with a short 
discussion of quantiles and the properties of a quantile estimator, with emphasis on the 
need for a reliable estimator for the variance of the quantile estimator. The next section 
discusses linear controls for quantile estimates and the subtleties involved with estimating 
the coefficients for the control functions. The discussion of linear controls is followed by 
a discussion of the application of nonlinear controls to reducing the variance of quantile 
estimates for a fixed simulation sample size. The final part of the chapter presents an extract 
of results from a simulation experiment where crude, linearly controlled and nonlinearly 
controlled estimators are compared. Throughout, the emphasis is on quantile estimation 


for continuous random variables, though other cases are of interest. 


B. QUANTILES 


1. Properties of a Quantile Estimator 


Let Y be arandom variable with a right-continuous distribution function defined 


by 
Fy(y) =Pr{Y <y}, =< y< oo. 
Following Serfling (1980) define the a quantile of Y, ya, for 0< a < 1, as the value 
Ya 7 Fy' (o) 2 inf (y: Fy(y) 2 a). (30) 


If Fy (y) is strictly increasing, Ya is unique for each o. Additional restrictions on Fy(y), 
such as continuity at Ya, may be needed for the existence of certain asymptotic properties 


and will be stated as required. 
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Given a simulation sample of n independent and identically distributed (i.i.d.) 
samples of Y , namely Yi,...,Y,, one can construct a sample distribution function, Fn, by 


placing at each observation Y;, a probability mass 1/n. Thus F, may be represented as 


1 n 
F,(y) = - 2,I(5 <y), =œ < y< œ 


IJ 


where I(-) is an indicator function which returns 1 if the argument is true and 0 otherwise. 
For a sample of size n, one can define a nonparametric estimator of the a quantile, 


Yo (n), as the sample a quantile of the sample distribution function, or 
a (n) = (a) 


Using the sample o quantile to estimate yo is equivalent to using the order statistics of 
the sample, Yq) <,...,< Yn), and defining a nonparametric estimator of the a quantile, 


Ya (n), as in Lewis and Orav (1989), as 


T if na is an integer 


ja (n) — Yir) 7 (31) 


Y(Ina]+1) if na is not an integer 
where |w] denotes the integral part of w. 

For a given n and a, the quantile estimator Ja (n) is the rth order statistic from 
the n-sized sample where r is determined as in (31). The following results on the distribution 
of 4 (n) are well known (David, 1970, Chap. 1-3 or Kendall and Stuart, 1977, pp. 251-252). 

Let Fr) be the cumulative distribution function of the quantile estimator. 


Then Fy,(n)(y) can be written as 


Pr{ĝa (n) < y} 


= Pr{ at least r of the n Y; are < y} 


Fa (nY(V) 


= A20 HG - FG", (32) 
since the term in the summand is the binomial probability that exactly ? of the Y; are less 


than or equal to y. If the Y; are continuous with a density function fy(y), the density 
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function of ĝa (n) is 


fO AT 


—r+1) 


where B(-,-) represents the complete beta function. Unfortunately, while Ya (n) is a non- 
parametric estimator of the o quantile, (32) shows that the distribution of the quantile 
estimator js (n) depends not only on n and oa but also on the unknown distribution of the 
underlying Y. 

The bias and variance of ĝa (n) also depend on n, a, and the distribution of the 
underlying Y. Assume that Fy(y) is continuous with a density function fy(y) which is 
differentiable and nonzero at Ya. The following result for the expected value of the quantile 
estimator can be derived from results in David (1970, p. 65): 


a ad fra oí 1 
Elis (n)] = te ~ 5 - SA cl (33) 


where e is a sawtooth function of n and a such that |e| < 1 and f'(-) denotes the derivative 
of the function f(-). An expansion for the variance of the quantile estimator can be derived 
in similar fashion as 


n 2 a(l—a 1 
Vaio = ebay = payee aa) * Cz) à 


The notation g(n) — O(1/n*) means the absolute value of g(n)/(1/n?) remains bounded 
as n goes to infinity. These asymptotic expansions will be discussed in greater detail in 


Chapter IV. 


There are also well known asymptotic results for ja (n) (Serfling, 1980, sec. 2.3). 


e If y, is the unique solution y of F(y—) € o € F(y), then 4; (n) — Ya with probability 
l as n —— oo. 


e If Fy(y) possesses a density fy(y) in a neighborhood of ya, and fy(y) is positive and 
continuous at Ya, then Ja (n) has an asymptotic normal distribution in that 


re 1/2 
Ra) e (erc) nm 
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e Weiss (1964) proved that under mild conditions, the sample marginal quantiles from 
a multivariate population with an absolutely continuous joint distribution function 
have an asymptotic multivariate normal distribution. The asymptotic covariance is 
a function of the multivariate distribution of the underlying multivariate population. 
This multivariate result is important because of the role of the joint distribution of the 
controlled and controlling statistics in the theory of controls for variance reduction. 


2. Using Sectioning to Estimate the Variance of a Quantile Estimator 

When using the quantile estimator from (31) to calculate a point estimate of the 
a quantile, one must also estimate the variance or equivalently the standard deviation of 
the point estimate. One could estimate the density of Y at y, and use (34) to estimate 
the variance. However, the instability of density estimates at extreme quantiles can cause 
this to be a very biased and unstable estimate of the variance of ya (n). A more general 
technique is to use sectioning to calculate both a point estimate of the quantile and an 
estimate of the variance of the point estimate. While non-parametric confidence intervals 
are available for crude quantile estimates (see Mood, Graybill and Boes, 1974, p. 312), the 
confidence intervals are not appropriate for controlled quantile estimates. A brief discussion 
of sectioning follows; for a detailed discussion of sectioning see Lewis and Orav (1989, 
Chap. 9). 

Let the random variable ja (n) be the function of independent and identically 
distributed random variables Y,,..., Y, defined in (31) such that ĝa (n) is a point estimator 
of yo. Let 8 (n) denote the variance of ĝa (n). Assume for now that there are a total of 
N = m x n independent samples of Y, namely Yi,...,Y,,...,Yw. The sectioned point 


estimator, j;(m, n), is constructed as follows: 


1. Divide the N samples of the random variable Y into m sections with n samples each 
where for simplicity n x m = N (equivalently, replicate a sample of size n, m times). 


2. For the jth section, j = 1,...,m, use (31) to compute Ja, ¡(n). 


3. Compute ja(m,n) as: 
— IA. 
Yo(m,n) = Re Y da ¡(n). (35) 
j=l 


The point estimator Ja(m, n) is a sample mean of m independent estimates, each of 
which is based on n samples. 
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4. Estimate the variance of j;(m,n), namely o2 with the sample variance of the 


da(m,n)?” 


sample mean: 


Maa == p CORN) (36) 

One advantage of sectioning to estimate the variance of the quantile estimate 
over estimating the density is that since the 5, ;(n) in Step 2 above are i.i.d. and the point 
estimator j4(m,n) is their sample mean, s m is an unbiased estimate of the variance 
of the point estimate. Furthermore, if the ms are approximately normally distributed, 
one can develop approximate confidence intervals for J,(m,n) based on a t-statistic with 
m — 1 degrees of freedom. A disadvantage of sectioning is the increase in the bias of the 
point estimate; the first-order bias predicted by (33) for ga(m, n) is m times that for Ja(N), 
a point estimate based on all N samples. 

For fixed N, the selection of m and n involves a tradeoff between the bias and 
the variance of j(m,n) as well as the precision of the estimate of the variance of ja(m,n). 
To minimize the bias in Ja(m,n), as well as improve the approximation to normality of the 
individual j;(n), one would like n to be large. A drawback of increasing n is the decrease 
in precision of the estimate of the variance of the point estimate as well as the decrease 
in the degrees of freedom, m — 1, for the t-statistic, which relaxes the confidence interval. 
Using (34) and (36), one can write the expansion for the variance of the sectioned estimate 
in terms of m only as 


i | 
A A A (5) 
Zjs(m,n) — m X— (N+2m) N? ^." Xw?/' (37) 


where ĝ and y are constants determined by Fy(y) and a. The presence of m in both the 
denominator and the numerator in (37) implies, for fixed N, that the value of m which 
minimizes the variance is a function of the relative magnitudes of f and y. If B is small 
relative to y, one should choose a small m in order to minimize the variance. The value 
for m must be at least 2 in order to use (36) to estimate the variance. Values for m and 
n which will minimize the variance or the mean square error of the point estimate can 
be determined as functions of terms such as 4 and y. However, these terms are in turn 


functions of the distribution of Y which is unknown. After consideration of the above, Lewis 
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and Orav (1989, p. 262) suggest as a “rough rule of thumb” to make m between 12 and 20 
for samples with N over 1000. This usually gives sufficient precision for the estimate of the 
variance of go (m, n). 


Once m and n have been selected, the variance of the point estimate can be 


estimated. Equation (34) shows that 97 (n) is a decreasing function of n. For fixed m, a 
decrease in 97. (n) Will cause a corresponding decrease in tm ay A technique for reducing 


03. (n) without increasing n is the use of linear controls. 


C. LINEAR CONTROL OF QUANTILES 


1. Single and Multiple Linear Controls 

As discussed in Chapter I, linear controls is a variance reduction technique which 
can be used to reduce the variance of an estimate of a statistic of interest, often a sample 
mean as in Chapter II. The statistic of interest in this chapter is the quantile estimator 
Üa (n) from (31) and eventually the individual section estimate Ja ¡(n) from (35). 

To use a linear control for variance reduction a random variable generated in the 
simulation, called the control or control variable, which is correlated with ĝa (n), must be 
available. The expected value of the control must be known, either exactly or approximately. 
Let C be a random variable which is generated via simulation. Although an estimator of 
the o quantile of C is not necessarily the most effective control for a given quantile of Y, for 
purposes of discussion, the estimator of the a quantile of C as defined in (31), namely 6, (n) 
will be used as the control. The random variable €&4 (n) is a function of n i.i.d. samples of 
the random variable C. If €, (n) is generated as part of the simulation that produces the 
samples of Y it will be called an internal control variable. If €, (n) is generated as output 
from a different simulation, it will be called an external control variable. 

The linear control scheme for variance reduction, with a single quantile estimator 
as a control, uses the same linear additive combination of the control and its expected 
value as in Equation (2) of Chapter II to produce a controlled estimate y¿(n). The control 
function, with coefficient 6, is subtracted off from the uncontrolled or crude estimate ĝa (n) 


to produce the controlled estimate as follows: 


aln) = Ja (n) — 0 (& (n) — Elec (n)]J. (38) 
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Putting aside the question of sectioning for now, the purpose of using a control is to minimize 
the variance of the controlled estimate, 75 (my for a fixed sample size n. If the statistic of 
interest is $o,;(n) from (35), minimizing its variance will, for fixed m, minimize the variance 
of the section estimate Ja(m,n). The value of 9 which minimizes 92, (n) is still, as in (5) of 


Chapter II, the regression coefficient from the regression of ĝa (n) on ĉa (n); 


O ja (n),6a (n O0 da (n E a 
eae ay olga (n), 6x (n)) (39) 


g NS C és (n) 


where 2, (n),4, (n) İS the covariance of ĝa (n) and ¿a (n) and plJa (n), Ca (n)] is the correlation 
between ĝa (n) and ĉa (n). 

One can use multiple controls for variance reduction where €, (n) and 6 become 
q-dimensional column vectors, é,(n) and 9 with components ¿, ¡(n) and 9;, for j= 1,...,q. 
With multiple controls for quantile estimators, Equation (38) becomes similar to Equa- 


tion (1) in Chapter II: 


js (n) = da (n) — €^ (&(n) — Efé,(n)]} - (40) 


2. Use of the Asymptotic Expected Value as an Approximation for the 

Expected Value of the Control 

When using a linear control for variance reduction, the expected value of the 
control is subtracted from the control variable in the control function as in (38) so that the 
control function will have a mean of zero. A mean-zero control function is desirable when 
controlling an unbiased estimator such as a sample mean so that the controlled estimate is 
also unbiased. However, expected values of quantile estimators are rarely known exactly. 
If the values of the density function of C and its derivative at c4 are known, the biased 
expected value of the quantile estimator from (33) can be subtracted in the control function 
so that the control function does not affect the first-order bias in the controlled quantile 
estimate. If the expected value of the biased quantile estimator is not known, it can be 
approzimated by the asymptotic expected value of the estimator; i.e., the actual quantile 
value Ca. The value ca will replace E[c, (n)] in the control function in (38). While this 


causes the control function to have order 1/n bias, there is already order 1/n bias in the 
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estimate being controlled, ya (n), so that the order of the bias in the controlled estimate is 
the same as in the uncontrolled estimate. 

Even when the biased expected value for the control from (33) is known, it may 
desirable to use the asymptotic value. There is empirical evidence (to be shown in Section E) 
that the use of a control function with order 1/n bias can actually decrease the magnitude of 


the first-order bias in the controlled estimate. One can explain this analytically as follows: 


1. let By, (ny denote the first-order bias of ya (n) computed using (33) as 


Búa(n) = Elgo (n)] — ya + O(1/n^) 


and let B¿, (n) denote the bias of ĉa (n) computed similarly. 
2. If using the linear control scheme (38) to control a quantile estimate, let Bg (n) denote 
the first-order bias of 95 (n) so that 


Bj: (n) = Bia(n) - DDR) + O(1/n?). 


The question is then: under what conditions on ô is |B (n) < Bian)? 


Assume, without loss of generality, that Bj, (n) > 0 and that Dd Ba (n) ? 0. 


It follows that 
[B (ny < Bi. (ny! implies that — DN < E m DN E ns (41) 


Operating on the left-hand side of (41) by dividing both sides of the inequality by By. (ny, 


collecting terms and then dividing both sides of the inequality by the ratio B; o ND 
one gets that the left side of (41) implies that 


0« MB (42) 


Operating on the right side of (41) by dividing both sides of the inequality by Bj, (m)» 
collecting terms and then dividing both sides of the inequality by the ratio Ba,(4)/ Bj, (s, 
one gets that the right of (41) implies that 


0« 6. (43) 
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Combining (42) and (43), one gets that when By, (n)/Bz,(n) is positive and 


B; (n 
Des < 9 nl 


éa (n) 
the magnitude of the first-order bias of the controlled estimate is less than the magnitude 
of the first-order bias of the uncontrolled estimate. 
If one is using sectioning to generate the overall point estimate and an estimate 
of the variance (standard deviation) of the point estimate, and furthermore assumes that 0 
is known, Equations (35) and (36) can be combined with the linear control equation, (38), 


to get 


$;(m,n) - jo ;(n) (44) 


s 
Ms 


1 


c 
Il 


Il 
3 |- 
Ae 


ll 
pi 


[da,¡(n) — Oca, ¡(n) — Ca)) (45) 


J 


with an unbiased estimate of the variance of the controlled estimate of 
Emm bs v5 SL (m,n)) (46 
d (m,n) = m(m m 1) = (9,,¿(n) E g^, (m,n) T ) 


These results are straightforward. It is when @ is not known, the usual case, and 
has to be estimated using sectioning, that estimating the variance of the controlled estimate 


requires some care. 


3. Estimating the Coefficients 
In the usual case in simulation, the values for 9 or Q must be estimated since not 
enough information is known about the joint distribution of ya (n) and £,(n) to determine 
the regression coefficients. For notation's sake, assume that one is using a single control. 
If using sectioning to estimate the point estimate along with its variance, the sectioned 
estimates j;(n) and ¢;(n), for j = 1,...,m are available to use to estimate 0. The regression 
coefficient 0 can be estimated by the least squares regression of [jo,;(n) — jo(m,n)] on 


0[&5,;(n) — co] using the regression model 


[9o ;(n) — dja(m, n)] Uca — Cala <j, 97 = 1,...,m (47) 
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where the €, ¡(n) are considered fixed and e; is a mean-zero random variable independent 
of Ca ¡(n). Denote by 0(m,n) the estimate of 0 from a regression which used m estimates 
for both the dependent variable and the predictor variable, where each of the estimates was 
based on n independent samples of Y or C as appropriate. 

Once 6(m,n) is computed, the controlled estimate for each section can be com- 


puted using (38) as 


fa ¡(n) = da,¡(n) — 8(m,n) (&;(n) — c4) - (48) 


where ce is the approximation for the expected value of the control. The final controlled 
section estimate, $^ (m,n), can be computed using (44) as the sample mean of the controlled 
estimates from each section. Unfortunately, estimating the variance of the j^ (m,n) with 
(46) is not as straightforward since the individual $5 ;(n) are generally no longer independent 
because of the common 0(m,n). The characteristics of the quantile estimates and the 
variance estimates depend upon the joint distribution of ya (n) and 6, (n). 
a.  Subtleties with the Joint Distribution of the Estimators 

A key point of linear dont for quantile estimates is that the joint distri- 
bution of the statistic being controlled and the control statistic, here ĝa (n) and ĉa (n), is 
of primary importance for determining @ and the characteristics of the controlled estimate, 
not the joint distribution of the underlying populations Y and C. 

This is in contrast to the use of a linear control for controlling an estimate 
of the mean, y, with the sample mean of the control, c. In this case, one can determine 6 
as a function of the joint distribution of Y and C since, using (39), 

_ Cov[y,c]  Cov[y. c] 
— War[e] |^  Var[c] ` 

Although the joint distribution of y and c is different from the joint distribution of Y 
and C, one can estimate Ó using estimates of the population covariances based on the N 
individual samples. In general, when controlling estimators other than the sample mean, 
one must estimate the covariances from the joint distribution of the controlled statistic and 


the control, not the joint distribution of the underlying populations. 
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b.  Sectioning with the Assumption that the Joint Distribution is 
Multivariate Normal 
If the joint distribution of ĝa (n) and ĉa (n) is multivariate normal and @ is 
estimated, the point estimate of the quantile and the estimate of the variance of the point 


estimate have several nice properties: 


e the controlled estimates for each section, 9, ;(n), arei.i.d. since the sample covariance 
matrix of the €, ¡(n) is independent of their sample mean. 


oq VE 


$5 (mn)? 
using (48), is an unbiased estimator, and 


the estimate of the variance of $^ (m, n) from (46) where Y, ¡(n) is computed 


e one can develop an unconditional confidence interval for 9/ (m,n) using the t-statistic 
following Lavenberg, Moeller and Welch (1982) since conditionally unbiased estimators 
remain unbiased unconditionally and conditional confidence intervals remain valid 
unconditionally (see Kendall and Stuart, 1977, p. 379). 


When the multivariate normal assumption, or an assumption of spherical symmetry (see 


Johnson, 1987), is not valid, 


e the controlled estimates from each section Y, ¿(n) are no longer independent since 
the sample mean and covariance matrix are no longer independent. The controlled 
estimates also have additional O(1/m) bias from the estimation of 0. 


° E n) from (46) can still be used to estimate the variance of 9/(m,n) although it 
is now biased, and 


e even if the 9; .(m) are normally distributed, a confidence interval based on a t-statistic 
is only approximate because of the lack of independence of the individual section 
estimates. 


One method for maintaining independence between the controlled section estimates at the 
cost of a loss of variance reduction is to estimate 0 indepe ‘ently for each section. 
c.  Subsectioning 
An alternative to estimating a single (m, n), which couples the $5 ;(n) to- 
gether so that they are no longer independent, is to generate an individual estimate of 0 
for each section. This can be done by subsectioning the n samples within the section and 
calculating quantile estimates within the section to use as data to estimate 0;(v, l). More 


formally, for each jth section, for j 2 1,...,m, 


1. divide the n samples into v subsections of length | where v x | 2 n, and 


2. estimate 9, ;4(1) and &4,; (I) for each kth subsection, for k 2 1,...,v. 
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3. Use the v sets of subsection estimates Ja ¡x(1) and Ca, ¡x(1) from the jth section to 
estimate 0;(v,l) using a regression model similar to (47). 


Once 8;(v,l) has been estimated, the controlled estimate for the jth section is computed as 
95 (n) — $a, — 6;(v. 1) (6s.;(n) — Ca) - (49) 


The equation is similar to (48) only now there is a subscript on 0, which also has different 
arguments. The final controlled estimate is calculated as before, as a sample mean using 
(44), and the estimate of variance of the point estimates is calculated using (46). 

Àn advantage of subsectioning is that by using an independent estimate of 0 
to calculate each section’s controlled estimate, the y, ;(n) are now i.i.d.. A disadvantage of 
using subsectioning is the loss of predicted variance reduction. This occurs for two reasons. 
The first is that instead of needing one estimate of 0, now m estimates are needed and each 
additional estimate tends to reduce the achieved percent variance reduction. The second 
reason is that ó(v, l) is not an unbiased estimator of the regression coefficient for ĝa (n) 
and ¢,(m) since it is calculated using quantile estimates based on l samples. As shown 
in Part B.1, the distribution of a quantile estimator is a function of the sample size used 
for the estimate. Thus estimates which are based on l < n samples have a different joint 
distribution than ĝa (n) and ĉa (n). There can also be some additional bias in the 9; ;(n) 
from the estimation of 6;. 

d. Splitting and The Jackknife 

Other methods which have been used with linear controls for calculating 
a point estimate and the variance of the point estimate include splitting and the jack- 
knife. Each of these techniques is described in Lewis and Orav (1989, Chap. 9) and in 
Nelson (1988). 

The splitting technique removes the bias caused by estimating 0 with the 
same data being controlled at the cost of reducing the percent variance reduction. Splitting 
has been described in Tocher (1963, p. 115) and then in Beale (1985). When using sectioning 
to generate m individual section quantile estimates $4 ;(m) 25d ĉa i(n), for j s1 
the splitting procedure generates an estimate of 0 for each section. The estimate of 0 for the 


jth section is computed using all of the section estimates except the jth set of estimates. 
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The controlled estimate for each section is computed using (49) with ;(m — 1,n). The 
final controlled estimate and its variance are computed as before as the sample mean of the 
individual controlled section estimates and the sample variance of the sample mean 

The splitting estimator eliminates the bias in 9, ;(n) due to estimating 6. 
However, like the sectioning estimator it has the disadvantage that the Y, ¿(n) are no longer 
independent. It also has the same disadvantage as the subsection estimator in that m es- 
timates of 0 must be computed, reducing the percent variance reduction. The primary 
purpose for using the splitting estimator has been to eliminate the O(1/m) bias in the 
controlled estimate from the estimation of # in non-normal samples when controlling unbi- 
ased estimators. Since the quantile estimator already has O(1/n) bias, which is unaffected 
by splitting, and splitting has no other clear advantages over the section or subsection 
estimator, splitting was not used. 

Lewis and Orav (1989, p.271) describe jackknifing as a method which can 
remove the O(1/n) bias in §,(n) at the price of uncertainty about the loss of percent 
variance reduction in small to medium sized samples. For an “m-fold” jackknife estimate, 
one combines an estimate based on the entire data set, Ja o(N), with m estimates, each 
based on the data set with N/m samples deleted, Ja ¡(N — m), for j = 1,...,m, to get a set 
of m ‘pseudo values” (;)%a(N — m), for j — 1,...,m. The final jackknife point estimate is 
the sample mean of the pseudo values. In some circumstances, one can also use the sample 
variance of the sample mean of the pseudo values as an estimate of the variance of the 
jackknife point estimate. 

The jackknife estimate has an advantage over the section and subsection 
estimators in that the bias of the quantile estimates is reduced since each pseudo value is 
based on estimates using N — m instead of N/m samples. Unfortunately it has some disad- 
vantages as well. Lavenberg, Moeller and Welch (1982) examined the use of the jackknife 
when using a linear control for the sample mean under the assumption of a multivariate 
normal distribution between the statistic of interest and the control. They found that the 
jackknifed confidence interval was usually larger and more computationally expensive than 
the standard linear control based confidence interval. Nelson (1988) compared the perfor- 
mance of several methods for linear control of the mean when the normality assumption was 


violated and found that the jackknife was usually ^dominated" by the splitting estimator. 
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The jackknife has been used in quantile estimation. Seila (1982) used a 2- 
fold jackknife for removing the bias of quantile estimates. However he used a sectioning 
approach, not the jackknife estimate, for estimating the variance of the point estimate. 
Miller (1974), and Efron and Gong (1983) imply that the jackknife technique may not be 
an appropriate tool for use with quantile estimation because of the discontinuous, nonlinear 
nature of quantile estimators such as:(31). Our empirical results (presented in the last 
section of this chapter) confirmed that the jackknife was not suitable for computing quantile 
estimates and estimates of the variance of the jackknife point estimate because of the high 
variability of the point estimates and the poor performance of the jackknife estimate of the 
variance of the jackknife point estimator. 

Regardless of the method chosen, estimating the coefficients can result in a 
reduction in the percent variance reduction as discussed in Chapter II. Like controlling the 
mean, linear controls for quantile estimates often have low correlation with the quantile of 
interest. One can use nonlinear controls for quantile estimates in an attempt to improve 


the effectiveness of the control scheme. 


D. NONLINEAR CONTROL OF QUANTILE ESTIMATES 
The fundamental definitions of nonlinear controls found in Chapter II carry directly 


over when Y and C are quantile estimates instead of sample means. Equation (10) becomes 


$5 (n) — fa (n) z H(é,,9), 


where H(-,-) is still the linear additive combination of the q transformed quantile estimates 
hj(éa,;(n),9). 

One of the problems in choosing an approximating transformation h;(¢,,;(”),@) is that 
E[h;(65,;(n),80)] must be known exactly or approximately. This severely limits the selection 
of nonlinear transformations available to approximate h2(64,;(n)) as the necessary expected 
values may be intractable to compute or unknown for some transformations. The difficulty 
in analytically determining the expected value of the transformed control can be greatly 
reduced when using monotone transformations of quantile estimators as controls. This is 


the key idea in making the use of nonlinear controls with quantile estimates practical. 
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1. The Behavior of Quantiles Under Monotone Transformations 
Quantiles have a property that is especially useful when working with nonlinear 
controls. Under strictly monotone transformations of the underlying random variable, the 


quantiles transform monotonely as well. For example, 


e let h(-) be a strictly monotone function with inverse A^! (-), 


e let C be a random variable with a continuous, strictly monotone cumulative distribu- 
tion function such that for all a between zero and one, F5'(a@) = cq, and 


e let W = A(C) be the transformed random variable. 


By definition of a quantile, 
Pr{C < ca} = a and Pr{W < wa} =a. 
Therefore: 


Pr(W € w,) = Pr{h(C) < wa) 


Pr{C <h-"(wa)} = a. 
This implies that for all a between zero and one, 
we = he.) (50) 


For example, if C has a Uniform (0,1) distribution with .9 quantile of cg = .9, then the 
.9 quantile of W = h(C) = C?, namely wa is equal to c4, = .9? = .81. 
The key point is that the a quantile of a transformed random variable can be found 


by applying the same transformation to the a quantile of the original random variable. 


2. Controlling Quantile Estimates 
The fact that quantiles transform monotonely under strictly monotone transfor- 
mations of the underlying random variable can also be useful in computing the expected 
value of a transformed quantile estimator. It is important to note that the random vari- 
able being transformed is the quantile estimator ¢,(n) and not the underlying C. For 
a given nonlinear transformation, it may be possible to compute the expected value of 


h(Ca (n)). For example, if C has a Uniform (0,1) distribution, and h(¢, (n)) is the scaled 
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power transformation, (Equation (15) from Chapter II, where 0 — p is constrained to be 
non-negative), then h(¢,(n)) has a Beta distribution with a known expected value. For 
other distributions of ĉa (n), or other transformations h(-), the expected value may not be 
tractable to compute. This is where the use of strictly monotone transformations can help. 

We are interested in the expected value of the transformed quantile estimator. 
When a strictly monotone transformation is applied to the underlying C’, the quantile 
estimator ¢,(n) transforms monotonely as well i.e., if ĉa (n) estimates ca and A(C) = W, 


with a quantile wa, then 
a(n) = k(ĉa (n)). (51) 


From the point of view of the quantile estimator, applying a strictly monotone transforma- 
tion to a quantile estimator, ¢,(n) as in (51), yields the same quantile estimate as using 
the identical transformation on the underlying random variable C and then using (31) to 


estimate the a quantile. Although for small n 


Elk(ca (n))]  h(El& (n)]), 


it is true that as n — oo, 
E[h(&o (n))] — h(ca) and h(Elca (n))) — h(ca) 


so that asymptotically, the expected value of the transformed quantile estimator is the 
same as the expected value of the quantile estimator of the transformed underlying random 
variable. 

Since the asymptotic expected values are the same, if the individual transfor- 
mation functions h(-) in the control function H(¢,(n),@) are restricted to strictly mono- 
tone transformations, one can approximate E[h(é, (m) ,@)] in the nonlinear control function 
H (65 (n),0), with the asymptotic expected value of the transformed control, namely, the 
transformed value of the a quantile, h(cg,@). Calculating h(ca, 8) is trivial since c, is a 
constant. Using the asymptotic expected value with the scaled power transformation from 


Equation (15) of Chapter II, the nonlinear control scheme becomes 
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^ 0 
iL (n) = fa (n) - & [ser I Z | 

The use of the approximation introduces bias into the control function, but it is still O(1/n) 
and may, as in the linear control case, reduce the magnitude of the first-order bias of 
the controlled estimate. The key point is that the analytical burden of calculating the 
ezpected value of the transformed control has been greatly reduced. In fact in many cases, 
this computation would not be possible at all if the transformation were not monotone. 

Once the approximating transformations for the ¢, have been selected, one can use 
either the section or subsection estimator to estimate @ and calculate the final, controlled 
point estimate $j^(m,n) in (44) and an estimate of the variance of the point estimate. 
Regardless of the method, the coefficients in 0 for h(&,,0) can be estimated using a nonlinear 


least-squares regression algorithm as the nonlinear optimizer. 


3. Selection of m and n for a Nonlinearly Controlled Section Estimate when 0 

Must be Estimated 

A major factor that must also be considered in the selection of m and n for fixed 
sample size N is the impact of n, the number of samples used to compute the individual 
quantile estimates, on the joint normality of the quantile estimates. When computing a 
controlled section estimate and estimating the coefficients 8, the impact of m and n on the 
variance of the estimate alm, n) must also be considered. 

As previously discussed, given a fixed sample size N the values of m and n which 
minimize the mean square error of the crude section estimate are a function of the coefficients 
in the asymptotic expansions for the mean and variance <“ the estimator, equations (33) 
and (34). The variance of the controlled estimate $^(n) O colo! 
the estimate of the coefficients 0 in addition to the variance of the crude estimate, Ja (n), 
and the variance of the estimate of the control ĉa (n). In general, the bias and variance of 
coefficients estimated via least-squares nonlinear regression is a decreasing function of the 
number of estimates used as data in the regression (see Gallant, 1987, Chap. 1). When 
using the section estimator, this implies that one would like m, the number of quantile 
estimates, to be large. However, as m increases for fixed N, n must decrease, increasing 


the bias and variance of the estimates used as data in the regression. If n is too small, the 
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bias and variance of the estimates could be such that there is actually very little nonlinear 
or even linear relationship between the crude and control quantile estimates so that any 
control scheme is ineffective. 

If n, the number of samples in a section, is too large, the joint distribution of 
the crude and control quantile estimates approaches a joint normal distribution as seen in 
Part B.1 of this chapter. The impact of the joint normality is that the optimal nonlinear 
transformation is now the linear transformation of the linear control as seen in Part C.2 of 
Chapter II and one has lost the increased effectiveness of the nonlinear control. This result 
is similar to one obtained by Glynn and Whitt (1989) who state that “No improvement in 
asymptotic efficiency can be achieved by generalizing the notion of control variables from a 
linear form to a nonlinear setting.” They go on to say however, “...this does not preclude 
the possibility of better performance by nonlinear methods in a small sample context.” 
(Glynn and Whitt, 1989) The key point is that by avoiding the asymptotic joint normality 
through keeping small the number of samples used to compute the individual quantile 
estimates, the nonlinear controls can be more effective than the asymptotic linear controls. 

When using the subsection estimator, the interplay between m and n changes. 
One must now consider the impact of choices for v, the number of subsection estimates, 
and l, the number of samples used to compute a subsection estimate. With the section 
estimator one wanted the section size m to be large since each estimate is used as a data 
point in the regression that determines @ . For the subsection estimator m is the number 
of estimates of 0 to compute and a large m implies more regression computations that have 
to be made, as well as a small value for n. For any given value of n, the choice of v and I 
has slightly different considerations than the choice of m and n for the section estimator. 
An important consideration for the subsection estimator is that | be “close” to n so that 
the joint distribution Ja(1) and ¿a(1) will be similar in shape to that of ĝa (n) and ĉa (n). If 
the two joint distributions are not similar in shape, then the subsection estimate of 9 could 
be very biased, reducing the effectiveness of the control. This suggests making v as small 
as possible while still being two to three times the number of coefficients being estimated. 
If n is too small, the few samples available for the v subsections of length l will force both 


v and l to be small, resulting in possibly little structure to exploit, or unreliable estimates 
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of 0, both of which result in ineffective control. The solution would seem to be to make n 
large. 

Making n too large results in the same problems for the subsection estimator as 
it did for the section estimator. If n is too large, there are few controlled section estimates 
which reduces the precision of the variance estimate. More importantly, n is still the critical 
factor for the joint normality of the estimate being controlled and the control estimate. If 
n is too large, the asymptotic joint normality reduces the effectiveness of the linear control 
to that of the linear control. 

The selection of m and n for a fixed N which minimizes the bias, variance or 
mean square error of the controlled estimate is a complicated function of many parameters. 
These parameters include the value of o, the sample size N, and unfortunately, because of 
the need to estimate O, characteristics of the unknown joint distribution of the underlying 
populations Y and C. An alternative to attempting to estimate the optimal m and n via a 
functional approximation is to use graphical methods to assist in the selection of m and n 
such as in Heidelberger and Lewis (1981). In the experiment described below, for a given 
fixed sample size N, the results of using different values of n are compared graphically as 


well as numerically to assist in selecting m and n. 


E. THE SIMULATION EXPERIMENT 
1. The Factors 

A simulation experiment was performed to validate the results in the preceding 
sections. It used M = 300 or M = 20 replications to investigate simulation procedures for 
estimating the a quantile of a distribution and estimating the variance of the quantile esti- 
mate. The factors in the simulation experiment included the distribution of the underlying 
population of interest, the value for a, the method of estimating the quantile, the sample 
size, the choice of m and n for the section estimator and the choice of the m for the m-fold 
jackknife estimator. All of the computations were performed in the APL2-based statistical 


computing package GRAFSTAT. 


2. The Statistic of Interest 
The distribution used in the results presented here was suggested by Hsu and 


Nelson (1987). The statistic of interest is the estimator for the a quantile of a random 
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variable Y where 


1 
Yas (3-0) +10 


and X has a Uniform (0,1) distribution and « has a Uniform (0,.5) distribution and is 
independent of X. The untransformed control is the estimator of the o quantile of X. The 
value of a will be .95 for the results presented here. The true value for the .95 quantile of 
Y, namely y5s, i5 .164167. 

Figure 12 shows the nonlinear nature of the relationship between Ja (n) and ĉa (n) 
for four values of n with the sample size N fixed at 1000. Prior to plotting, the quantile 
estimates were standardized by subtracting off the sample mean of the quantile estimates 
from each estimate, and then dividing each estimate by the sample standard deviation 
of the quantile estimates. Thus the "true" values are zero. The quantile estimates were 
standardized so that one could visually assess the correlation between the quantile estimator 
of interest and the control quantile estimator. Note that the scales of the axes in Figure 12 
change as n increases to 100, 250 and 500 as the ranges of the standardized quantile estimates 
become more concentrated about the true values of zero. 

For n = 25 in Figure 12, the relationship between Ya (n) and Za (n) is highly 
nonlinear. As n increases to 100, 250 and 500 the relationship seems to become more linear 
as the number of estimates available decreases to just two at n = 500 where with only 
two pairs of estimates, the relationship must appear linear. However, one can see from 
Figure 13, where N = 6000, that even for n = 1000 the relationship between Ja (n) and 
ĉa (n) still has nonlinear tendencies. In all cases, the relationship appears to be one that 


would be well approximated by a monotone transformation. 


3. The Section Estimator versus the Jackknife Estimator 
As stated previously, the section estimator was preferred over the jackknife es- 
timator for estimating the o quantile along with an estimate of the variance (standard 
deviation) of the quantile estimator. Analytically, the section estimator of the variance of 
the section estimate from (46) is an unbiased estimator and the section estimate of the 


standard deviation has O(1/m) bias. What follows will show graphically the performance 
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Figure 12. 


Scatterplots illustrating the joint distribution of standardized section point estimates 
of the .95 quantile of Y and X for n = 25, 100, 250, and 500 from a sample of 
N = 1000 samples. Since the estimates are standardized, the true values are zero. 
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Figure 13. 
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Scatterplots illustrating the joint distribution of of standardized section point esti- 
mates of the .95 quantile of Y and X for n = 250, 500, 1000, and 1500 from a sample 
of N = 6000 samples. Since the estimates are standardized, the true values are zero. 
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of the section estimate of the standard deviation so that the graphs can be compared with 
the performance of the jackknife estimation procedure. 

One can see the performance of the section estimator in Figure 14. The top graph 
of Figure 14 shows a series of boxplots of section point estimates of the .95 quantile of Y 
calculated using (35). (For a discussion of boxplots see Chambers et. al. (1983, Chap. 2).) 
The boxplots summarize the distribution of the section estimates, for varying n, from 300 
independent replications of N = 1000 samples. The data under the graph are the sample 
statistics from the 300 estimates in each boxplot. The bottom graph consists of boxplots 
of section estimates of the standard deviation, calculated using (36), corresponding to the 
point estimates in the top graph, again with the sample statistics underneath. 

The top graph in Figure 14 shows that as n increases from 10 to 500, for a fixed 
sample size N = 1000, the bias in the section point estimates tends to decrease as expected. 
However, the top graph also shows that increasing n does not necessarily decrease the 
sample variance of the section quantile estimator because of the impact of decreasing the 
number of estimates, m, with which the section point estimate of the quantile is computed. 

The bottom graph of Figure 14, of the section estimates of the standard deviation 
of the section point estimate, shows another effect of increasing n. As n increases and m 
decreases, it is easy to see that the standard deviation of the estimates of the standard 
deviation also increases, from .00227 for n = 10 to .01170 for n = 500, so that the section 
estimate of the standard deviation becomes less precise. As the section estimate of the 
standard deviation has O(1/m) bias, one would expect that the section estimate of the 
standard deviation should be closer to the estimate of the sample standard deviation for 
small n. A check of the sample standard deviation in the top graph against the mean of 
the section estimates of the standard deviation in the bottom graph shows that in fact the 
two values of .02030 and .01974 are fairly close at n = 10 and become farther apart as n 
increases. The significance of the difference will be examined in a moment. 

Figure 15 shows the performance of the jackknife estimator for Ya. The top 
boxplots are the m-fold jackknife estimate of the .95 quantile of Y, for varying m, from 
the same 300 independent replications of N — 1000 samples used for the section estimates 
in Figure 14. The data under the graph are the sample statistics from the 300 estimates 


in each boxplot. The bottom graph in Figure 15 consists of boxplots of the corresponding 
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jackknife estimates of the standard deviation of the jackknife point estimates in the top 
graph, again with the sample statistics underneath. 

The top graph in Figure 15 shows that for a fixed sample size N = 1000, the 
jackknife estimates become highly variable as m increases, as well as having in general a 
slight positive bias (Ya = .164167). The main reason for not using the jackknife technique 
however is the poor performance of the jackknife estimate of the standard deviation of the 
point estimate. A check of the sample standard deviation in the top graph against the mean 
of the jackknife estimates of the standard deviation in the bottom graph shows that the 
two estimates of the standard deviation become quite far apart as m increases. For m = 2 
the values are the closest, at .02202 for the sample standard deviation of the point estimate 
and .01555 for the jackknife estimate of the standard deviation of the point estimate. 

The purpose of estimating the standard deviation of the point estimators is to 
have a measure of the precision of the point estimate. The section and jackknife estimators 
of the standard deviation of the point estimate are both trying to estimate the standard 
deviation of a sample of section or jackknife point estimates. To more formally assess their 
performance the data was used from the 300 independent replications previously shown in 
Figures 14 and 15. The procedure used for both the section estimates and the jackknife 


estimates was as follows: 


1. The point estimates from the 300 replications were sectioned into 30 independent 
sections of 10 point estimates each. The sample standard deviation was computed 
for each of the 30 sections. Thus there were 30 independent estimates of the sample 
standard deviation for both the section estimates and the jackknife estimates. 


2. Likewise, the 300 estimates of the standard deviation were sectioned into 30 inde- 
pendent sections of 10 estimates of the standard de » tion each. These 10 standard 
deviation estimates were averaged to get a single esi:inate of the standard deviation 
for each section. Thus there were 30 independent estimates of the standard deviation 
from the estimator, for both the section estimator and the jackknife estimator. 


3. For each of the 30 sections, the mean of the 10 section or jackknife estimates of 
the standard deviation from step 2 was subtracted from the sample estimate of the 
standard deviation from step 1 to yield 30 independent estimates of the difference. 


If the section or jackknife estimator is a reliable estimate of the sample standard deviation, 
then the difference of the sample standard deviation and the section or jackknife estimate 


of the standard deviation should be zero. 


of 


The Data consists of Each Replication’s Quantile Estimate 
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n 10 25 100 250 500 
Mean 0.20385 0.16559 0.18235 0.16997 0.16886 0.16471 
Std Dev 0.02030 0.01987 0.02319 0.01851 0.02025 0.01052 
Std Error 0.00117 0.00114 0.00133 0.00106 0.00118 0.00112 














The Estimated Std Devs of the Quantile Estimates 


| , : 
n 10 25 50 100 250 500 
Mean 0.01874 0.01822 0.02134 0.01760 0.01787 0.01655 


Std Dev 0.00227 0.00414 0.00579 0.00600 0.00848 0.01170 
Std Error 0.00013 0.00023 : 0.00033 0.00034 0.00048 0.00087 
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Figure 14.  Boxplots of section point estimates of y.os (top) and section estimates of the standard 
deviation of the point estimates (bottom) for 300 replications of N = 1000 samples 
and varying n. 
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Mean 0.18586 0.16608 0.16662 0.16622 0.16853 
Std Dev 0.02202 0.02513 0.03132 * 0.04058 0.07443 
Std Error 0.00127 0.00146 0.00160 0.00288 0.00429 


The Estimated Std Devs of the Quantile Estimates 
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Mean 0.01565 0.01883 0.01966 0.02002 0.02058 

Std Dev 0.01170 0.00059 0.00862 0.01160 0.01334 

Std Error 0.00067 0.00056 0.00066 0.00066 0.00077 


Figure 15. Boxplots of m-fold jackknife point estimates of y.95 (top) and m-fold jackknife esti- 
mates of the standard deviation of the point estimates (bottom) for 300 replications 
of N = 1000 samples and varying m. 
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Note that while the same data is used for all of the section and jackknife estimators 
so that there is no independence between the different estimators, the 30 estimates of the 
difference for a single estimator i.e., the section estimate with n = 25 or the 2-fold jackknife 
are independent. Figure 16 has boxplots of the differences for both the section estimates 
(top graph) and the jackknife estimates (bottom graph). 

The top graph in Figure 16, of the section estimator, shows that the sample mean 
for the smaller n is within one standard error of zero. When n is increased to 250 and 500, 
where the section estimates of the standard deviation are more variable because of the small 
m, the means of the differences, .00140 and .00300, are still within three standard errors 
of zero. This shows that section estimator of the standard deviation of the section point 
estimate is a reliable estimate of the sample standard deviation of the point estimate. 

The bottom graph in Figure 16 shows the opposite for the jackknife estimator. 
For no m is the mean of the differences within three standard errors of zero. If one tests, 
“for each m, the normality of the differences for the jackknife estimates, one can not reject 
at the .95 confidence level the hypothesis that the differences have a normal distribution. 
For each m, the .95 confidence interval for the mean of the fitted normal distribution does 
not include zero. Thus the jackknife estimate of the standard deviation of a jackknifed 
quantile estimate is a biased and unreliable estimate. This is strong evidence for not using 


the jackknife technique for estimating quantiles and the variance of the quantile estimate. 


4. Comparing the Crude, Linearly Controlled and Nonlinearly Controlled 
Estimators 
The crude, linearly controlled and nonlinearly controlled estimators of ya will be 
compared both graphically and numerically. Now the number of replications is M = 20 and 
the number of samples in each replication is fixed at N = 1000. The section estimator will 
be used for all three estimators. For the nonlinearly controlled estimator, the monotone 
transformation will be the scaled power transformation so that the control function will be 
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30 Replications of (Sample — Section) Estimates of the Std Dev 
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n 10 26 50 100 250 600 
Mean —0.0003 0.00081 0.00090 0.00016 0.00140 0.00300 
8td Dev 0.00434 0.00458 0.00640 0.00388 0.00575 0.00610 
Std Error 0.00079 0.00083 0.00118 0.00070 0.00105 0.00111 


30 Replications of (Sample — Jackknife) Estimates of the Std Dev 
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m 2 5 10 25 60 
Mean 0.00565 0.00539 0.01066 0.02743 0.06101 
Std Dev 0.00664 0.00703 0.00774 0.01187 0.02006 
Std Error 0.00121 0.00128 0.00141 0.00218 0.00388 


Figure 16.  Boxplots of differences between estimates of the sample standard deviation of the 
point estimate and the section (top) and m-fold jackknife (bottom) estimates of 
the standard deviation of the point estimate based on 30 sections of M = 300 
independent replications of N — 1000 samples each. 


a. Comparison When the Sample Size N = 1000 

Figure 17 shows the performance of the three estimators as triplets of box- 
plots for n = 25, 100, 250, and 500. In each of the graphs that follow, the left borplot of the 
triple is the crude estimate, the middle bozplot of the triple is the linearly controlled esti- 
mate and the right bozplot of the triple is the nonlinearly controlled estimate. The statistics 
under each graph are the respective means of the data in the boxplot for the crude, linearly 
controlled and nonlinearly controlled estimators. 

The boxplots in the top graph of Figure 17 contain the final quantile esti- 
mates for each of the estimators. This graph shows the effect of a control function that 
is biased because of the use of the asymptotic expected value. Without the biased control 
function each of the boxplots would look virtually the same because the control function 


would be mean zero and so would not change the expected value of the point estimate. The 
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bias in the control function tends to reduce the bias of the point estimate with the exception 
of the linearly controlled estimate at n = 25. 

The boxplots in the bottom graph of Figure 17 contain the section estimates 
of the standard deviation of the point estimators. One can see that as n increases, the 
mean of the estimated standard deviation of the linearly controlled estimate decreases, 
from .01123 to .00391, while the mean of the estimated standard deviation for the nonlinear 
control increases, once n is greater than 100, from .00241 to .00374, until the values for the 
linear control and the nonlinear control are about the same. In fact, one can see in Figure 17 
that the estimator that minimizes the variance is the nonlinearly controlled estimator at 
n = 100 with a value of .00241. It is also clear that when n is large at 250 and 500, the 
small m of 4 and 2 causes higher variance in the estimates of the standard deviation. 

The top graph in Figure 18 combines the two graphs from Figure 17, the 
bias and the variance, in that it contains the estimated mean square error of the estimators. 
One can see with this graph that the estimator that minimizes the mean square error is 
again the nonlinearly controlled estimator at n = 100 with a value of .00005. In fact the 
estimated mean square error for this estimator is under one-half of the best mean square 
error for the linear control of .00013 that is at n = 250. At n = 500 the values are the 
same, .00029, since there are only 2 quantile estimates with which to work. The other factor 
affecting the nonlinear control besides having only 2 quantile estimates to work with is that 
at n = 500 the joint distribution of the crude estimate and the control estimate is closer to 
multivariate normal than at n — 100. 

The bottom graph in Figure 18 is a summary of the percent variance reduc- 
tion achieved by the various estimators. The percent variance reduction for each estimator 
is computed using the estimate of the variance of the crude estimate, which is why the value 
for the crude estimator is 0. This graph again highlights the effectiveness of the nonlinearly 
controlled estimator at smaller n. The highest percent variance reduction is .97568, which 
is actually achieved at n — 25 and not n — 100 because the percent variance reduction is a 
relative measure and the crude estimator at n = 25 had higher variance than the crude esti- 
mator at n = 100. This graph also points out the high variability of the variance reduction 


for large n as the number of quantile estimates becomes small. 
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Ya The Data Consists of Each Replication’s Quantile Estimate 





Means n= 26 m= 100 n= 250 n = 600 
Crude 0.16367 0.16786 0.16515 0.10169 
Lin Cen 0.19830 0.16049 0.16763 0.16212 
Nonin C 0.16148 0.18200 0.16525 0.18178 
S(x,y The Estimated Std Deva of the Quantile Estimates 





ico n=25 n = 100 n= 250 n= 600 
Crude 0.01761 0.01479 0.01666 0.01165 
Lin Con 0.01123 0.00573 0.00397 0.00391 
Nonln C 0.00274 0.00241 0.00307 0.00374 


Figure 17.  Boxplots of section crude, linearly controlled and nonlinear controlled estimators 
showing the point quantile estimates of y.95 (top) and the estimates of the standard 
deviation of the point estimates (bottom) from M = 20 independent replications of 
N = 1000 for varying n. 
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Nonin C 0.00007 0.00005 0.00011 0.00029 
X V.R. Variance Reduction Based on Estimated Std Devs 
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Figure 18.  Boxplots of section crude, linearly controlled and nonlinear controlled estimators 
showing the estimated mean square error (top) and percent variance reduction (bot- 
tom) from M = 20 independent replications of N = 1000 for varying n. 
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b. Comparison When the Sample Size N = 5000 

The next pairs of graphs, Figures 19 and 20 are identical in nature to the 
graphs for N = 1000 only now the data is from estimates made from a sample size of 
N = 5000. The number of samples used to compute each section estimate n is unchanged 
so increasing the sample size only increases m, the number of quantile estimates. The larger 
m greatly reduces the problem of high variability of the estimates caused by having only 2 
quantile estimates with which to work at n = 500. 

One can see by comparing the means of the nonlinearly controlled estimates 
in the top graph of Figure 17 with those in the top graph of Figure 19 that increasing m 
has improved the bias of the mean of the nonlinearly controlled estimates. For n = 25 
in Figure 19 the bias of the mean of the nonlinearly controlled estimate can be computed 
as .164167 - .16150 =.002. For n= 100, 250, and 500, one gets biases of .001, .004 and 
.001 respectively. The improvement is such that for each n, the bias of the nonlinearly 
controlled estimate is now less than the bias of the crude estimate (.004, .003, .008, and 
.002 respectively). At the same time the bias of the mean of the linearly controlled estimates 
has increased. À more significant impact of increasing m, shown in the bottom graph, is 
the drop in the estimated standard deviations for all estimators as compared to N — 1000. 
The variability of the estimates of the standard deviation has decreased as well. 

The mean square errors of the top graph in Figure 20 show again that the 
nonlinear control at n = 100 does better than the best linearly controlled estimate. However, 
as n increases, one can lose the effectiveness of the nonlinear control as both the number 
of quantile estimates decreases and the quantile estimates approach multivariate normality. 
One can see the impact of increasing N and m from Figi 18 to Figure 20 in the bottom 
graph of Figure 20 where the variability of the estimate of the percent variance reduction 


is greatly reduced as compared to Figure 18. 


F. SUMMARY 

Nonlinear controls have been seen to be effective in improving the variance reduction 
over linearly controlled estimates of the mean. Sectioning is a useful procedure for com- 
puting point estimates for quantiles along with an estimate of the variance of the point 


estimate. The jackknife is not a useful procedure as the jackknife estimate of the variance 
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Ya The Data Consists of Each Replication's Quantile Estimate 





Means n=25 n= 100 n= 250 n = 500 
Crude 0.16821 0.18104 0.17229 0.18654 

Lin Con 0.20423 0.17866 0.17243 0.15738 

Nonln C 0.16150 0.16293 0.16777 0.16550 
Sa The Estimated Std Devs of the Quantile Estimates 
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Means na 25 n = 100 n a 250 n = 600 
Crude 0.00849 0.00794 0.00845 0.00825 
Lin Con 0.00570 0.00329 0.00228 0.00164 
Nonln C 0.00143 0.00077 0.00112 0.00117 


Figure 19.  Boxplots of section crude, linearly controlled and nonlinear controlled estimators 
showing the point quantile estimates of y 95 (top) and the estimates of the standard 
deviation of the point estimates (bottom) from M = 20 independent replications of 
N = 5000 for varying n. 
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Figure 20. Boxplots of section crude, linearly controlled and nonlinear controlled estimators 
showing the estimated mean square error (top) and percent variance reduction (bot- 
tom) from M = 20 independent replications of N = 5000 for varying n. 
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of the jackknife point estimate is unreliable. Controlling quantiles with nonlinear controls 
is analytically tractable if the nonlinear transformations of the control quantile estimator 
are limited to strictly monotone functions. With this restriction, one can approximate the 
expected value of the transformed quantile estimator with its asymptotic expected value, 
namely the transformed value of the true quantile for the control. The approximation in- 
duces additional bias into the control function. However use of a biased control function 
can reduce the first-order bias in the controlled estimate. 

Finally, when one is considering the choice of m and n to use for the sectioning esti- 
mator, one must keep n small and avoid approaching the asymptotic multivariate normal 
distribution. As the joint distribution of the crude estimate of the quantile of interest and 
the control quantile estimate approaches multivariate normality, the effectiveness of the 


nonlinear control reduces to that of the linear control. 
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IV. ASYMPTOTIC EXPANSIONS FOR CONTROLLED QUANTILE 
ESTIMATORS 


A. INTRODUCTION 

A key question when controlling one quantile estimator with another quantile estimator 
is whether the use of a nonlinear control can improve the performance of the control scheme. 
One can create a nonlinear control by applying nonlinear transformations to the original, 
linear, control. The question of improved performance is examined in this chapter using 
asymptotic expansions for the situation where the estimator for the quantile of interest is 
a strictly monotone transformation of the control quantile estimator. This complements 
the particular simulation experiment in the last chapter that showed that, for small section 
sizes, nonlinear controls could improve the variance reduction over linear controls. 

In the first sections of this chapter, Sections IV.B through IV.E, definitions are estab- 
lished and asymptotic expansions are constructed for the expected value and the variance 
of a transformed quantile estimator where the transformations are assumed to be strictly 
monotone. Sections IV.F and IV.G lead to the construction of an asymptotic expansion for 
the covariance between two strictly monotone transformations of the same estimator. These 
expansions are used in section IV.H to construct an expansion for the squared correlation 
between the two transformed quantile estimators; a direct measure of the effectiveness of 
one transformed estimator in reducing the variance of the other. 

At this point two key results are obtainable. It is shown in section IV.I that given 
that the statistic of interest is a strictly monotone transformation of the control, by using 
a nonlinear control instead of a linear control, one can increase the squared correlation 
between the statistic of interest and the control function thereby improving the variance 
reduction. It is also shown that asymptotically, as the sample size increases, the nonlinear 
control loses its advantage over the linear control. 

Finally, section IV.J describes a simple example where the expansions predict the im- 
provement gained by the nonlinear control and also give a solution for the optimal param- 


eter for the nonlinear control's transformation. As part of the example, the expansions are 
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compared against estimates from simulated data. The results from the expansions closely 
match the results from the simulated data for both the improved performance of the non- 
linear control over the linear control for small sample sizes and the loss of the improvement 


as the sample size gets large. 


B. DEFINITIONS 
1. Definition of an Asymptotic Expansion 

Asymptotic expansions can be used to approximate the small sample character- 
istics of estimators as discussed in Cramer (1966, Chap. 27). Using Taylor series, one can 
construct asymptotic expansions for functions h(C') of an estimator C from a sample of 
size n. In what follows, the functions h(C) will usually involve the moments of C i.e., 
h(C) = E[C]. A general form for an asymptotic expansion of h(C) to order 1/n” for 
n E€ 1,2,3... and m E 1,2,3,...,is 


A(C) = ho + han! 4 p han + Ol) (52) 


where A(C) is some function of C such as E[C] and ho through hm-_ are constants inde- 
pendent of n. The first few terms usually provide a useful approximation even if the series 
does not converge for fixed n as the number of terms m gets large (see Barndorff-Neilson 
and Cox, 1989, Chap. 3). The first term in an expansion, also called the leading term, is 


the asymptotic value of the function h(C) as the number of samples n gets large. 


2. Definitions for Functions 
The following definitions, which are taken almost directly from Royden (1988), 
will be needed in what follows: 
Let f(-) be a real-valued function from the set £ to the set C where the domain É is a set 


of real numbers. 


Definition 1 The set of values y inC for which there exists an z in € such that f(z) = y 
is called the range of f(-) and is denoted by R. 


Definition 2 If the range of f(-), namely R, is equal to C, then f(-) is a function from € 


onto C. 
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Definition 3 A function f(-) from € toC is called one-to-one if f(z1) — f(z2) only when 
PI OE 

Definition 4 Functions that are one-to-one and onto are considered bijections. In this 
case there is a function g(-) from R to € such that for all z in E and all y in R, it is true 
that g(f(z)) — x and f(g(y)) = y. The function g(-) is called the inverse of f(-) and may 
be denoted by f Y (-). | 


Definition 5 The function f(-) is continuous at the point z in € if given e > 0 there 


exists a 6 > 0 such that for all y in € with |y — z| « e, it is true that |f(y) — f(z)| « 6. 


Definition 6 The function f(-) is continuous on a subset A of € if it is continuous at 
each point of A. Unless stated otherwise, A will be assumed to be the domain € of the 
function f(-). 

Definition 7 A real-valued function f(-) is strictly monotone increasing if f(z) « f(y) 
whenever z « y. The function f(-) is called strictly monotone decreasing if —f(-) is 
strictly monotone increasing. The function f(-) is called strictly monotone if either f(-) 


or —f(-) is strictly monotone increasing. 


C. ASYMPTOTIC EXPANSIONS FOR THE MEAN AND VARIANCE OF 

A SINGLE ORDER STATISTIC 

The results in this section are preliminary and can be found in David (1970) or 
F.N. David and Johnson (1956). 

Let X be a continuous random variable with a cumulative distribution function (CDF) 
defined by Fx(z) = Pr{X < z}, for any z that is a real number. Furthermore, let X have 
a continuous density function fx(1) = dFx(z)/dz. Let D* be the set of z for which fx(z) 
is greater than 0. Assume that fx(z) is such that D* is an open interval which is a subset 
of the real line. Since fx(z) is continuous, and is positive for every z in D*, the function 
F,(x) is continuous and strictly monotone increasing over D*. 

Let X(,) be the rth order statistic from n independent samples of X. Let U(,) de- 
note the value of the distribution function of X at Xr), namely, U(,) = Fx Xe, It 
is straightforward to establish using the probability integral transform that U(,) is dis- 
tributed as the rth order statistic from a Uniform (0,1) distribution (see David, 1970, p. 16). 
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This means that U(,) must be greater than 0 and less than one. Denote the expected value 


of the rth Uniform order statistic by p, where 


T 
Pr = E Uc = Eq for 1 < T < n. (53) 


An important property of continuous and strictly monotone functions is described in 
the following lemma that can be constructed and proved from a problem in Royden (1988, 
p. 50): 
Lemma 1 Let h(-) be a continuous function on the closed interval [a,b]. Then there is a 
continuous function l(-) such that l(h(z)) 2 z for all x in [a,b] if and only if h(-) is strictly 
monotone. It is also true that h(l(y)) = y for all y between h(a) and h(b). 
Note that Lemma 1 implies that h(-) is a bijection (see Definition 4) so that /(-) can be 
called the inverse of h(-) and written as h^!(-). Also note that A(-) is strictly monotone 
increasing if and only if h^!(-) is strictly monotone increasing. 


Lemma 1 is now used to show that the CDF of X has an inverse. 


1. As D*, the set of x for which fx(z) is greater than zero, is an open interval, one can 
choose a closed interval D = [a,b] where a < b such that D is a subset of D*. 


2. Since the CDF of X is a continuous and strictly monotone function over D*, it is also 
continuous and strictly monotone over D. 


3. Thus by Lemma 1, the CDF of X possesses an inverse Fy'(u) that is continuous and 
one-to-one from [Fx(a), Fx (b)] to D. 


Denote the closed interval [Fx (a), Fx(b)] by U. One can then write the inverse distribution 


function for X as 
Fygl(u)2z forucd, (54) 


where since I is one-to-one, z is an element in D. 


Denote Fx (Ut) by Q(U(,)) so that 
X (y) zu (Ut) , for U(r) EU. (55) 


Note that for any given value of z with fx(z) » 0, one can choose a and b such that 


a < q < b and there exists a u such that (54) holds. 
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One can expand the inverse function Q(U(,)) in (55) about the expected value of U(,), 
namely p, from (53), in a Taylor series expansion such as in Mood, Graybill and Boes (1974, 
p. 533). Denote Q(p,) by Q, and the first, second, and third derivatives of Q(U(,,) with 
respect to U/,), evaluated at p,, by Q7, Q7, Q7' and so on. Choosing D so that it contains 
pr, one can then write the Taylor series expansion of Q(U(r)) about p, for (55) as 


X(r) = Q,+ (Ut) - pr) Q; a 5 (Uto - Pr) Q” — x (Ut, - pr) Qt" 


1 HH 
+4 (Uc; = ») Q, Ms (56) 
where 

O, = EA o E ME 

Q' - ll " 1 
D fa oT EE 
H - fx(Q.) 

v - “00” 


2f(Qr) _ f(Qr) a 


* = "ARQ) FQ) 
Ou —6fy(Q,) + 4fyv(Q,) S Ffx(Q,) 


fX) |— fx(Q-) SXR) 


Note that fx(Q.) cannot equal 0 since TH is an element of D, which means that 
fx(Q,) is always greater than 0. 

The expansion for X(,, in (56) is in terms of powers of (U(r, — pr). Taking the expected 
value of (U(,) — p,)™ yields the mth central moment of the rth Uniform order statistic. 
Letting q, = (1 — p,), one can write the central moments of the rth Uniform order statistic 


for a given r and n as the constants 





ja = E | (Ur) = p.)] =0, (57) 
fo = B | ( U(, — pr) = a (58) 
es E pes p) = e EE (59) 
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2 


DE ae (Us - »J' - GEM + o(;) = 3p? + JES . (60) 





Note that the mth central moment, um, has terms of up to order 1/n™~!. 

The expansion in (56) is an infinite sum of powers of random variables and one can 
integrate each side term-by-term. Taking the expected value of both sides of the expansion 
of X(,) in (56), one obtains an asymptotic expansion for the expected value of the rth order 
statistic of X. Using the constants u2, u3 and ua from (58) through (60), one can write the 


asymptotic expansion for the expected value of the rth order statistic as 
E |X] = Qr + 312.07 + 4s QU t 4 Q7" + 0(). (61) 


If one knows the density of X and its derivatives, one can compute values for the expansion 
of the expected value above given r and the sample size n since the values for the central 
moments of the rth Uniform order statistics are known (David and Johnson, 1956). 

By replacing the y’s in (61) with the expressions for the central moments from (58) 


through (60) and combining terms using the fact that 


1 1 : 
(n+2)2  (n+2)(n+ 3) y o(x) j 


one can get the different form of expansion (61) that is in David (1970, p. 65): 





_ Pr4r n Pr4r 1 _ m u 0) 1 
E [xe] = Or + Qt o (gl 07 «soe Qt) «o(). (62 


To construct an expansion for the variance of the rth order statistic, one can use the 
expression Var[X(,)] = E[X?,| c E[X,.)] - To compute Ex? , one must multiply the 
Taylor series expansion for X(, in (56) by itself, prior to taking the expected value, to get 
an expansion for X (r) and then take the expected value of this expansion. Subtracting the 
square of the expansion for the expected value (61) from the expansion for E[x a , one 


gets the asymptotic expansion for the variance of X(,), 


Var(X(»)) = 11204" + 180/07 + 3 (0/07 + 1Q"”) + O( 4). (63) 
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By replacing the y’s with the expressions from (58) through (60) and combining terms 
in a similar fashion as for the expected value, one can transform (63) into the equivalent 
expansion for the variance of X(,) found in David (1970, p. 65). 

David (1970) and F.N. David and Johnson (1956) cite two cautions when working with 
these types of expansions. First, when calculating terms for an expansion for the moment 
of an estimator out to a given order m, which usually involves the m + Ist central moment 
of a Uniform random variable, one must also check the expressions for 4m+42 and 51,543 for 
the presence of terms of order m. These higher order moments should be checked to ensure 
- that all terms of order m are actually present in the asymptotic expansion. As an example, 
note in the expansion for 44, (60), that terms of order 1/n? are present in addition to the 
expected order 1/n? term. Second, these expansions for the moments of order statistics may 
converge slowly or not at all if n is large and r/n is close to 0 or 1. In general however, the 
expansions for the moments of order statistics are useful for characterizing the distribution 
of order statistics and more importantly the distribution of quantile estimators that are 


based on order statistics. 


D. QUANTILE ESTIMATORS AND ORDER STATISTICS 

The expansions constructed above are for the central moments of the rth order statistic 
of a sample. For a fixed sample size n, one can use the expansions to examine the charac- 
teristics of a quantile estimator that is based on order statistics. The expansions are not as 
useful for examining the characteristics of the quantile estimator for changing n because the 
discontinuous nature of an order statistic based quantile estimator is suppressed in them. 
The remainder of this section will discuss the order-statistic-based quantile estimator, the 
implications of making its discontinuous nature explicit in the expansions for the central 
moments of the quantile estimator, and the reasons for using the expansions for the central 
moments of the order statistics with the discontinuous nature suppressed in subsequent 
sections. 

Given n independent and identically distributed (i.i.d.) samples of a random vari- 
able X, one can estimate the a quantile of X, denoted by z,, using one of the sample’s 
order statistics. Define the quantile estimator Z,({n), as in Equation (31) of Chapter III, 


as the rth order statistic, where r is either na, if na is integer, or ([no] 4- 1) otherwise. 
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For a fixed n and o, the quantile estimator is fixed as the rth order statistic. Thus the 
distributions of the quantile estimator and the order statistic are identical as well as the 
asymptotic expansions for their moments. 

However, for changing n, the expansions for the quantile estimator take on a different 
flavor from the expansions for the order statistic. The asymptotic expansions for the cen- 
tral moments of the rth order statistic in (61) and (63) above are based on Taylor series 
expansions about the expected value of the rth Uniform order statistic, defined in (53) as 
p, — r/(n 4 1). For the rth order statistic, p. is a continuous linear function of the sample 
size n. For a quantile estimator however, the quantity p, is no longer a linear or even a 
continuous function of n because of changes in r. For a quantile estimator, one can describe 
the quantity p, as a sawtooth function of n that increases with n until na is integer at 
which point p, drops to na/(n+ 1) or equivalently to p, = a/[1+(1/n)]. For the rth order 
statistic, p, — 0 as n — oo while for the quantile estimator Z,(n), the quantity p, — a 
as n — oo. | 

Since p, for a quantile estimator is a sawtooth function of n and the asymptotic expan- 
sions for the central moments of the rth order statistic are functions of p,, the expansions 
for the central moments of the order-statistic-based quantile estimator also exhibit the saw- 
tooth behavior as a function of n when used for computation. One can make the sawtooth 
behavior an explicit part of the expansions for the central moments of the order-statistic- 
based quantile estimator through the use of the relationship |no] -- 1 2 no 4 € when no 
is not integer and where el is between 0 and 1. To make the sawtooth nature explicit, one 
must use this relationship to expand the expressions for Q,, Q} and so on in the expansion 
for the expected value of the rth order statistic (61) as well as expand the expressions for 
the central moments of the Uniform order statistics in (58) to (60). After making these 
changes to (61), one gets virtually the same expansion as in Equation (33) of Chapter III, 


for the expected value of the quantile estimator 5(n), namely 





€ | al = ef rs 
Efa (n)}| = £a — ON = > E = 5 m e JES (64) 


where |e| « 1 is a sawtooth function and the +---+ indicates several other terms of or- 


der 1/n*. One can see in the 1/n terms the increase in the notation as compared to (61) 
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that results from making the sawtooth function explicit, so the other 1/n? terms have been 
neglected. 

Making similar changes to (63), one can derive the expansion in Equation (34) of 
Chapter III; namely the expansion for the variance of the quantile estimator: 


a(1- a) (2a — 1)e 


A ia 


+--+ O(45) (65) 


where again le] < 1 is a sawtooth function and the +---+ indicates several other terms of 
order 1/n*. Making the sawtooth nature explicit in the expansion for the expected value 
(64) is useful for seeing that 24(n) is asymptotically unbiased as n — oo. However, adding 
the €'s makes the both expansions (64) and (65) quite lengthy and cumbersome for further 
development. 

To leave the sawtooth nature of the quantile estimator suppressed in the expansions 
for the central moments of the order-statistic-based quantile estimator, one can just use 
the previous definition of r where r = na or r = |na] + 1. Then for changing n p, is 
the sawtooth function. Analyzing the performance of the nonlinear control involves fixed 
sample sizes; it is not an asymptotic issue. For a given a and a fixed sample size n, the 
expansions for the central moments of the order statistics are appropriate expansions for 
the central moments of an order-statistic-based quantile estimator. When calculating a 
value for one of these expansions, n and o must be known so using the suppressed notation 
with its fewer terms is more expedient and less prone to error. Since the expansions with 
the sawtooth nature suppressed, (61) and (63), are both notationally and computationally 


simpler, they will be used for the remainder of the discussion. 


E. CONTINUOUS AND STRICTLY MONOTONE TRANSFORMATIONS 
In this section, groundwork is laid for the construction of asymptotic expansions for 
the central moments of quantile estimators (order statistics) of a random variable Y that 
is a continuous and strictly monotone transformation of the continuous random variable X 
described in Section C. These expansions will be constructed in terms of the distribution 
of X that is assumed known. Let Y = g(X) for X in D where g(-) is a continuous and 


strictly monotone function over D. Denote the range of g(.X) by R. As a continuous and 
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strictly monotone function over D, the transformation g(X) has an inverse function g”?*(+) 
that is continuous over R and one-to-one from R to D (Lemma 1). 

Using the fact that g~1(-) exists, one can express the distribution for Y in terms of 
the distribution of X and g'(-). If g(-) is strictly monotone increasing, it follows that (see 


Mood, Graybill and Boes, 1974, p. 200): 








Fy(y) = Fx (97 (y) for y ER, (66) 

fy(y) = fx (9 (y) m and (67) 
-1 DEL 

a) = (00) s (1) (68 











If g(-) were strictly monotone decreasing, then (66) would become 
Fy(y -1-Fx(g (y), foyeR 


where 1 — Fx(z) is the survivor function (SF) of X. Equations (67) and (68) would change 
accordingly. Note that 1 — Fx(z) is a strictly monotone decreasing function for x in D. 
Regardless of the characteristics of g(-), applying the transformation g(-) to n i.i.d. 
samples of X to get n i.i.d. samples of Y yields n order statistics for Y. However if g(-) is a 
strictly monotone increasing transformation of X, the transformation maintains the relative 
order of the sample values so that the order statistics of Y are equal to the transformation 


g(-) applied to the order statistics of X i.e., 


Yt 7 [9(X)] = G(X ery, (69) 


If g(-) were strictly monotone decreasing, the transformation g(X) would transpose the 


relative positions of the order statistics. In this case, equation (69) changes to 


Yt 7 [g(X)] 7» 9(X(9) 


where 7 = |[n(1 — a)] + 1. 
If g(-) is strictly monotone increasing (decreasing), one can consider the distribution 


function Fy(y) as the composition of the CDF (SF) of X with the function g^!(-), which 
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is also strictly monotone increasing (decreasing), where the composition of two functions is 


defined from Royden (1988, p. 10) as follows: 


Definition 8 Ifhi(-) is a function that maps X into Y, and h2(-) is a function that maps Y 
into Z, then one can define a new function I(-) that maps X into Z where l(z) 2 ha (hi(z)). 
The function l(-) is called the composition of h2(-) with hi(-) and is denoted by ha o hi(-). 

To show that Fy(y) is continuous and strictly monotone increasing, the following 


lemma, which can be constructed from a problem in Royden (1988, p. 49), is needed. 


Lemma 2 [If hi(-) and ho(-) are continuous functions, then ha o hi(-) is a continuous func- 


tion. 


One can now prove the following theorem that shows that as the composition of two 
continuous and strictly monotone increasing (decreasing) functions, Fy (y) is also continuous 


and strictly monotone increasing. 


Theorem 1 /f hi(-) is a continuous and strictly monotone function on [a,b], and h2(-) is 
a continuous and strictly monotone function on [hi(a), h1(b)], then the function ha o hi(-) 


is continuous and strictly monotone on [a,b]. 


The proof shows that as long as h,(-) or A2(-) are individually strictly monotone increasing 


or decreasing, their composition is always strictly monotone. 


Proof 


1. Since hi(-) and h2(-) are both continuous, by Lemma 2 the function hz o h1(-) is 
continuous. 


2. Assume h4(-) is strictly monotone increasing on [a,b] and that ho(-) is strictly mono- 
tone increasing on [hi(a),hi(b)]. Then 


T1 < T2 => hı(z1) < hı(z2) for 21,72 € [a,5] 
and 
hi(x1) SS hi(z2) lI hə (hi(x1)) < ha (hi(x2)) for hi(z1),hi(22) € [h1(a), hi(5)]. 


Thus zı < z2 implies that ha (hi(z1)) « ha (hi(z2)) for all z; and z2 in [a,b], which 
means that the function hz o h,(-) is strictly monotone increasing over [a,b]. 


3. Assume h4(-) is strictly monotone increasing on [a,b] and that h2(-) is strictly mono- 
tone decreasing on [h,(a), h,(b)]. Then using relations similar to those in Step 2, one 
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establishes that in this case, the function hz 0 h,(-) is strictly monotone decreasing 
over [a, 5]. 


4. Assume hj(-) is strictly monotone decreasing on [a,b] and that h2(-) is strictly mono- 
tone increasing on [h,(a),h,(b)]. Then using relations similar to those in Step 2, one 
establishes that in this case, the function h2 0 h,(-) is strictly monotone decreasing 
over [a,b]. 


5. Assume hj(-) is strictly monotone decreasing on [a,b] and that h2(-) is strictly mono- 
tone decreasing on [h;(a), h4(b)]. Then using relations similar to those in Step 2, one 
establishes that in this case, the function h2 0 hj(-) is strictly monotone increasing 
over [a,b]. 


6. In each of the four possible combinations for hi(-) and h2(-), the function hz 0 hy(-) is 
either strictly monotone increasing or strictly monotone decreasing over [a,b]. Thus 
the function h3 o hi(-) is strictly monotone over [a, 5]. 


It is straightforward to show the following corollary to Theorem 1: 


Corollary 1.1 By Lemma 1, since the function l(-) 2 h;ohi(-) ts a continuous and strictly 
monotone function on [a,b], it has an inverse function l7!(-) that is one-to-one such that 


I7! [ho(h4(z))] 2 x for x in [a,b]. It is also true that 
(>) =h] "0 hz" (>). (70) 


Since the function g(-) for Y = g(X) is continuous and strictly monotone, by Theorem 1 
and Lemma 1, the CDF of the random variable Y has an inverse function Fy'!(-) that is 


continuous and one-to-one such that for a given rth order statistic (quantile estimator) 


B Mp9 (Uo) 


where Q, denotes the inverse of the distribution function for Y. 
If g(-) is strictly monotone increasing, it follows from Corollary 1.1 and (70), with 
hi(-) 2 g^! (-) and the CDF (SF) of X as ho(-), that the inverse function for Fy(y) is the 


composition of g(-) with the inverse function for Fx (z) i.e., 


Q4(U)) 2 9 (Fx (U)) 2 89 Q«(U(5) (71) 


(4| 


where Qz denotes the inverse of the distribution function for X. If g(-) is strictly monotone 


decreasing, then (71) changes to 


Q,(U() 2 Ye = 9 (Xe) =g (Fz (Ue )) = g 0 Q(U) 


where ? 2 [n(1 — a)] 4- 1. 

The relationships between ¥/,) and X(,), shown for g(-) strictly monotone increasing, 
in (66), (69), and (71), are crucial for what follows. These relationships allow one to 
develop asymptotic expansions for Yo from the known expansions for X(,). The similar 
relationships for g(-) strictly monotone decreasing also allow one to develop asymptotic 
expansions for Y, from the known expansions for X(;). An asymptotic expansion developed 
for g(-) strictly monotone increasing can be used for g(-) strictly monotone decreasing by the 
appropriate substitution of the survivor function for the cumulative distribution function 
and 7 for r. This generality will be exploited in the following sections by assuming that the 


function g(-) is strictly monotone increasing and displaying only the one set of expansions. 


F. AN ASYMPTOTIC EXPANSION FOR THE MOMENTS OF Yr) IN 

TERMS OF THE DISTRIBUTION OF Xir) 

In this section, asymptotic expansions are constructed for the moments of quantile 
estimators (order statistics) of the random variable Y = g(X), from the previous section, 
where g(-) is assumed to be strictly monotone increasing. The expansions are in terms of 
the known distribution function and moments of X and the central moments of the rth 
Uniform order statistic. 

The random variable Y,,, is an order statistic of a random variable that has a continuous 
and strictly monotone increasing CDF. As such, one can derive a Taylor series expansion 
similar to (56) for Q,(U(,,), from the left side of (71), and then expand the expressions 
such as Q,(p,) in terms of Q,(p,) = Qz- in order to have the expansion in terms of the 
distribution of X. As an alternative method, one can consider g^! o Qz(U(.,) from the 
right side of (71) as a composite function and expand it about p,, using the chain rule to 
calculate the derivatives. 

Let g, denote the value of g(Qz,). Let gi, gi’ and so on denote the values of the 
derivatives of g(-) with respect to Q,(U(,)) evaluated at Qz,. Regardless of the method 
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used, the asymptotic expansion for Y(,, equivalent to (56) can be written in terms of the 


distribution of X as 


2 
Yo) = G(X (x) = 9 +(U() — Pr) 90%; + 4 (Up) — pr) (90%, + 970%] 
£k (Ue) - 9.) [o7 ^ 29 Q7. + gQ] 
+2 (Ue) - pr) O O FI Q..] 4 (72) 
One can now use (72) and the expressions for the central moments from (58) to (60) to 


compute ElY(,)| and the variance of Y(,) in the same manner as for X(,) in Section C. For 


example, 


EY(,)| = E[s(X()| = 9r+ ua l9,0, + 9,0,] + ¿ua (9,0) + 29,0)  97Q;] 


Mud to etr etr ean O(A), (m 


and to order 1/n°, 


Var [Yo] = Var [Xe] = 129/07 + na (9/0/07 + 9/90)” 
*ii$ [29/0407  65.9/0.Q7 * 29.97 Q7 47 QU t gt QU. (74) 


Note that the order 1/n and 1/n* factors are contained in p2 and ps3. 

The expansion (72) for Yr) can be used to construct other asymptotic expansions and 
approximate the moments of any random variable that results from a function g(X) that 
is continuous and strictly monotone increasing over the X in D. One can use these other 
expansions for examining the characteristics of the joint distribution between two different 
transformations of X(,). The joint distribution is of interest as it dictates the effectiveness 
of a potential control for variance reduction. In the next section, the joint distribution 
will be examined using an expansion for the covariance between two strictly monotone 


transformations of X(,). 
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G. THE COVARIANCE BETWEEN TWO STRICTLY MONOTONE 
INCREASING TRANSFORMATIONS OF Xr 
Let [(X(,)) be a function of X) that is continuous and strictly monotone increasing 


over the X(,) in D. Define the covariance between l(X(,)) and g(X(r)) as 


Cov IG) (Xo) ) = E|I(X()(Xc))| = E|(X()| E[s(X()| 


Even though /(:) and g(-) are continuous and strictly monotone transformations of X(,, 
their product is not necessarily a strictly monotone transformation of X(,. Thus one can 
not define a new function h( X(,j) = U(X(r)) x g(X(,)) and use the expansion of (72) with 
h(-) in place of g(-). If h(-) is not strictly monotone, it does not have an inverse that is one- 
to-one and continuous; so the expansion does not apply. To calculate E|I(X() X IX (r) ) 
one must multiply the expansions for [(X(,)) and g(X(,)), developed individually using (72), 
and then take the expected value of their product. 

To streamline the notation make the following notation changes by dropping the sub- 
script z's and r's from the Q's and X's. Let | denote the value of ((Qz.) with its associated 
derivatives evaluated at Q,, being denoted by /', /", and so on. Denote the corresponding 
values for the function g(-) by g, g', g” and so on. Finally, denote the values and derivatives 
of the inverse distribution function of X, namely Qz(U(,), evaluated at p. by Q, Q’, Q” 
and so on. 

Using the streamlined notation, the expansion for the covariance between two mono- 


tone functions of the order statistic has the following form to order 1/n?: 
Cov IX), eX) = O Ig Q'Q" e 1 Lgl Odea gq”) 
HE 2190'Q"+ 3l'g"Q'Q" 4- 3l"g' Q' Q" T Hood tod loto tds OS (75) 


Letting g(X(.)) = (X(+)) = X(») so that g' =1' = 1 and the higher order derivatives 
are all zero, the expansion above collapses to the expansion for the variance of X(,) in (63) 
as it should. In the next section the expansion for the covariance will be used to develop 


an expansion for the squared correlation between two strictly monotone transformations of 


Xt): 
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H. AN EXPANSION FOR THE SQUARED CORRELATION BETWEEN 
TWO STRICTLY MONOTONE TRANSFORMATIONS OF X(,) 


One can define the correlation between two random variables or estimators l(X(,)) and 


IX (r)) as 


Cov [IX (3), (X ()] | 
[Var I Gq))| e (Var (ey) y^ 


The correlation between two estimators determines the effectiveness of one of the estimators 


p Iq) 9X) — 


in controlling the variance of the other. However, using the squared correlation, an equally 
valid measure of performance of a control scheme as seen in Equation (6) from Chapter II, 
avoids the need for radicals in the denominator. Thus one can use the previously developed 
expansions for the variance of a transformed order statistic (74) and the covariance between 
two transformations of an order statistic (75) to construct the following expansion for the 


squared correlation to order 1/n?, where the lower order n’s are implicit in the p’s: 


p la] - 1- [2 - & - A E zy -— 


2 4u? H3 Q' Y g' » l'g! 
(76) 
Several aspects of the expansion above should be noted. First, to order 1/n?, 
? [Gy axe) 21-2 [C- £] 77 
p E (3) AX (2))| = pelos (77) 


so that to order 1/n? the squared correlation depends, through the l’, 1”, g' and g”, only on 
the value of Qz, = Faa and not on the shape (derivatives) of the underlying distribution 
of the random variable X. Second, if I(-) = g(-), the squared correlation is one as is to 
be expected. Regardless of the relationship between /(-) and g(-) however, the squared 
correlation is asymptotically one, as all terms in the expansion save the leading term vanish 
as n increases and the p’s go to zero. This implies that if the quantile estimator being 
controlled is a strictly monotone transformation of the control, then asymptotically one can 
achieve complete variance reduction using a linear control or a nonlinear control. However, 
one can show using the asymptotic expansions (76) and (77) that for small sample sizes, 


using a nonlinear control can result in a greater squared correlation than a linear control. 
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The greater squared correlation means that for small sample sizes, the nonlinear control 


will be more effective at reducing the variance than the linear control. 


I. THE RATIO OF SQUARED CORRELATIONS 

The squared correlation between the statistic of interest and the control measures the 
effectiveness of a control scheme for variance reduction. One can use the ratio of the squared 
correlations to compare the effectiveness of two different controls. In particular, the ratio of 
the squared correlation for a nonlinear control to the squared correlation for a linear control 
measures the improvement in variance reduction gained by using a nonlinear control instead 
of a linear control. 

Let the function /(-) be continuous and strictly monotone increasing over the random 
variable X in D. Let Y = l(X). When estimating the a quantile of Y using the quantile 
estimator Ja (n) defined in Section D, one can use the quantile estimator for the a quantile 
of X, namely ĉa (n), as a control. To employ ĉa (n) as a linear control, one uses the identity 
transformation for g(-) so that g(Za(n)) = Z,(n). With this transformation g' — 1 and 
the higher derivatives all equal zero. Now denote the squared correlation between ja (n) 
and the linear control g(£5 (n)) as p? [ja (n) , 4 (n)]. The asymptotic expansion for this 


squared correlation simplifies from (76) to 


n| ym m 

p% lba (n), ĉa (n)] = 1 - E -H -u se, (5) +2 +o(3). — (9) 

To use ĉa (n) as a nonlinear control, allow g(+) to be a continuous, strictly monotone 
increasing transformation of 24(n) other than the identity transformation. Denote by 
PA [Uo (n) , (4 (n))] the expansion for the squared correlation from (76) for the nonlinear 
control. One can now compute the ratio of pẹ [ĝa (n), g(ĉa (n))] to p? [ĝa (n), ĉa (n)] to 
construct an asymptotic expansion for the improvement in variance reduction gained by 
using a nonlinear control. One can write this expansion to order 1/n?, where the lower 


order n’s i.e., the 1/n and 1/n* terms, are implicit in the p’s, as 


PN lba (n) alta (MA), E a e, E r e| NT 


P? [ĝa (n) , $4 (n)] 2 4 "itr  gilg]^ 2 rg 
u3 g” pe pue g” 
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The nonlinear control will have improved performance over the linear control if the 
sum of the terms after the 1 in (79) above is positive. Given the number of terms in (79), it 
is difficult to determine how to choose the transformation g(-) so that the sum of the terms 
to the right of the 1 is positive. However, one can write the same expansion to order 1/n* 
as 


AA fis (sais (SI, Luo Dr enl T 

Pr [do (n) £s (n)] 21. gllg 
The constant ua is always positive since it represents the variance of the rth order statistic 
from a Uniform distribution. Thus by choosing a function g(-) that is continuous and strictly 
monotone increasing and whose ratio of first and second derivatives evaluated at Fx'(p,) 
are such that the product of the bracketed expressions in (80) is positive, the nonlinear 
control wil] have improved performance over the linear control for small samples. 

In the standard simulation context one could not use the asymptotic expansions in the 
straightforward manner described above to select g(-) since very little would be known about 
the parametric form of the transformation /(-). In addition, the asymptotic expansions do 
not account for any noise or error that is usually present in simulated data. If the parametric 
form of I(-) was known i.e., there was no error, and the distribution of X was known, there 
would be no need for running a simulation. Given that /(-) is not known exactly, one can use 
other methods for the selection of g(-). One could use graphical analysis to hazard a guess 
as to the form of I(-) and use the expansions to select g(-). One could also use Breiman and 
Friedman’s ACE algorithm (1985) along with nonlinear least squares regression to assist in 
the selection of g(-). The key point is that while one car vot always use the asymptotic 
expansions to select g(-), the expansions are useful for aemonstrating the potential for 
improved performance. 

In the next section the asymptotic expansions are used in the context where the exact 
form of l(-) is known. Given parametric forms for /(-) and g(-) the expansions are used to 
compute the value of the parameter in g(-) that maximizes the improvement in variance 
reduction. The expansions also predict the improvement one can expect by using this 


parameter. The expansions are then compared to estimates from simulated data. 
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J. A SIMPLE EXAMPLE USING THE ASYMPTOTIC EXPANSIONS 

The joint distribution of Y and X described in this section is the “noiseless” version 
of the one in Section E of Chapter III suggested by Hsu and Nelson (1987). The known 
random variable X has a Uniform (0,1) distribution. The variable of interest Y is equal to 


the transformation /(.X) where 


Yesi for0< X <1, (81) 


al 
(c - X) 
where c is a constant that is strictly greater than one. Looking at Figure 21, one can see that 
l( X) is continuous and strictly monotone increasing. Hsu and Nelson (1987) use c — 1.01 
in (81) as it causes /(.X) to be highly nonlinear at the .95 quantile of X. The results that 


follow also use c — 1.01 for the same reason. 


Y=1(X) 





x 


Figure 21. Plot of the transformation I(X) = 1/(1.01 — X). 


The quantity to be estimated is the a quantile of Y, namely ya. It will be estimated 
using the quantile estimator $4 (n) defined in Section D. The control variable is the esti- 


mator of the a quantile of X, namely Z,(n). In this section the asymptotic expansions will 
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be used to select the parameter of a transformation g(-) that maximizes the squared corre- 
lation between ĝa (n) and the nonlinear control g(25 (n)). The values from the asymptotic 


expansion will then be compared to simulated data. 


1. Specifying the Parameter for g(-) 

Since X has a Uniform (0,1) distribution, the asymptotic expansions for the 
variance and covariance (74) and (75) simplify considerably as the only derivative of Q 
that is nonzero is Q’ = 1. The expansion for the ratio of the squared correlations to order 
1/n?, (80), does not change as it does not involve any derivatives of the inverse distribution 
function. 

It follows from (81) that /'(z) = (1.01 — z)7? and l"(z) 2 2(1.01 — z)7?. Us- 
ing Z5 (n) as a linear control is equivalent to using the identity function for g(-), namely 
g( £a (n)) 2 $5, (n). Thus the derivatives for the linear control are g'(z) 2 1 and g"(z) - 0. 
Denote by p? the squared correlation between l(2, (n)) and its linear control 2, (n). The 


expansion to order 1/n* for p? follows from (78) as simply 
pí =1-[2u2/(1.01- 2) for0<z<1, 


where z represents the value for Q, = Fx*(p,), which for the Uniform (0,1) distribution is 
p, 7 r/(n * 1). 


Now let g(-) be the nonlinear, scaled power transformation, with parameter p, 
g(1)=(1P —1)/p, forp>-1land0<z<l, (82) 


with derivatives g'(x) — z?-! and g"(z) = (p- 1)2(P-2), Denote by pA, the squared 
correlation between ¥(,) = l(X(,j) and its nonlinear control g(X(.)). It follows from (77) 


and (82) that to order 1/n* 

; 2 
= =—— —— o, 1; 
pN=1- lm 2 for p> —1 and 0 < z < 


Let G(p) be the ratio of the squared correlation for the nonlinear control to 
the squared correlation for the linear control. Thus G(p) is a measure of the relative 


improvement provided by the nonlinear control over the linear control. Using (80), it 
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follows that to order 1/n? 


cojan E -2 TE 


2 |(1.01—2)z -7 forp>-—1land0<z<l. (83) 


One would like to find the value of p for g(-) that maximizes the improvement in 
variance reduction for a given z; call this value p*. Differentiating (83), it follows that 


< LOLE? 


=i; l, (84) 


since x represents Q,, which is always between 0 and 1. Substituting p* into the expansion 
for G(p) in (83), one gets, to order 1/n?, that 


212 
")214———s»1 f 1 9 
G(p") *tüo-s? orü«z« 1, (85) 


since from (58), 2 = prqr/(n + 2) is the variance of the rth Uniform order statistic and 
is always nonnegative. Thus in this example, for finite samples, the optimal use of a 
nonlinear control can only improve the variance reduction over the linear control. One 
can see from (85) that G(p*) is an increasing function of z so the higher the o value, the 
greater the improvement gained by using the nonlinear control. However, since p2 is a 
decreasing function of n, as n increases and 2 goes asymptotically to zero, the advantage 
gained by the nonlinear control decreases till G(p*) is one and the linear and nonlinear 


controls are equivalent. 


2. Comparing the Asymptotic Expansions with Simulated Data 

A simulation experiment was used to examine the accuracy of the asymptotic 
expansions for the example described above. The asymptotic expansions for the variance 
of l(z) and g(z) from (74), the covariance from (75), and the ratio of squared correlations 
from (77) were compared to sample estimates of these quantities generated via a simulation 
experiment. 

The two parameters of the simulation were the number of samples used to cal- 
culate each quantile estimate, n, and the o value for the quantile estimate. The values 
for n ranged from 10 to 200. The values for a were .05, .1, .3, .5, .7, .9, .95 and .99. A 


total of 30 independent replications were used to estimate the precision of each estimate. 
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Each replication had 4000 i.i.d. Uniform (0,1) random numbers. For each value of o, and 
each value of n, a total of 4000/n cla estimates were computed. As the maximum 
value of n in the simulation was 200 there were always at least 20 quantile estimates with 
which to estimate the variances, covariance and ratio of squared correlations. 

For each replication the appropriate transformations, /(-) from (81) with c = 1.01 
and g(-) from (82) with p — p* from (84), were applied to the quantile estimates. The 
sample variances, covariance, and ratio of squared correlations of the transformed quantile 
estimates were computed. At the end of the 30 replications, the sample mean and standard 
error of the 30 estimates were computed for each sample size n and a combination. 

Graphs for the function l(z), the function for p* in (84), and the function g(z) — 
(xP — 1)/p, Figure 21, Figure 23, and Figure 22, help provide insight into the simulation 
results. Note in Figure 21 that the function I(x) = 1/(1.01 — 2) is fairly flat until z — .6 
where it curves sharply upward until it is almost vertical at z — .99. This shape indicates 
that the quantile estimators for the lower quantiles of Y will have small variance while those 
for the upper quantiles will have large variance. Figure 22 shows the function for p* as a 
function of z (84). One can see in Figure 22 that as z approaches the higher quantiles, p* 
rises dramatically. The reason for this rise can be seen by comparing the plot of I(x) in 
Figure 21 with the plots of the scaled power transformation for several different vales of p in 
Figure 23. The curvature of I(x) at the high quantiles forces g(x) to mimic that curvature 
through the use of higher values of p". 

One can compare the performance of the asymptotic expansions to estimates 
from the simulation using Figures (24) through (31). The eight sets of figures, for the 
eight different values of o, contain four graphs each; the upper left graph showing the 
variance of Y = l( X) where l( X) is from (81), the upper right graph showing the variance 
of g(.X ) where g(-) is the scaled power transformation from (82), the lower left showing the 
covariance between I(X) and g(X) and the lower right showing the ratio of the squared 
correlation of [(X) and g(X ), the nonlinear control, to the squared correlation of [(X) and 
X, the linear control. The solid lines on the graphs represent the sample means of the 
30 replicates of each statistic. To provide an estimate of the precision of the estimates, 
dotted lines are plotted three standard errors above and below the sample means. These 


are often not visible because of the scaling of the graphs. The dashed lines represent the 
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Optimal Value for p as a Function of x 
p =(1.01+x)/(1.01-—x) 
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Figure 22. Plot of the optimal value for p, namely p*, as a function of z for the nonlinear 
transformation g(x) = (z? — 1)/p. 
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Figure 23. Plot of the nonlinear transformation g(x) = (z? — 1)/p for several different 
values of p. 
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values from the asymptotic expansions. For some of the lower quantiles this dashed line is 
difficult to see because of the extreme accuracy of the approximations at these quantiles 
and the scaling of the graph. 

In general the figures demonstrate that for this example, the asymptotic expan- 
sions for the variance, the covariance and the ratio of squared correlations of the order- 
statistic-based quantile estimator are quite accurate. The sawtooth nature of the expan- 
sions can be seen in most of the figures and is especially noticeable in Figure 30. At the 
lower quantiles, a = .05, .1, .3 and .5 in Figures 24 through 27, where the shape of /(z) in 
Figure 21 is fairly flat, the expansion values for the variance of l(z), the variance of g(z) 
and the covariance of l(z) and g(x) are accurate even at n = 10. While for small n the ratio 
of squared correlations in Figures 24 through 27 does not match the simulation results as 
well as the other estimators, by n=50, it matches quite well. 

One can see in Figures 24 through 27 that the ratio of squared correlations is a 
decreasing function of n. Examining the scales of the vertical axes for the ratio of squared 
correlations in Figures 24 through 27, one can see that the ratio of squared correlations is 
an increasing function of o; in Figure 24, the upper limit is 1.018 while in Figure 27 the 
upper limit is 1.18. These values of the ratio of squared correlation indicate that while the 
nonlinear control does increase the variance reduction over the linear control, the gain is 
small. The small improvement can be attributed to the fact that /(z) is fairly linear for z 
between 0 and .6 

At the upper quantiles, a = .7, .9, .95 and .99 in Figures 28 through 31, where 
the shape of l(z) in Figure 21 is quite nonlinear, the each of the asymptotic expansions 
show the effects of increasing a. For a =.7 and .9, in F. ‘res 28 and 29, the expansions 
for the variance and covariance match the estimates from the simulated data for n > 10. 
Comparing the scale of the vertical axes for the graph of the variance of I(x), in the upper 
left-hand corner of Figures 28 and 29, one can see that the upper limit increases from a 
variance of 3 to a variance of 80. Comparing the scale of the vertical axes for the graphs 
of the ratio of the squared correlations, o2;/p7 , in the lower right-hand corner of the same 
figures, the upper limit increases from 1.4 to 2.0. Thus the improvement gained by using a 


nonlinear control is also increasing with a. 
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Figure 24. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .05 
quantile. 
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Figure 25. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .1 
quantile. 
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Figure 26. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .3 
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Figure 27. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .5 


quantile. 
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At the extreme quantiles, a = .95 and .99 in Figures 30 and 31, all three of 
the asymptotic expansions begin to have difficulty in matching the estimates from the 
simulation. This difficulty may be due to the nature of the quantile estimator at extreme 
quantiles. For a=.95, if one is using the quantile estimator defined in Section D with a 
sample of size less than 20, the order statistic used as the estimator is the maximum of the 
sample. For a = .99 the maximum of the sample is used as the estimator for n less than 100. 
It is well known that the limiting distribution of the maximum of a sample is different than 
the limiting distribution of a central or non-extreme order statistic (see Mood, Graybill and 
Boes, 1974, p. 256). As stated in Section C, David (1970) and David and Johnson (1956) 
caution against non-convergence of the expansions when r/n is close to 1 for small n. The 
graphs in Figure 30 for n < 20 and in Figure 31 for n < 100 demonstrate this weakness 
in the expansions for the variance, covariance and ratio of the squared correlations for the 
order-statistic-based quantile estimators. 

However, the same graphs also demonstrate that using the value for p* suggested 
by the expansions results in an effective nonlinear control for the simulated data. For 
a = .95,in Figure 30, and a = .99 in Figure 31, the curve for the ratio of squared correlations 
shows that at n = 10 the nonlinear control is twice as effective as the linear control. While 
the improvement gained by the nonlinear control decreases as n increases, at n = 100 the 
nonlinear control for a = .95 is still 10% more effective than the linear control, and for 
a = .99, the nonlinear control is about 30% percent more effective than the linear control. 
The variance of /(z) in Figures 30 and 31 doubles, from 400 to 800. At the same time, while 
the scale of the vertical axes for the ratio of the squared correlations does not change between 
the two figures, the curve for the mean of the estimates of the ratio of squared correlations 
from the simulation for o — .99 is consistently higher than the curve for a = .95. Thus 
while the expansions do not match the simulation results for small samples at the extreme 
quantiles, the expansions are useful for choosing the parameter which will create an effective 


nonlinear control. 
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Figure 28. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .7 
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Figure 29. Graphs of the asymptotic expansions for the variance, covariance and ratio 
of squared correlations compared to estimates from a simulation for the .9 
quantile. 
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Figure 30. Graphs of the asymptotic expansions for the variance, covariance and ratio 


of squared correlations compared to estimates from a simulation for the .95 
quantile. 
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Figure 31. Graphs of the asymptotic expansions for the variance, covariance and ratio 


of squared correlations compared to estimates from a simulation for the .99 
quantile. 
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K. SUMMARY 

The question of the improvement in variance reduction gained by using a nonlinear 
control instead of a linear control is not an asymptotic issue. The asymptotic joint distribu- 
tion between the two quantile estimators is bivariate normal so that a linear control scheme 
is optimal (see Weiss, 1964 and Lancaster, 1966). However, at small sample sizes one can use 
asymptotic expansions for the moments of order-statistic-based quantile estimators to in- 
vestigate the relative effectiveness of nonlinear and linear controls. Using the expansions for 
the variance, covariance and squared correlations constructed in this chapter, one can show 
that it is possible to choose a transformation such that the squared correlation between the 
statistic of interest and the nonlinear control is greater than the squared correlation between 
the statistic of interest and a linear control. This greater squared correlation leads to an 
improvement in the variance reduction. The comparison of the asymptotic expansions for 
the variance, covariance and ratio of squared correlations with the estimates from the simu- 
lation shows that these expansions can be excellent predictors of the variance and covariance 
for transformed quantile estimators from a Uniform (0,1) distribution. While for extreme 
quantiles and very small sample sizes, the expansions may overestimate the improvement 
gained by the use of a nonlinear control in the simulation, using the parameter indicated by 
the expansions for the nonlinear control did lead to an improvement in variance reduction 
for all quantiles. Given that the statistic of interest is a strictly monotone transformation of 
the control, the asymptotic expansions in this chapter demonstrate that for small samples, 
the use of a nonlinear control for controlling quantile estimates in a simulation can increase 


the variance reduction over using a linear control. 
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V. REGENERATIVE SYSTEM SIMULATION: NONLINEAR 
CONTROLS AND REGRESSION-ADJUSTED REGENERATIVE 
ESTIMATES 


A. THE CONTROL OF REGENERATIVE ESTIMATES FOR VARIANCE 

REDUCTION 

When simulating queueing systems, one often considers the use of variance reduction 
techniques. Iglehart and Lewis (1979) showed, using a simulation of the M/M/1 queue based 
on the regenerative method, that using internal linear controls reduced the variance of the 
estimate of the stationary waiting time of the nth customer, W,,. The linear control they 
identified as the most suitable reduced the standard deviation of the controlled estimate 
to 68% of the standard deviation of the uncontrolled estimate, equivalent to a variance 
reduction of .54. 

In the remainder of this section, Iglehart and Lewis’s results and notation are summa- 
rized and nonlinear controls for regenerative estimators are introduced in Section A.4. In 
Section B the expected values for several potential nonlinear controls are calculated. Sec- 
tion C.1 shows that for an M/M/1 queue with a traffic intensity of .5, by using a particular 
nonlinear control one can increase the variance reduction over a linear control . It is then 
shown in Section C.2 that for a traffic intensity of .99, the nonlinear controls either have 
bias problems or are no more effective than the linear controls. 

Section D shows how one can use the regression-adjusted technique of Heidelberger 
and Lewis (1981) with linearly or nonlinearly controlled regenerative estimates. This com- 
bination of techniques allows one to obtain estimates of the stationary waiting time for the 
nth customer with much lower estimated mean square error than by using either technique 
alone. Examples are provided, using data from simulations of an M/M/1 queue and an 
M/G/1 queue, where the estimated mean square errors for the average regression-adjusted 
controlled estimators are 10 and 33 percent of the mean square error estimates for the crude 


estimators. 
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1. A Brief Review of the Regenerative Method 
This section is condensed from Iglehart and Lewis (1979) to provide the basis 
for the regenerative estimator. Let X = {X; : t > 0} be the regenerative process being 
simulated. Define the regenerative process as a stochastic process {X;:t > 0} where “there 
exists an epoch, Sı say, such that the continuation of the process beyond 51 is a probabilistic 
replica of the process beginning at time zero.” (Heyman and Sobel, 1982, p. 179) Assume 
that ([X, : t > 0) is a stable process in that X, > X as t — œ where = denotes weak 
convergence. One is often interested in estimating r = E[f(.X)] for a given function f(-). 
When using the regenerative method, one observes the pairs of random variables 
(Y, Tx :1<k < nj where Y is the area under the function f(.X;) in the kth cycle and 7; is 
the length of the kth cycle. Two basic facts are crucial to the method. First, the successive 
pairs (Yi, T, : 1 < k < n} are independent and bivariately identically distributed (i.i.d.). 
Second, Iglehart and Crane (1975, App. A) prove that r 2 E[f( X)] 2 E[Y1] /E[rj] using the 
Key Renewal Theorem (see Smith, 1958). Thus they establish that a strongly consistent 
point estimator for r, based on n cycles, is 
-Y() 
. T(n) 


Blerew(n) — n2? , Y; and T(n) 2 n- ER] Tk. 


f(n) (86) 


There are two methods for estimating the variance of ?(n). The first method 
involves the use of independent replications of the regenerative process, each having the 
same number of cycles. In this method one conducts m independent replications of the 
simulation, generating m independent estimates of r, namely f(n) j: fot = me 
sample mean and sample variance of the ?(n); are used to calculate an overall point estimate 
and estimate of the variance of the point estimate. Note that one has in essence generated 
N = n x m total cycles and chosen to section them in a manner similar to the sectioning 
for quantile estimates as discussed in Section B.2 of Chapter III. 

The second method of estimating the variance relies on an asymptotic expansion. 
Using the asymptotic expansion for the variance of a ratio, found in Cramér (1966, p. 353) 
or Mood, Graybill and Boes (1974, p. 181), one can write an asymptotic expansion for the 


variance of f(n). Letting Y represent the i.i.d. random variables Y, and r represent T;, one 
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can write, to order 1/n3/?, 








Var[f(n)] Var [Y (n)| E ; O [P(n),7(n)] (0) 4 Var[z(n) (T 


E[7]" E[r]? E[r}" 


me E[Y] EY) ae 
= zu j Dar ) -2(En 1) co [F r(n )| + tae Vario) 


= — { Var [Y (n)| — 2rCov |Y (n), r(n)] T r? Var[r(n)]) , 


s , 
- E { Var[Y¥] — 2rCov[Y, 7] - r?Var[r]) (87) 
= ae p Var[Y — rr]. (88) 


One can use (87) to estimate the variance of 7(n). Substituting the sample es- 
timates of s%, s?, sy,,(n) and F(n) into (87) yields an asymptotic estimate of Var[?(n)]. 
Note that in the method of independent replications, the point estimate and the variance 
estimate are uncorrelated. However, with the asymptotic estimate of the variance (87), the 
estimate of the variance “is usually highly positively correlated with the point estimate.” 
(Heidelberger and Lewis, 1981) This correlation can result in the variance estimate being 
artificially small when the point estimate has a small magnitude. 

The asymptotic formulas (87) and (88) above do give some insight however for 
formulating possible control variables if one is interested in applying controls to obtain 
variance reduction in this regenerative simulation context. Letting Z = Y — rr, one gets 


that asymptotically, as the number of cycles n gets large, 


Var[7(n)] = 





- Var[Z]. (89) 


Equation (89) shows that the variance of F(n) is directly related to the variance 
of Z. Using a control variable to reduce the variance of Z will result in a reduction in 
the variance of ?(n). As the effectiveness of a control for variance reduction is related to 
the correlation between the control and Z, the goal is to find a control that is strongly 
correlated with Z. Finding a useful control is complicated by the fact that the expected 


value of the control must be known either exactly or approximately. The next subsection 


discusses Iglehart and Lewis's (1979) linear control for the estimate of the stationary waiting 


time of the nth customer in a simulated M/M/1 queue. 


2. Controlling the Stationary Waiting Time of the nth Customer in an 

M/M/1 Queue 

Define the waiting time of the nth customer in an M/M/1 queue, namely W,,, as 
the time from the customer’s arrival until the commencement of service. One can show that 
under certain conditions, the waiting time process {W,, : n > 0} is a regenerative process. 
When the queue is stable, W, > W as n — oo. Thus one can use a regenerative estimator 
similar to (86) to estimate W once suitable definitions for Y and 7 are established. 

In order to define Y and 7, assume the zeroth customer arrives at time to = 0, 
finds the server free, and has a service time of vog. The nth customer arrives at time t, and 
has a service time of v,,. Define the interarrival times u, as u, — t4—t4-, for n 2 1. Assume 
that the v, and u, sequences are independent of each other and that each consists of i.i.d. 
random variables. Let E[v,] 2 u^! , and let Efun] = A7! . Denote the traffic intensity by p 
where p = A/p, assuming that A and p are both positive and yp is finite. Assume that the 
traffic intensity p is less than one so that the system is stable. 

In practice, one does not have to estimate W for the M/M/1 queue as when p « 1, 


the expected value of W is known i.e., 


E(w) = — 


= XG) ii 


However, a known value for E[W] provides a basis for comparing the bias of the estimate 
via the estimated mean square error. In later sections, the estimated bias of the controlled 
regenerative estimator will play a major role in assessing the effectiveness of the control 
scheme via the estimate of the mean square error. 

Since p is less than one and the M/M/1 queue is stable, one can show that there 
exists a sequence of integer-valued random variables (T, : k > 0) such that the customers 
numbered 7; arrive to find the server free and experience no waiting in the queue. These 
customers start a new cycle or busy period for the system. Let Tr = Tk — Ty, for k 2 1. 


Thus T represents the number of customers served in the kth busy period (the length of 
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the cycle). Now define the sequence (Y, : k > 1} by 


(Tx)-1 
Y,- SEI tor kl 

¡=Tk-1 
The random variable Y, is sum of the waiting times in the kth busy period (the area under 
the function f(-) for the cycle). 

Now that Y and r are defined in the context of the queue, one can estimate 

E[W] using the regenerative estimator in (86). The estimator for E[W], based on n busy 
periods, is 


— Y (n 
W(n) = Tni for n 2 1. (91) 

asm) 
One method for estimating the variance of W(n) requires one to generate multiple, 
independent, replications as mentioned previously. In this case the point estimate, based 


on m replications of n busy periods each, would be 
== PA R 
W(m,n) = = y W,(n). (92) 
j=1 


One would use the variance of the sample mean of the W; (n) to estimate the variance of 

W (m, n), namely Var IW (m, n) i.e., 

2 
: (93) 


1 e = 
SF mm) = LED 2. (iw; (n) — W (m, n)) 


The estimate of the standard deviation of W (m, n) would simply be the square root of 
2 


i 
Another alternative for estimating the variance of the regenerative estimate of the 
stationary waiting time is to use the asymptotic estimate from (89). To use the asymptotic 


estimate of the variance for W (n), one can use the sample estimates for the quantities 


in (87) i.e., 
di [+2 (59) G 9] 
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where sí is the sample variance of z, sz y(n) is the sample covariance of z and y, and 


Y(n)/7(n) is the sample estimate of r = E[W] from (91). 


3.  Iglehart and Lewis's Linear Control 
One would like to reduce the variance of W (n) for a given number of busy peri- 
ods n. Two possibilities for reducing the variance of W(n) are to control the Y on top of the 
ratio in (91) or the 7 on the bottom of the ratio in (91). The controls initially considered 
below control the top of the ratio. 
When controlling the top of the ratio in (91), one can write the controlled esti- 


mator W'(n), as 


ren) = Tle) _ le) Ea (HC = E[C)) E 


T(n) 
where C; represents the value of an 1.1.d. random variable that is the control for the zth cycle 
and @ is a coefficient that can be chosen so as to minimize the variance of W'(n). One can 
derive an asymptotic expansion for the variance of W’ (n) as a function of 0 by taking (88) 
and replacing f(n) with W'(n) and Y by Y”. Substituting in this new expansion the value 
for 0 that minimizes Var LÀ (n) (which can be found by differentiating the expansion with 


respect to 0), one can show that asymptotically 
Var W(n)| = Vart [W (n)| (1 — Cor[C,Y - "rp 


where C represents C,. Thus as previously implied by (89), one would like to choose a 
control C that is highly correlated with Z 2 Y — rr. 

One should note several characteristics of W' ' that distinguish it from esti- 
mators discussed in previous chapters. The first is that the control is developed from 
an asymptotic formula. Thus for small sample sizes the sample correlation of the con- 
trol may not translate directly into achieved variance reduction. Also, the estimator is 
a ratio estimator where the top and bottom elements of the ratio are highly correlated. 
As such it is not straightforward to predict the impact of changing or controlling either 
of the elements. Finally, the mean-zero control is being applied to one of the elements 
of the ratio, not the ratio estimator itself. Thus to assess a potential control's effective- 


ness, one estimates the control's correlation with the intermediate statistic Z, not the final 
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“statistic of interest” W (n). The impact of these three characteristics is that unlike linear 
control of the mean, the R? from the regression that estimates the coefficients for the control 
function may be much different than the achieved variance reduction. 

With the goal of developing controls that were highly correlated with Z — Y —rr, 
Iglehart and Lewis (1979) chose the following general form for the linear control C: 


— (95) 


where the random variable D is selected so as to “mimic” Y. Iglehart and Lewis found 
that dividing r by p in (95) helps make the variance reduction independent of the scale 
parameter p. 

The particular form for D in (95) favored by Iglehart and Lewis exploits a recur- 


sive relationship for calculating Wn, namely: 
Wo = 0, and W,ii-[Wa-c Xa4i]^,  forn 2 0, 
where X, — v4.1 — u4 for n » 1 and the superscript plus, +, denotes the plus function 


tifz >Q: 
rt = (96) 
0 otherwise. 


Using the X, and the plus function, one can write Iglehart and Lewis's form for D as 


0 T = E 
D = (97) 
Xf +Xf n22; 
Wo = 0 Ti = ii 
= 3 Wo+W, 7 = 2, (98) 


Wo+W, + Xj TAO 


The second set of equations above, (98), show that D mimics Y by using infor- 
mation about the waiting times of the first several customers in the busy period. In fact, if 


there are two or less customers for the busy period, then D = Y. 
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4. The Nonlinearly Controlled Regenerative Estimate 

Given C as a potential control, one must be able to compute the expected value 
of C. To use C as a nonlinear control one must be able to compute the expected values for 
transformations of C, namely h(C,0). Note that these transformations could be functions 
that act on the random variable C itself, or even functions that act on the random variables 
D or T individually. As discussed in Chapter II, the transformed, nonlinear, controls h(C, 0) 
are incorporated into a mean-zero, linear additive function of the transformed variables and 
their expected values. Thus generalizing (94), one can write 


Y'(n) u DOS Y, E (Ck, 8) 


T(n) | T(n) 


W'(n) = (99) 


where the H(-,-) notation comes from (10) in Chapter II. 
Iglehart and Lewis (1979) derive the expected value of C', given at (95), for a 
queue of traffic intensity p, as 


1| p Das 1 
E[C] " 5 + T = = ; (100) 


The next several sections of the chapter will build on their results by determining the 
distributions and expected values for several transformations of C and demonstrating the 


effects of some nonlinear controls on the regenerative estimate of E[W]. 


B. CALCULATING THE EXPECTED VALUES OF POSSIBLE 
NONLINEAR CONTROLS 
1. The Probability Function for T 
For an M/M/1 queue with traffic intensity p less than 1, the probability function 
for r (see Kleinrock, 1975, p. 218) can be written as 


21 — 2 


Bila = y= i A | E o. Moria. (101) 


Note that the probability of only 1 customer in a busy period is 1/(1 4 p). For p = .5, 
the probability that there are either one or two customers in the busy period is approxi- 


mately .81, while for p = .99 the probability is .63. 
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2. Expected Values of Transformations of D 

As the distribution of r is known, to compute the expected values for transfor- 
mations of C 2 D— r/pu, one must determine the distribution of C, which means that one 
must determine the distribution of D. One must also know the distribution of D to derive 
the moments of transformations of D such as D?. One way to determine the distribution 
of D is to start by determining the distributions of X and X7. 

The variables Xj and X7 both have the same type of mixed distribution. Ran- 
dom variables with this “lightbulb” distribution have a positive probability of being zero, 
but given that they are greater than zero, are distributed exponentially. By definition, 
Xf is the remaining service time of the zeroth customer when the next customer ar- 
rives. If there is only one customer in the busy period, 7 = 1, then ber is zero. Thus 
Pul = o} = Pr{r = 1} which can be seen from (101) to be 1/(1 + p). 

If a customer arrives before the zeroth customer finishes his service, then X}* is 
greater than zero. This oceurs with a probability of Pr(r » 1) 2 1— Pr(r 2 1) 2 p/(14- p). 
The memoryless property of the exponential service distribution implies then that given 
T > 1, X} is exponentially distributed with mean 1/p. Thus the survivor function for X; 


can be written as 


1, forz <0; 
Pry Gee a E (102) 


— ur 
iu ; for 7.307 


From (102) one can write the distribution function of Xf as 
0, forr<0 


era forz =0 (103) 


(l-e-4*), forz>0 


Fy+(z) = Pr < x} = 

S 

1+p 

Since the distribution of X} has both a discrete and a continuous part, the notation 

dFy+ (zr) will be used to represent the derivative of F,+(z) where the derivative exists, 

1 

and the probability mass function for X? for those z where there is a jump in F xp (2), 

namely z = 0. 


One can determine the distribution for X7 in a manner analogous to that for Xj. 


Given that Xi is greater than zero, the distribution of Xf is identical to that of Xf since 
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Xj is the residual service time of the n = 1 customer when the n = 2 customer arrives. 
If Xf is zero then necessarily Neh is zero. Thus one can derive the uncondition survival 
function for X$ by multiplying the probability for z > 0 in (102) by the probability that 
Xf is greater than 0, namely p/(1 -- p). It follows then that 


1, forz <0: 


2 
(15) EE Ionio. 


PUE 2) — (104) 
The distribution function for X follows directly from (104). Thus for an M/M/1 queue, 
Xf and Xj are nonnegative random variables that have different probabilities of being 
non-zero, but the same exponential shape parameter p. 

As the sum of two nonnegative random variables, the random variable D is also 
nonnegative. Thus Pr(D » 2) is one for all z less than 0. With the survivor functions for 
Xf and X£ in (102) and (104), one can determine the survivor function for D for those z 
greater than zero. Let y denote the constant p/(1-- p). One can write the survival function 


for D, for z greater than zero, using(102) and (104) as 


Fp (z) 2 Pr(D » z) Pr X} + Xf >r}, 


Pri Xj > z} + de Pr XF > (2-1) 1 X? =1) dFy+(t), 


ye "* E 4?uze^"*,  forz > 0. (105) 


One must be careful when using the survivor function to remember that D has 
a mixed distribution with a positive probability of being equal to 0. From the definition 
of D in (97) and (101), it follows that Pr(D — 0) — Pr(r 2 1) = 1/(1+ p). However, 
for z greater than 0, D has a continuous distribution. Thus for z greater than zero, one 
can consider the negative derivative of the survival function in (105) in terms of a “quasi” 
density function fp(z) that integrates to ^ instead of one. The negative derivative of the 


survival function for z greater than zero can be derived from (105) as 


folz) = ype "* Ea? u?ze7"* — 4*yue7"*, — forz » 0. (106) 
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Now that one has the distribution function for D, one can determine the moments 
of transformations of D. As an example, to compute the expected value of D, namely 
E[D] = J[%. zdFp(x), one can break up the expectation integral over the range from —oo 


to oo. Using (106), one can compute the expected value of D as follows: 


Emi f rdFp(1)+ 0x Pr(D = 0) + I rdFp(z), 
= 0+0+ I z fp(z)dz (107) 
o USE 
= md (108) 


This final formula for the expected value is equivalent to Iglehart and Lewis’s result for E[D] 
that they determined using a conditioning argument. While Iglehart and Lewis's (1979) 
conditioning argument is useful for determining the expected value of D, it does not provide 
the survivor function for D derived in (105). One needs to know the information in the 
survivor function for D to compute the expected value for transformations of D. 

One can compute expected values for continuous transformations of D, namely 
g( D), in a straightforward manner. Note in (107) that the contribution to the expected 
value for nonpositive D is zero. Replacing the z in (107) with g(x) one gets what looks like 
a standard integral for the expected value of a function of a continuous, positive random 
variable, only instead of a density function, fp(z) is used so that the expected value of 


g( D) can be simplified to 
oo aw 
EID] = | 9(2)fo(2)de (109) 
One can use (109) to compute the expected value for the power transformation D? as 
p 1 2 
EDIS TD (m + 1) , forp> -1 (110) 


where T'(-) represents the complete Gamma Function. For p = 1, the right side of (110) 
collapses to (108). The power transformation is one means of introducing nonlinearity into 


the control C. 
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Another means of introducing nonlinearity is by the creation of two new random 
variables through the use of a cutpoint as in Part D.2 of Chapter II. One can use D to 
create two new variables D; and D» through the use of a cutpoint 6 as follows: 

D ifD< ô; Die >): 
Dı = and D= (111) 

O otherwise, O otherwise. 
Additional nonlinearity can be introduced by applying a different power transformation to 
each of these new variables. One can write the expected values of Df and D5 for p > —1 
in terms of Incomplete Gamma functions. For D? one can derive, using appropriate limits 


of integration in (109), that 
y ó y? $ y $ 
BS] = Y pPtlyPe HF dz + ri pPr2gPtl eur da — T p?*zPec"*dy. (112) 
BP Jo HP Jo HP Jo 


By exploiting the relationship between the Gamma Function and the distribution function 
for a Gamma (p, 4) random variable, one can simplify the notation in (112). Let Fr , (zx) 
represent the cumulative distribution function of a Gamma distributed random variable 


with shape parameter p and mean 1/y. Then (112) can be written as 


E[ D7] = X [I(»&1)(1 7 4) Fr.pxiu(6) + (p + 1) Fr p42,(0)); for p > -1. (113) 


For a given set of parameters, one can use standard software to compute the expected value 
in (113). 
Other transformations, such as an exponential transformation, can also be used 


to induce nonlinearity. The expected value of Ble? | can » written as 


oO oo oO 
Eje”?! / ye" pe" dz + y? / pe" ze" dz — y? / ¡AMA at, 
0 0 0 


y | P Unc + y u? / pena” de TA yu | e~ (e-n) dr 
0 0 0 
2 2 
pe a C 
+ - | 114 
i 5 EU Ausg (114) 


As the distribution of D is fairly tractable, other transformations of D could be 


used if desired as long as the expected value of the transformed D can be computed. 
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To determine the expected value for transformations of C = D—T/p, now that 
the distribution for D is known, one could work directly with the distributions for D and 
T. However this gets messy as D and r are not independent. It is easier to work with the 
conditional distribution for C given 7 and then uncondition. Sections B.3, B.4 and B.5 will 
cover determining the distribution of C. Section B.6 will develop formulas for the expected 


value of transformations of C. 


3. The Conditional Survivor Function for D 
One manner of determining the expected value of transformations of C involves 
working with the conditional survivor function for D given r. As shown just prior to (105), 
the probability that D > z, for x < 0,is 1 for all 7. For x > 0, one can derive, using (105), 
that 


Pip Sa = 0, (115) 


— UT 


PASAN AO! 


e "*, and 


Praia dia 


e "^. / A, Pr Xd ERU 3) ue-"tdt, 
0 


e PNTE 


e" -4 (1/2)x]. 
Following in a similar manner, one can derive a more general expression, for T = | > 2, as 


1 forz <0; 
PHiD> «| aa 2 (116) 
e "(14+ cyr], forz>0 


where c; is the probability that X7 is greater than 0 given 7 = l. It is shown next that 
cı = (3l — 6)/(4l — 6). 
4. Determining cJ 
a. Determining Pr(X* »0|r)and Pr( X7 »0|7) 
For both Xf and Xj, the probability of being greater than zero can be 
considered as a function of r, the number of customers in the busy period. This allows 


one to work with the conditional distributions for X! and X7 given r = l. As discussed 
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earlier, if the busy period has only one customer, r = 1, this implies that XF and XZ are 


identically zero since 
(r = 1) implies (vo < u1), which implies (Xf — 0), which implies (X7 = 0). 

Therefore, 

pM EMO and Bn 110 
If the busy period has at least two customers, r — | 2 2, then 

Hen ED 1 

since for there to be two or more customers in a busy period, 

(vo > pı), which implies (X1 » 0) which implies (Xf » 0). 


However, having two or more customers in a busy period does notimply that X is positive; 
it may be zero. In what follows it will be shown that for r 2 2, 

301 — 6 

E T d - é 


b. Determining Pr(X* »0|T 21272) 

This subsection considers a single busy period that starts at time 0 and has 
exactly r = | customers for some | 2 1. Let L(t) represent the number of customers in the 
system at time t with L(0) — 0. Call the time at which a customer arrives or departs a 
transition time for L(t) since L(t)’s value changes by plus or minus one respectively. Denote 
the jth transition time in a busy period as t; where j ranges from 0 to 2r. 

One can consider the process L(t;) as a discrete-time Markov Chain that 
for a given T may have several different sample paths, only some of which have X7 » 0. 
For example, if there are exactly three customers in the busy period, 7 — 3, there are two 
possible sample paths for the number of customers in the system as t; goes from 0 to 6: 
L(t;) = 0,1,2,3,2,1,0 and L(t;) = 0,1,2,1,2,1,0. Only the first of these paths has X7 


greater than zero. 
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The conditional probability that X is greater than 0 given r is simply the 
total number of paths for which X7 is greater than 0 divided by the total number of paths 
given T, where this total includes both the paths for which X7 is greater than 0 and the 
paths for which Xe equals zero. To calculate aka >0| r}, one must first determine 
the total number of paths and then determine the total number of paths for which X7 » 0. 

Determining the total number of paths for a given value of r is straightfor- 
ward. Examining the probability function for the number of customers in a busy period 
of M/M/1 queue with traffic intensity p in (101), one can see that the UNG terms 
provide the total number of sample paths given r = l, and the p terms are the probability 
of a path of length 21. The terms can be broken out this way because of the Markovian 
nature of the transitions in an M/M/1 queue as will now be explained. 

Since each sample path is independent, the probability that r = | can be 
calculated as the probability of having a sample path of length 2/ times the number of 
sample paths of length 2/. Consider a busy period that has exactly | customers. It must 
then have a sample path of length 2/. To start the busy period there must be an arrival. 
In order for there to be more than one customer in the busy period, the next arrival must 
occur prior to Customer 1’s departure. Because of the Markovian property of the M/M/1 
queue, this occurs with probability A(u + A) = p(1+)7!. In order for there to be at 
least | customers in the busy period there must be at least | — 1 more instances where the 
next transition is an arrival rather than a departure. In order for there to be no more 
than l customers, there must be l instances where the next transition is a departure rather 
than an arrival. This occurs with probability u/(pu -- A) — (1+ p)7' , again because of the 
Markovian property of the queue. The instances where the next arrival is a departure rather 
than arrival may be interspersed between the arrivals as long as the number of arrivals is 
greater than the number of departures or it reaches l. Thus the length of the sample path 
is 1+ (l — 1) + 2l, 1 for the initial arrival, the | — 1 for the arrivals prior to departures 
and the l for the departures prior to ari The probability of having the | — 1 arrivals 
is p^ (14 p)!7!. The probability of having the / departures is (1+ p)~'. Thus, since the 
arrivals and departure times are independent, the probability of having a sample path of 
length 21 is p!71(1-- p)! ?'. The remaining (1/1) 277) terms in (101) account for the number 
of paths of length 2l. 
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Let NP(l) denote the total number of sample paths given r = I. It follows 
then that 


1 (21 - 2 
veo (1) for 1 2 1. (117) 
It will be useful later on to have an expression for NP(l) in terms of NP(l—1). Using (117), 


one can easily derive the recursive expression 


2 (21 — 


NP() - | : 2| npa - 1) for | > 2. (118) 


Now that the total number of paths can be calculated, one must determine 
the total number of paths for which Xj is greater than zero. Drawing a graph of the 
possible sample paths helps to determine the number of paths for which X7 is greater than 
zero. By plotting possible sample paths of L(t;) against t; for a given 7, one can create a 
directed graph that contains all of the possible sample paths from L(0) = 0 to L(te,) = 0. 

Figure 32 shows the possible sample paths for 7r — 3. The y (vertical) axis 
is L(t;), the number of customers in the system at time t;. The z (horizontal) axis is the 
transition number i.e., the index j of t; for 7 — 0 to 2r. A point is represented by the 
ordered pair (a,b) where a is the transition number from the z axis and b is the value of 
E). 

The lines connecting the points represent the transitions; a +1 slope is an 
arrival and a —1 slope is a departure. Slopes other than +1 are not allowed since there are 
only the two types of transitions. The arrows on the lines indicate the directed nature of 
the graph in that as the x axis represents subsequent points in time, one can only move to 
the right. 

A sample path from a point (a,b) to another point (c,d) is a set of points such 
that the first element of the ordered pairs is strictly increasing from a to c and the second 
element of each pair is either 1 greater or 1 less than the second element in the preceding 
pair. A sample path from (3,1) to (6,0) in Figure 32 is the set {(3,1), (4,2), (5,1), (6, 0)}. 

In short, there are several constraints in constructing a graph of the possible 


sample paths for the number of customers in the system for a busy period with r customers. 


1. The graph always starts at the point (0,0). 
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Figure 32. Graph of the possible sample paths for a busy period with 3 customers. 


2. The value of L(t;) is less than or equal to t; for 1; € 7, and is less than or equal to 
2T —1; for t; » T. 


3. The point (a,0) only exists for a = 0 and a = 27. 
4. The lines must have slopes of +1. 


To construct a graph for a given 7, one starts at the point (0,0) and creates 
all transitions permitted by the above constraints. When 7 = 3, the constraints lead to the 


creation of the graph in Figure 32. The two possible sample paths from (0,0) to (27,0) for 


7 = 3 in Figure 32 are 


((0,0), (1, 1), (2,2), (3, 3), (4,2), (5, 1), (6,0); 


and 


((0,0), (1,1), (2,2), (3, 1), (4, 2), (5, 1),(6,0)j. 


The line connecting (2,2) to (3,3) in Figure 32 must be part of the path for X7 to be 
greater than 0. To determine the number of paths for which X7 » 0, one can count the 
paths from (3,3) to (2r = 6,0). Counting is easy in this graph since there is only one path. 
Note that one can determine the number of paths for which X7 = 0 (again 1 path) by 
counting the paths from (3,1) to (27,0). 

As T increases, the number of paths increases and the graph gets larger. 


Figure 33 shows the five possible sample paths from (0,0) to (8,0) for a busy period with 
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4 customers. Again one can count the paths for which X7 > 0 (3 of them) by counting the 
paths from (3,3) to (27 = 8,0) and one can count the number of paths for which X7 — 0 
(2 of them) by counting the paths from (3,1) to (8,0). Counting paths gets tedious as 7 
increases since, as can be seen from (118), as / increases by 1, the number of paths goes up 
by a factor that approaches 4 as 7 — ! gets large; for r — 8, the total number of paths is 
429. 
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Figure 33. Graph of the possible sample paths for a busy period with 4 customers. 


Comparing the graphs for 7 — 3, Figure 32, and for 7 — 4, Figure 33, one 
can see that the number of paths from (3,1) to (8,0) in Figure 33 is identical to the number 
of paths from (1,1) to (6,0) in Figure 32. Thus for 7 — 4, the number of paths for which 
Xj = 0 equals the total number of paths for r = 3. This can be shown to be true in 
general. Let NPx3 e(l) denote the total number of pati. for which Xf = 0 for a given 
m. 

Lemma 3 For r — l where l > 3, the total number of paths such that X} = 0 equals the 
total number of paths forr =l—1. | 


Proof 
The proof that follows depends upon constructing the graph for r = l from 
the graph for r = l — 1 in a special way. There are two methods for expanding a graph for 


r =l— 1 toa graph for r = l. The first method expands to the right by adding the set of l 
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points ((1,1),(1+ 1,1— 1),(14+2,1—2),...,(21,0)), then adding the permissible connecting 
lines and finally deleting the line from (2(! — 1) — 1,1) to (2(1 — 1), 0). 
The second, and more useful method for the purpose at hand, is to expand 


the graph to the left and then shift the z axis. 


l. First add the set of points [(1 — 2,1), (1— 3,1— 1), (1— 4,1—2),...,(—2,0)) and delete 
the line from (0,0) to (1,1). Figure 34 shows the results of these operations on a 
graph where l — 1 = 3. As a result of expanding to the left, no paths are created or 
destroyed from (1,1) to (2(1 — 1),0); thus the total number of paths from (1,1) to 
(2(1 — 1),0) remains NP(l — 1). 

2. Now shift the z axis to the right by adding 2 to each transition number. The former 
point (1, 1) becomes the point (3, 1) and the former point (2(l — 1),0) becomes (21,0) 
and again no paths have been created or destroyed between these two points. 

3. Now the total number of paths for which X7 = 0 in the graph for 7 = l is the same 
as the total number of paths in the original graph for r = l — 1. By adding in the 


permissible lines for the new points on the left, the graph contains all the sample 
paths for a busy period with 7 = | customers. 
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Figure 34. The results of expanding a graph for l — 1 = 3 to the left. 


Given that NP x+=0(1) = NP(! — 1), it follows that 


NP(l) - N Py4 (Ù) 


Pre Or — ta NPC) : 
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Since EU; 07 = 2) = 0, it is also true for l > 2 that 


i 
a = Pr{Xf >0|r =I} = 7 (119) 


as was to be shown. 


By manipulating (119), it is easy to see that as l gets large cı approaches 
3/4. Thus regardless of how large r may be, XF does not have to be positive i.e., it can be 


Zero. 


5. The Distribution of C = D—T/p 
Now that c; can be computed, the conditional survivor function for D for r > 2 
in (116) is completely determined. Given (115), (116), and the formula for c; in (119), one 


can derive the survivor function for C by conditioning on 7 as follows: 


Pr(C > 2) 


Pr{(D m T/p > z)), 


= ^ PrH(D (i + ty) | ee rT =l}, 
=e 


= D PD rere i) nr =e) Prir = 1). 
l=1 
Porr == 1, using (1159 


a OO (120) 
0, for(x+1/p)>0 


since Tr = 1 implies that D is identically zero. For r = 1 > 2, it follows from (116) that 


1, for (x+1/p) < 0; 


PROD > l = 
r( (x +1/p)} eu(z+l/u) | + cp (z 3c 1)"] ; for (zr 4 1/p) 2 0. 


(121) 
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By unconditioning on Tr and combining the above expressions, (120) and (121), one can 
write the unconditional survivor function for C, for —oo « z < oo, as 


1 oo 
Pr(C > x} = I [(z41/2)«0] (E + yere [1 T ecu (x + 1 Dri = l) (122) 
i=2 


where Pr(r = /) comes from (101) and I[T] is an indicator function that is 1 if T is a true 
statement and 0 otherwise. 

Looking closely at (122), one can see that the distribution for C is a mixed 
distribution with a positive probability for C — —1/p. The need for plus functions to 
describe the mixed distribution of C makes (122) not all that useful for determining the 
expected values of transformations of C. It is much easier to first condition on 7, then 


determine the expected value of a transformed C', and then uncondition. 


6. Formulas for the Expected Value of Transformations of C 
Determining the expected value of C and transformations of C using (122) can 
be difficult because of the plus functions. By conditioning on 7, one can take advantage 
of the fact that E[f(C)] 2 E[E[f(C) | 7]] and work with the conditional distribution for C. 
The first step in determining expected values is to determine d Fej; (z). 


Working with (115), (116), and (122), one can derive the following expressions: 


dF oj;=1(2) I [z E -l/u], (123) 


0, forz < -2/p; 


dE ¿=2(1) 
| ue-"(e*?/B) forz > -—2/u 


(124) 


and 


0, forz < —l/p; 


p(1 — ei)ue7 CHA R ep (e e a e for x > —I/p. 
(125) 


dFojr=i>2(1) = 


Note that (124), which is actually a special case of (125), is displayed for clarity. 
One can determine the conditional expected values for C given r by integrat- 
ing (123) and (125) over the ranges where d¥¢j,(z) is non-zero. Doing these operations, 


with the change in variable of integration of y = z +1/p, yields the following conditional 
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expected values: 


El s = (126) 
EIC|r=2] = = and (127) 
ECT =r 2] = (1-1-4) (128) 


Unconditioning then entails summing the conditional expected values from (126) 
and (128) over the possible values for r while weighting them by the probabilities for r = l 


1.€., 


E[C] 


3 E[C pe ent Ty 
iz 


= — Pr{r = + El- 1- e) Prr =), 


i=? 
=f 1 nd 1/201 —2 Tj 1— 
Ea jar om 


This is the final result. While no closed-form solution is apparent for (129), it is possible 
to determine E[C] directly from E[D] and E[r] as Iglehart and Lewis (1979) did in calcu- 
lating (100). Their method though provides only the expected value of C. The expression 
for E[C] in (129) is useful in that it provides the basis for determining the expected values 
of transformations of C. 

One can use (123) and (125) to derive an expression for the expected value of 
transformations of C i.e., g(C) where g(z) is a continuous transformation that is well defined 
for —oo < z < œ. To demonstrate the method for determining an expression for E[g(C )], 
let g(z) be xP. Since C can be negative or zero, the power parameter p must be restricted to 
being a positive even integer. Using (123) and (125), one can write the general expressions 


EIE (=) (130) 


and 
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Beria = y A RA + tara je) 4, 
—l/u 


pé fa E a S 1/1)? ye*¥ } dy. (131) 


After integrating and a bit of manipulation, one can write the conditional expected value 


in (131) as 


j=p 
E[C?|7=1>2]= E =) [aca > (- »( Jes +c Zo apra D: 
(132) 
where p is an even integer and c is from (119). 
To get the unconditional expected value, one must now sum (131) and (132) with 
respect to the probability mass function for r. Thus one can write the expected value of 


C? for positive even-integer p as 
Lap 
EIC (=) (Pr{r=1}) 


p l=% J= 
+5) 2. Y |a-ac e Je + a (Fleas pt} Pr(r = 1) (133) 
lz2 320 


Depending upon the probability mass function for 7, no closed-form solution may be ap- 

parent. In some cases, one can use direct computation to get an approximate answer. 
Now that expected values of some nonlinear controls can be obtained, the next 

section will use a simulation to evaluate the performance of these controls in reducing the 


variance and mean square error of the regenerative estimate of the stationary waiting time 


an M/M/1 queue. 


C. NONLINEAR CONTROLS FOR THE STATIONARY WAITING TIME 
IN AN M/M/1 QUEUE 
A simulation experiment was conducted to determine the performance of several non- 
linear controls at reducing the variance and mean square error of the regenerative estimate 
of the stationary waiting time in the M/M/1 queue. The major factors in the simulation 
experiment were the traffic intensity p, the form of the nonlinear control and the number 


of cycles, n, used to compute W'(n) using (94). 
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The initial traffic intensity was p = .5. It was then increased to p = .99. The standard 
for judging effectiveness was the linear control of C = d — r/p from (95) where D comes 
from (97). Several nonlinear controls were examined for p = .5 and only the most effective 
were examined at p = .99. 


The estimators used in the experiment are as follows: 


è W'(m,n) is the controlled estimate of the stationary waiting time. The m and n 
indicate that m independent estimates W;(n), for j — 1,...,m, from (94), were 
averaged to get the estimate as in (92). 


e sí is the estimate of the variance of W'(m, n). This is calculated as variance of 


W'(m,n) 
the m estimates W;(n) divided by m as in (93). The standard deviation (SD) is the 


square root of s2— Sti. 
W'(m,n) 


e The mean square error (MSE) is estimated as the sum of so and (Wm, n) — 


W'(m,n) 
E[W])? where E[W] is the known expected value for W given in (90). 


The experiment showed that a nonlinear control could be more effective than the linear 
control at a traffic intensity of .5. However, when the traffic intensity was increased to .99, 
the nonlinear controls were either no more effective than the linear control or had too much 


bias to be useful. 


1. The M/M/1 Queue with Traffic Intensity of .5 
The first part of the experiment consisted of simulating an M/M/1 queue with a 
traffic intensity of .5. The interrarrival and service rates were chosen so that the traffic inten- 
sity was .5 and the expected value for W, computed using (90), was 10. The M/M/1 queue 
was simulated until 120,000 total busy periods or cycles ‘ere completed. The data was 
collected for calculating Y, r and D for each busy period. | 
Breiman and Friedman's (1985) ACE program, discussed in Chapter II, was used 
to initially assess the performance of the linear control vis-a-vis the best nonlinear control, 
the control being a function of C. Iglehart and Lewis (1979) reported that the linear 
control reduced the standard deviation of the crude estimate by about 70%, or equivalently, 
achieved an R* of .54. When the ACE program was given C — D—T/p as the independent 
variable and Z = Y — rr as the dependent variable, the estimate of R^ was between .58 


and .76 depending upon the sample. The fact that the estimated R?s from ACE were higher 
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than that obtained by the linear control indicated that using a nonlinear control instead of 
the linear control could increase the obtained variance reduction. 

Figure 35 is a bivariate scatterplot, using data from one sample of 5,000 busy 
periods, which typifies the untransformed relationship between Z = Y — rr, on the y axis, 
and the linear control C = D — rT /p on the z axis. When looking at the graph one sees less 
than 5,000 points. This is due to two reasons. The first is the printer resolution. The second 
is the fact that a single dot represents all the busy periods that have only one customer; 
for those busy periods the control value for the z axis is 0 — 1/p and the Z value for the y 
axis is 0 — r. This single dot can represent a large number of points since the probability 
that a busy period has just one customer is 1/1 + p. For p = .5 the probability that a 
busy period has only one customer is .66. One can see in Figure 35 that there is a “cloud” 
of points in the lower right representing the busy periods with few customers. The highly 
scattered points on the left side of the graph represent the busy periods where there are 
many customers. 

Figure 36 shows the transformation ACE determined for maximizing the corre- 
lation between the Z data and the transformed control data in Figure 35. In this figure 
the y axis contains the transformed C values and the z axis contains the original C values. 
On the left side of Figure 36 the transformation looks linear. However, on the right side of 
the graph, where the transformation curves back up, the approximating transformation is 
clearly nonlinear. 

In general,the graphs of the ACE approximating transformations for C had the 
distinct parabolic style curvature shown in Figure 36. In an effort to get a transformation 
of C = D — Tfu to mimic the parabolic shape there were essentially two approaches. The 
first approach was to transform C. The second approach was to transform D individually. 
Since D is a nonnegative random variable and its distribution is more tractable than that 
of C', more transformations of D were possible. In short, the following nonlinear controls 
were compared to the baseline linear control, C 2 D — r/p, for controlling the top of the 
ratio estimator (94): 

IO Os 
2. h(C,p)= 2 —7/p, 
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Figure 35. A bivariate scatterplot of Z versus C — D — r/y for a sample of 5,000 busy 
periods of an M/M/1 queue with p=.5. 
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Figure 36. A bivariate scatterplot of the ACE transformed C versus C 2 D — r/p fora 
sample of 5,000 busy periods of an M/M/1 queue with p=.5. 
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3. h(C,p) =(D—7/u) + (22 7/1), and 

4. h(C,p) = ES 7 r/n) " c E 1/1) 
where D, and D; in the fourth control are formed as in (111). Control 1 is actually still a 
linear control (although a multiple linear control) as the exponent was fixed at 2 beforehand. 
Control 2 is the simplest of the nonlinear controls, with Controls 3 and 4 becoming more 
complex. 

The four nonlinear controls above were individually used in the control function 
as in (99) to calculate a nonlinearly controlled regenerative estimate. Table 3 contains the 
estimates of the standard deviation associated with the crude estimate, the linearly con- 
trolled estimate and the four nonlinearly controlled estimates. Each estimate was based on 
the same sample of 120,000 busy periods or cycles. The table shows the standard deviation 
estimate by type estimator and by the number of busy periods, n, used to compute W'(n). 
The number in () is the ratio of the controlled standard deviation to the crude standard 
deviation. This is the measure of variance reduction used by Iglehart and Lewis (1979). 

Table 3 shows several things. First, for this estimate, the linear control did better 
than expected. For n=4000, the standard deviation of the linear control estimate was 57% of 
the crude estimate as compared to the 68% reported by Iglehart and Lewis (1979). Among 
the nonlinear controls, the second control above had the smallest estimates of the standard 
deviation; for n=2000 SS mn) = .059 and for n = 4000 Se mn) = .05816. These estimates 
translate to variance reduction R?'s of .73 and .76 respectively, values which are close to 
the maximum ACE estimates. 

One can also see in Table 3 that the addition of C^ to the linear control function 
did not improve the estimates over the linear control C by itself; in fact the estimated 
standard deviation was larger for n — 500, 1,000 and 2,000. This lack of improvement 
may be due in part to the variance inflation that results from having to estimate a second 
coefficient as discussed in Section B.3 of Chapter II. As will be discussed again in Sec- 
tion A.2.a, a more important reason is probably the impact of the small sample bias of the 
control function increasing the bias of the controlled estimate. The tendency of a control 
function to affect the bias of the controlled estimate is a function of the variance of the 


control function. Since Control 1 contains C? in addition to C, it has much higher variance 
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than the baseline linear control of just C. Thus Control 1 is much more likely to be further 
from its asymptotic mean of zero than the baseline linear control. This small sample bias 
can affect the bias of the controlled estimate. The point is that one would predict that 
Control 1, with its additional term, would be more effective than the baseline linear control 
and in fact Control 1 is less effective. This is one of the characteristics of the controlled 
ratio estimator discussed in Section A.3. 

In summary, Table 3 shows that based on a single estimate, the more complicated 
Controls 3 and 4 did no better than Control 2, and Control 2 reduced the standard deviation 


more than the linear control. 
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TABLE 3. Estimates of the standard deviation of W'(m,n) for various n from 120,000 
busy periods of an M/M/1 queue with traffic intensity of .5. The number in 
() is 100 times the ratio of the estimated controlled standard deviation to the 
crude estimated standard deviation. 






In order to evaluate the bias characteristics of the estimates as well as their 
standard deviations, Table 4 shows the estimated mean square errors associated with the 
standard deviation estimates in Table 3. Again Control 2, D” does better than the linear 
control at reducing the mean square error and none of the more complex controls do any 
better. Control 1, C 4- C^, actually increases the mean square error due to severe bias 
problems in W'(m,n). As n increases to 4,000, the inflation lessens but does not go away. 

Tables 3 and 4 show an estimate of the standard deviation and mean square error 


for each control and n combination. To get estimates of the precision of the estimates of 
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— | Estimated Mean Square Error (% of Crude) 
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TABLE 4. Estimates of the mean square error of W'(m,n) for various n from 120,000 
busy periods of an M/M/1 queue with traffic intensity .5. The number in () 
is 100 times the ratio of the controlled estimated mean square error to the 
crude estimated mean square error. 







the mean square error and variance reduction, the 120,000 busy periods were separated into 
M independent “replications” so that multiple Wm, n) could be calculated. For n = 500, 
the 120,000 busy periods separated into M = 12 replications; for n = 1000, 2000 and 4000, 
they were separated into 12, 10, and 5 replications respectively. 

Figure 37 contains triples of boxplots of the estimated mean square error for each 
replication's W'(m,n) for the linear control and two of the nonlinear controls for different 
sample sizes n. Figure 38 contains triples of boxplots of the estimated variance reduction, 
computed as 1 — s2— < 


W'(m,n) doen) 
two of the nonlinear controls for different sample sizes n. For each triple of boxplots, the 


, for each replication's W'(m, n) for the linear control and 


left one is the linear control, the middle is Control 4 an^ ^e right boxplot is Control 2. 
Figure 37 shows that as n increases to 4,000, the estimated mean square error decreases 
for each controlled estimate. It also shows that for each n, Control 2, D?, tends to have a 
lower estimated MSE than the other controls. 

Figure 38 shows that the nonlinear Control 2 is generally more effective at reduc- 
ing the variance than the linear control. Additionally, the mean of the estimated variance 
reduction, .736 for n—4000, is close to .76, the largest estimated R? estimated by ACE. 
Unfortunately, as will be shown in the next section, when the traffic intensity increases to 


.99, the nonlinear control is no more effective than the linear control. 
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Figure 37.  Boxplots of the estimated mean square error for multiple replications of three 
nonlinearly controlled estimates. For each triple of boxplots, the left one is 
the linear control, the middle is Control 4 and the right boxplot is Control 2. 


x YR, Section Estimates of the Variance Reduction 





PRETI neb500 ' n= 1000 n = 2000 n * 4000 
Lin Con 0.58087 0.35502 0.657419 0.67108 
DPt6ezo 0.87420 0.58697 0.68247 0.73244 
D? 0.87380 0.47007 0.66026 0.78667 

E a 0.06066 0.14620 0.18153 0.06108 
pPt-gaPD 0.04528 0.10350 0.09456 0.05523 
p? 0.06005 0.16450 0.10686 0.06397 


Figure 38. Boxplots of the estimated variance reduction for multiple replications of three 
nonlinearly controlled estimates. For each triple of boxplots, the left one is 
the linear control, the middle is Control 4 and the right boxplot is Control 2. 
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2. The M/M/1 Queue with Traffic Intensity of .99 
Another simulation experiment was conducted with the parameters chosen so 
that the traffic intensity would be .99 while the expected value of W remained at 10. The 
simulation was run until 200,000 busy periods were completed. In addition to the linear 
control, each of the four controls listed previously was evaluated for p = .99. The first 
part of the evaluation consisted of using the 200,000 busy periods to estimate W'(m, n), its 
variance and mean square error, for different n where m x n = 200,000. None of the four 
controls did appreciably better at reducing the variance and means square error than the 
linear control of just C. Control 1 had problems with bias and Controls 2, 3, and 4 were 
ineffective at increasing the correlation of the transformed control with Z. 
a. The Performance of Control 1 

As one would suspect, Control 1 always had a higher estimated correlation 
with Z than did the linear control of just C. As an example, when the 200,000 busy 
periods were sectioned into 20 sections. containing 10,000 busy periods each the estimate of 
the squared correlation between Z and the baseline linear control averaged .61 for the 20 
sections; for Control 1, the average of the estimated square correlations was .89. 

Unfortunately, the large increase in correlation for Control 1 did not translate 
into variance reduction or mean square error reduction. Table 5 shows the estimate of E[W], 
its estimated standard deviation and estimated mean square error as a function of n and the 
type of estimate for the crude, the linear control with C and Control 1. By comparing the 
rows for the standard deviation, one can see that while the Control 1 estimated standard 
deviation is less than the crude’s estimated SD, it is generally larger than the baseline linear 
control’s estimated SD. 

The real difficulty with Control 1 can be seen by comparing the rows in 
Table 5 for W (m,n) with W'(m,n) and the associated rows for the estimate of the mean 
square error (MSE). The Control 1 estimate for W'(m, n) is clearly biased with its estimates 
of 10.4, 111.4, 11.8 and so on. As for the M/M/1 queue with traffic intensity .5, this bias 
causes the estimates of the mean square error to be greater for Control 1 than the crude 
estimate for n greater than 1000. 

The source of the bias in the Control 1 estimates can be seen when the indi- 


vidual estimates W’(n) ; are examined. For example, consider the 20 estimates W'(10, 000), 


127 


j =1,...,20, that are used to compute the four estimates for n = 10,000 in the right-hand 
column for Control 1. These are the estimates described above in the first paragraph of 
this section that had an average estimate of squared correlation between Z and Control 1 
of .89. However, 11 of the 20 estimates were further from the true value of 10 than their 
corresponding linear control C estimates and 8 of the 20 were further from 10 than their 
corresponding crude estimates. The most biased Control 1 estimates occurred when the 
crude estimate was at an extreme value. For crude estimates of 5.97, 7.11 and 17.26, the 
Control 1 estimates were 12.00, 17.31 and 12.18 respectively, despite having R? estimates 
from the regression that estimated the coefficients of .82, .94 and .95 respectively. These 
highly biased estimates for W'(10, 000) not only increase the bias of W'(m, n), they increase 
its estimated variance as well. 

The high bias in the few individual W'(n) can be attributed to bias in their 
control functions. While the estimate C was close to the true expected value of C for these 
sections, the estimate of C? was not close to the true expected value despite a section size 
of 10,000. This can be attributed the higher variance associated with estimates of second 
moments such as C?. The highly skewed nature of the distribution for C for a traffic 
intensity of .99 only serves to exacerbate the problem. In short, despite the fact that its 
estimated correlation with Z is much greater than for the linear control C, Control 1 is not 
as effective as using C as the linear CORSI of the top because of the bias problem. 

Table 5 also demonstrates that one can not rely solely on the reduction on 
the standard deviation as a measure of effectiveness of a control. The s'/s rows contain the 
ratio of the estimated standard deviation of the controlled estimate to that of the crude 
estimate. The row for Control 1 shows that Control 1 can be effective for this one sample 
at reducing the standard deviation through an appropriate choice of n. For n — 4000, 
Control 1 reduces the standard deviation of the crude estimate to 51% of its original value. 
However, at the same time, the bias of Control 1 causes a 383% increase in the estimate 
of the mean square error. Thus when evaluating controls for biased estimators, one must 
consider the effect of the control on the estimated mean square error in addition to its effect 


on the estimated standard deviation. 
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TABLE 5. Section estimates based on 200,000 busy periods for the stationary waiting 
time in an M/M/1 queue with traffic intensity of .99 for different sample 
sizes n. 


129 


b. The Impact of the Choice of n 

Table 5 also shows the importance of selecting the proper number of busy 
periods n to use to calculate W'(n). Iglehart and Lewis (1979) chose n — 2000 for their 
estimates. They noted that for p = .99 and n = 2000, the baseline linear control estimates 
W'(n) j were nonnormal and Wm, n) had substantial bias. They recommended that n be 
increased beyond 2000 to alleviate these problems. 

The rows for the baseline linear control of C in Table 5 indicate that using 
n greater than 2000 can reduce the bias of W'(m, n) as well as the estimate of its standard 
deviation. For each n 2 4000, the estimates of W'(m, n), namely 9.81, 9.77, 9.97, 9.99, 
and 9.93, are clearly closer to the true value of 10 than the n — 2000 estimate of 9.49. 
Keeping in mind that, for a fixed total of busy periods, as the n of Wm, n) increases the 
m necessarily decreases. Thus some of the estimated standard deviations of the higher n 
were larger than for n — 2000. However, the standard deviations were small enough so 
that the estimates of the mean square error range from 4196 down to 1796 of the n — 2000 
estimated mean square error for the n = 2000 crude estimate. 

One reason that the estimates of the standard deviation for the baseline 
linear controlled estimates did not increase with decreasing m is that the control became 
more effective at reducing the standard deviation. The ratio of controlled to crude estimates 
of the standard deviation, namely s'/s, for the baseline linear control at n = 2000 was .63; 
for n — 5000 it dropped to .49, and at n — 10,000 the s'/s ratio was .41. 

Table 5 also shows the impact of the choice of n on a single sample of 
200,000 busy periods. It indicates that choosing an n greater than 2000 when p = .99 can 
improve the overall effectiveness of the control at reducing the estimated mean square error 
of W'(m,n). 

c. The Performance of the Nonlinear Controls 2, 3 and 4 

Controls 2, 3 and 4 all depend upon transformations of D to increase their 
correlation with Z. For the M/M/1 queue with traffic intensity .5, Control 2 was able to 
increase its correlation with Z over the linear control of just C. For that simulation, with 
p — .5, the expected value of D was 2.22 as compared to an expected value of C of —15.5. 
Raising D to a power could have a definite effect on the shape of the transformed C. 


For p = .99 the expected value of D was only .025 as compared to an expected value for C 
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of -10.02. Raising D to a power or even using an exponential transformation of D had 
minimal effect on the shape of the transformed C. Thus for p = .99 the dominant factor in 
the control was the effect of 7, and D had little influence. This explains why Controls 2, 3 
and 4, which involved transformations of D, were only as effective as the linear control of 
just C. 

d. Controlling the Bottom 

Since transformations of D were ineffective, that left only C and C? as possi- 
ble controls. Controlling the top using Control 2, with C*, had unavoidable bias problems. 
Another alternative is to control the bottom. Controlling the bottom is essentially the 
same as controlling the top as in (94). The difference is that the control function H(C,@) 
is applied to 7 on the bottom of the ratio instead of to Y on the top. It was hoped that by 
putting the control function on the bottom, its bias would not affect the ratio as badly as 
when it was used on the top. Unfortunately, the opposite effect occurred. Using Control 1 
on the bottom yielded estimates that were more biased and more variable than the estimates 
produced by controlling the top. Thus controlling the bottom was not an improvement over 
controlling the top. 

e. Controlling the Ratio 

Another alternative to controlling the top is to control the ratio. Controlling 
the ratio involves using the control function to control the already formed ratio estimate. 
The thought behind controlling the ratio was that averaging the control function before 
applying it would reduce the bias of the control function, especially for Control 1, and thus 
reduce the bias of the controlled estimates. 

Controlling the ratio is analogous to the str. . it-forward control of the mean 
in that the actual estimates W(n) ; for j,...,m are controlled. Controlling the ratio is also 
analogous to control of a quantile estimate in that the estimates to be controlled as well as 
the control must be computed using data from n of the individual busy periods. Controlling 


the ratio uses the following expression to compute the controlled estimate: 


W(m,n) = 255 [W(m), - 1372 (5,6). (134) 
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Note that the control function is averaged prior to controlling the ratio. Thus one can use 
Control 1 with its known expected value for (C2) and does not have to determine 5| (£) " 

Three linear controls were evaluated for controlling the ratio. They were the 
baseline linear control of C, a control using just C? and Control 1 namely C 4- C?. The 
most effective control in terms of both variance reduction and mean square error was the 
control of C?. 

In order to compare the ratio control with C? against the control of the top 
with C, the 200,000 busy periods were separated into eight independent “replications” of 
25,000 each. Controlled estimates W (m,n) and W',(m,n) were calculated for various n 
for each of the k = 1,...,8 replications. Associated with each point estimate of W was an 
estimate of the standard deviation and the mean square error of the point estimate. 

Table 6 contains the averages of the eight estimated mean square errors (and 
their standard errors) along with the averages of the ratio of the standard deviation of the 
controlled estimate to the crude estimate (and their standard errors). The impact of the 
ratio control can be seen by comparing the averages of the s'/s ratios for the ratio control 
of C? to the averages for the top control by C. For each n the ratio control reduces the 
estimate of the standard deviation much more than the top control. However,by comparing 
the averages of the estimates of the mean square error, one can see that the average for 
the top control is generally smaller than that for the ratio control. The improvement in 
the variance reduction by the ratio control is offset by its bias problems. Thus the linear 
control of the top appears to create a better estimate when one considers both the variance 
reduction and the mean square error. : 

Unfortunately, for an M/M/1 queue with p = .99, the nonlinear transforma- 
tions of D were no longer more effective than the linear control of the top. While the use 
of the transformation C? improved the reduction of the estimate of the standard deviation 
over using just C, the resulting bias problems, even when used as a ratio control, negated 
its effectiveness. Thus the most effective control for reducing the estimates of the standard 
deviation and the mean square error was the linear control of the top with C. 

It appears that increasing n beyond 2,000 for the linear control, for a fixed 
total number of busy periods, reduced the estimated mean square error for the controlled 


estimate over using the smaller n = 2,000. While almost any reduction is useful for resource 
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TABLE 6. Means and standard errors for estimates of the mean square error and the 
ratio of controlled to crude standard deviations for estimates of the stationary 
waiting time from 8 replications of 25,000 busy periods each of an M/M/1 
queue with traffic intensity of .99. 



























intensive simulations such as a high traffic intensity queues, one would like to do better. 
The next section discusses a method for exploiting the special characteristics of the control 
of the top of the ratio estimator in order to drastically reduce the estimated mean square 


error of the estimate of the stationary waiting time. 


D. AVERAGE REGRESSION-ADJUSTED CONTROLLED ESTIMATES 

FOR REGENERATIVE SIMULATIONS. 

Average regression-adjusted controlled regenerative estimates result from using the 
regression-adjusted estimation technique of Heidelberger and Lewis (1981) in the context of 
controlled regenerative estimates. They developed the technique in the context of a generic, 
uncontrolled, regenerative simulation. The first subsection will present the technique in 
terms of the regenerative estimate of the stationary waiting time in a queue. 

Section D.1, will briefly describe Heidelberger and Lewis’s (1981 average regression- 
adjusted estimator. Section D.2, will discuss the incorporation of controlled estimates into 
the regression-adjusted technique and the impact using of ridge regression in lieu of least- 
squares regression. The techniques will be demonstrated using data from simulations of an 
M/M/1 queue and an M/G/1 queue. The data will show that by combining the techniques of 


regression-adjusted regenerative estimates and the linear control of regenerative estimates, 
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one can produce an estimate with substantially smaller variance and mean-square error 
than by either technique alone. 

Section D.3 will discuss the impact of using independent average regenerative esti- 
mates in the regression-adjusted technique. The data from the M/G/1 queue simulation 
will be used as an example. It shows that the estimates produced by using fewer indepen- 
dent average regenerative estimates tend to have larger estimated mean square error than 
the estimates produced by using the standard technique with more, correlated, average 


regenerative estimates. 


1. The Average Regression-adjusted Regenerative Estimate 

Heidelberger and Lewis (1981) proposed the regression-adjusted technique in or- 
der to improve the analyst’s ability to reduce the bias of a regenerative estimate (re) while 
assessing the normality/symmetry of the regenerative estimate. Their regression-adjusted 
technique exploits two aspects of the structure of regenerative simulations. 

The first aspect of the structure is the i.i.d. nature of the busy periods. Since 
the busy periods are i.i.d., one can section a single simulation of N = m x n busy periods 
into m i.i.d. simulations of n busy periods each. Thus one can average the m estimates 
of E [f (n) , namely W, (n) for j 2 1,...,m, to get the average regenerative estimate (the 
are (m, n, ) of Heidelberger and Lewis 1981). The average re is nothing more than WW (m, n) 
from (92). Heidelberger and Lewis's (1981) idea was to compute estimates W (m, n) for 
different values of n. Let nz, for k = 1,...,p, represent p different values of n. If for a given 
simulation of N busy periods one estimates W (m, ni) for each of the p values of nz, one 
gets p unbiased but correlated estimates of E[W(n;)|. 

The second aspect that the regression-adjusted technique exploits is the known 


bias structure of the regenerative estimate 1.e., 
E[fP(n)] — Bo + Bi/n + fon? 4 Band (135) 


Estimating the coefficients in (135) to eliminate some of the bias in the regenerative estimate 
leads one to the regression-adjusted regenerative estimate. 
Let W ra( N) represent the regression-adjusted regenerative estimate of the station- 


ary waiting time based on a simulation of N busy periods (the rare(N ) of Heidelberger and 
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Lewis 1981). The estimate Wra(N ) is defined as the estimate of Bo in (135). To estimate 
Bo, the p average regenerative estimates W (m, ni) are used as dependent variables in an 
unweighted least-squares linear regression on bo + B1/n -- --- -- Ba/nt. The regression can 
be to order d=1, 2, or 3 or more. For a given order d, the regression-adjusted regenerative 
estimate Wra(N ) is unbiased out to terms of order 1/n?. 

One needs an estimate of the variance of the regression-adjusted estimate though. 
Given that one can calculate a regression-adjusted regenerative estimate from a simulation 
of N busy periods, the final step of obtaining a variance estimate requires M independent 


replications of the regression-adjusted regenerative simulation. Thus in essence, one runs 





the simulation until a total of M x N busy periods are completed. Let Wra(M , N ) denote 
the averaged regression-adjusted regenerative estimate formed from M replications of N busy 


periods each (the arare(m,n) of Heidelberger and Lewis, 1981). The estimate Wra(M, N)is 





simply the average of the M independent regression-adjusted estimates. Since Wra(M ,N) 
is a sample mean, one can also estimate the variance of Wra(M , NV) as the sample variance 
of the M regression-adjusted estimates divided by M. 

An immediate concern with forming average regression-adjusted regenerative es- 
timates is determining appropriate values for the various parameters such as M, N, p, the 
ny and d. Heidelberger and Lewis (1981) describe a graphical protocol which can assist 
the analyst in selecting some of these values. For the remainder of this chapter, assume 
that the total number of busy periods in the simulation, namely M x N, has been set at 
200,000. The next subsection will discuss the methods for using the regression-adjusted 
technique with controlled regenerative estimates and the impact of ridge regression in lieu 


of least-squares regression. 


2. Using the Regression-adjusted Technique with Controlled Estimates 
Average regression-adjusted controlled regenerative estimates result from applying 
the regression-adjusted technique to controlled re’s. The overall procedure is the same as 
described in the last section, Section D.1. However, instead of using W(n) to calculate the 


average re, one uses W'(n) to calculate the average controlled re. The notation for the 





average regression-adjusted controlled regenerative estimate is simply W'ra( M NAE 
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Note that the type of control is important in determining the effectiveness of the 
combination. If one uses a control function that is unbiased for all sample sizes, and not 
just asymptotically unbiased, then the average of the controlled re's will tend to be almost 
identical to the average of the crude regenerative estimates. Thus the regression will yield 
virtually the same estimates for Wra(N ) and W'ra(N ) and their associated estimates of 
their mean square error and all will be for naught. However, if one uses a control function 
that is only asymptotically unbiased, the effects of the small sample bias may be such that 
the average re's are different for the controlled re's and the crude re's. In this case, the 
regression will yield different estimates for Wra(N ) and W' ra( N) and the estimated mean 
square error for the average regression-adjusted controlled estimate can be much lower than 
for the average regression-adjusted (crude) estimate. This is especially true when one is 
controlling the top of a ratio estimator. 

A potential difficulty with the regression-adjusted technique is the tendency for 
the least-squares regression matrix columns, composed of k rows of 1, 1/n, 1/n?, .. ., 1/n2, to 
be collinear. The collinearity can increase the variance of the regression-adjusted regenera- 
tive estimates. Johnson and Lewis (1989) presented results demonstrating that using ridge 
regression in lieu of least squares regression can diminish the impact of the collinearity 
and produce estimates with lower estimated mean square error. Ridge regression devel- 
oped from the realization that although least-squares estimators are the minimum variance 
among linear estimators, "they are not in general minimum-mean-square-error estimators 
in that class." (Kendall and Stuart, 1979, p.92) In the examples that follow, average ridge 
regression-adjusted estimates were computed using the ridge regression technique of Demp- 
ster, Schatzoff and Wermuth (1972). 

a. An Example: Estimating the Stationary Waiting Time in an M/M/1 

Queue 
The 200,000 busy Pere from the previous simulation of the M/M/1 queue 


with p=.99 was used to evaluate the performance of the regression-adjusted controlled re- 





generative estimate, W'ra(M, N), against both the section controlled estimate W'(m, n) 
and the average regression-adjusted crude estimate Wra(M , N ). Other factors in the eval- 


uation were the degree, d = 1 and d = 2, the type of regression, least-squares versus ridge 
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regression, and N, the number of busy periods used for computing each regression-adjusted 
controlled estimate. 

For the remainder of this chapter the term “best” estimate will refer to 
the estimate which has the smallest estimated mean square error (MSE). Unfortunately, 
resource limitations precluded running multiple replications of 200,000 busy periods so that 
the variability of the estimates of the mean square error could be determined. Thus the 
judgement of “best” is based upon a single estimate of the mean square error. However, 
while the data will not be able to establish which particular parameters are optimal, it 
will establish trends that demonstrate the effectiveness of using the regression-adjusted 
technique in combination with controlled regenerative estimates. 

Table 5 on Page 129 shows the best section crude estimate was W (40,5000) 
with an estimated MSE of .220. It also shows the best sectioned controlled estimate was 
W (20, 10000) with an estimated MSE of .057. 

Table 7 and Table 8 contain average regression-adjusted estimates of the 
stationary waiting time, crude and controlled respectively, along with estimates of their 
standard deviation (SD) and mean square error (MSE). Both tables indicate that for a 
fixed number of busy periods equal to M x N, the choice of large M versus large N is 
important. In both tables, the estimates of the MSE in the row for M = 8 are each lower 
than the estimates in the rows for M = 5 and M = 4. This indicates that it is more 
important to have multiple regression-adjusted estimates (large M) than to have many 
regenerative estimates for forming the average regenerative estimates used in the regression 
(large N). 

A second trend in the two tables is that fo. voth the least squares and the 
ridge regression estimates, the degree d = 1 regressions produce better MSE estimates than 
the degree d = 2 regressions. For example, in the M = 8 row in Table 7, the least squares 
estimate of the MSE goes from .292 to .457 as d goes from 1 to 2 and the ridge regression 
estimated MSE in Table 7 goes from .265 to .267. These estimates also show that increasing 
the degree of regression from 1 to 2 caused a much larger increase in the estimated MSE 
for the least square regression estimate than for the ridge regression estimate. 

Finally, in both tables the ridge regression at degree d = 1 produced the best 


average regression-adjusted estimate. For the average regression-adjusted (crude) estimate, 
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the M = 8 row in Table 7 had the best estimated MSE of .265. This was larger than the best 
section crude estimate from Table 5 of .220. However, the best average regression-adjusted 
linearly controlled estimate, the M = 8 row in Table 8, had an estimated MSE of .017. 
This estimate is just 8% of the best sectioned crude estimate. The average (least-squares) 
regression-adjusted estimate from the same row has an estimated MSE of .02, again less 
than 10% of the sectioned crude estimate. 

In summary, for this simulation of the M/M/1 queue with traffic intensity of 
.99, combining the regression-adjusted technique with the technique of linearly controlled 
regenerative estimates produced dramatic decreases in the estimated mean square error for 
the estimates of the stationary waiting time. Next, the same techniques will be applied to 
estimates of the stationary waiting time from a simulation of an M/G/1 queue. 

b. An Example: Estimating the Stationary Waiting Time in an M/G/1 

Queue 

As a second example of the use of the combination of the regression-adjusted 
technique with the controlled regenerative estimates, an M/G/1 queue was simulated for 
200,000 busy periods. The same data, namely Y;, 7;, and D; for : = 1,...,200,000 was 
collected in order to produce estimates of the stationary waiting time. The service times 
for the M/G/1 queue were distributed as independent variates from a Gamma distribution 
with shape parameter 1/2. The means of the Gamma distribution and the Exponential 
interarrival time distribution were selected so that known expected value of the stationary 
waiting time was again 10.0 and (due to resource constraints) the traffic intensity was .975. 

The control used to compute the controlled regenerative estimates was of the 
same form as the baseline linear control used for the M/M/1 queue, namely C from (95). 
The expected value of C for the M/G/1 queue was computed using methods suggested by 
Iglehart and Lewis (1979). Average regression-adjusted controlled estimates for the station- 
ary waiting time in an M/G/1 queue were calculated and compared against section crude 
estimates, section controlled estimates and average regression-adjusted (crude) regenerative 
estimates. Table 9 contains the estimates from the section crude and controlled estimates, 
namely W(m,n) and W'(m,n) calculated using (92) and (94), along with their associated 
estimated SD and MSE. 8 Comparing Table 5 with Table 9 one can detect several trends. 
The first is that the W (m,n) and W'(m, n) estimates for the M/G/1 queue in Table 9 tend 
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TABLE 7. Average regression-adjusted crude estimates based on 200,000 busy periods 
for the stationary waiting time in an M/M/1 queue with traffic intensity 
of .99. 
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TABLE 8. Average regression-adjusted linearly controlled estimates based on 200,000 
busy periods for the stationary waiting time in an M/M/1 queue with traffic 
intensity of .99. 
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TABLE 9. Section estimates based on 200,000 busy periods for the stationary waiting 
time in an M/G/1 queue with traffic intensity of .975. 


to have more bias at the higher n than the estimates for the M/M/1 queue in Table 5. At 
the same time, the estimates of the standard deviation are generally smaller for the M/G/1 
estimates than for the M/M/1 estimates. 

The combination of the increased bias and smaller standard deviation of the 
M/G/1 queue estimates can be seen in the estimates of the MSE. The estimated MSEs for 
the M/G/1 crude estimates are always smaller than those for the M/M/1 queue. The best 
crude estimate in Table 9 occurs for n = 10,000 with an estimated MSE of .083, much less 
than the .220 at n = 5000 in Table 5. The best controlled estimate for the M/G/1 queue 
in Table 9 occurs at n = 8,000 with an MSE estimate of .066. This is greater than the best 
M/M/1 queue estimate of .057 at n = 10,000. Thus the linear control is less effective at 
reducing the MSE of the estimate of the stationary waiting time for this simulation of an 
M/G/1 queue at p = .975 than it is for the simulation of the M/M/1 queue at p = .99 

Table 10 and Table 11 contain the estimates for the average regression- 
adjusted estimates both crude and controlled. The tables have the same layout as Tables 7 
and 8 with regard to the choice of M and N and the type and degree of regression. 

The results for the M/G/1 queue again show that the combination of the 
regression-adjusted technique and the controlled regenerative estimates is effective at reduc- 


ing the estimate of the mean square error for the estimate of the 
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stationary waiting time. As with the M/M/1 queue estimates in Tables 7 and 8, the 
predominant factor for producing estimates with less MSE is the choice of M, the number 
of regression-adjusted estimates that are averaged, versus N, the number of busy periods 
used to produce each regression-adjusted estimate. 

For the M/M/1 queue in Table 8, the estimated MSE clearly increased as 
M decreased. The row with M = 8 in Table 8 always had the best estimates. The tradeoff 
between M and N is not as clear cut den the M/G/1 queue. The smallest estimated MSE 
for the crude estimate in Table 10 is .070, which occurs for both M = 8 and M = 5. In 
fact three of the four estimates of the MSE are lower for the M = 5 row than for the 
M = 8 row. When M drops to M = 4, the MSE estimates usually double. Thus even 
though the larger M does not necessarily produce the best the average regression-adjusted 
(crude) estimate, one does not want M to be too small. For the average regression-adjusted 
controlled estimates in Table 11, the larger M, at M = 8, has the best MSE for each of 
the other factors, although not always by much. Again the row for M = 4 clearly has the 
highest estimated MSEs. 

For the M/M/1 queue, increasing the degree of the regressions also increased 
the estimated MSE. For the M/G/1 queue, Tables 10 shows a similar but less drastic effect 
for the crude estimate. Increasing d to d = 2 tended to increase the estimated MSE. 
However, for the controlled estimates, Table 11 shows that increasing d to d = 2 improved 
the estimated MSE over d = 1. 

For the M/M/1 queue, using ridge regression improved the estimated MSE. 
For the M/G/1 queue, using ridge regression had mixed effects. While sometimes it in- 
creased the MSE estimate over the least-squares MSE estimate, other times it decreased 
the MSE estimate. For no combination of factors did using ridge regression have a dramatic 
effect for the M/G/1 queue. 

In summary, the lowest section crude estimate of the MSE was .083, for 


10,000 in Table 9. The best section controlled estimate of the MSE was .066, for 


n 


n — 8000 in the same table. The best average regression-adjusted (crude) estimate had 
an estimated MSE of .070, in two places in Table 10. While this is an improvement over 
the section crude estimate, it is not as good as the section controlled estimate. However, 


the best average regression-adjusted controlled estimate had an estimated MSE of .023. 
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This is a reduction of the estimate of the MSE to 33% of the MSE of the best crude 
estimate. While not as dramatic as the reduction to 10% achieved for the M/M/1 queue, 
combining the regression-adjusted technique with the controlled regenerative estimates still 
produced substantial reductions in the estimates of the mean square error of the estimates 
of the stationary waiting time. 

The reductions achieved thus far were obtained by using the correlated 
average-regenerative estimates in the regressions. The next section will discuss modify- 


ing the regression-adjusted technique to use independent average regenerative estimates. 


3. Using of Independent Average Regenerative Estimates 

Heidelberger and Lewis's (1981) regression-adjusted technique described previ- 
ously computes average regenerative estimates for different n using the same busy periods 
over and over. Assume N is 12,000 busy periods and the set of ną for k = 1,2,3 is 
(500,1000,2000). One would first use all 12,000 busy periods to compute the average re- 
generative estimate iV (24,500). Then the same 12,000 busy periods would be used in a 
similar manner to compute 1v (12,1000) and iV (6,2000). Since the average re for a given 
n, say n — 500, uses the same data as the average re's for the other values of n, 1,000 and 
2,000, the set of average regenerative estimates used as the dependent variables in the re- 
gression are necessarily correlated with each other. The presence of pairwise correlation can 
mean that the least squares estimate of fog, namely Wra(N ), is not the minimum variance 
estimator (Kendall and Stuart, 1979, p. 83). 

One method for removing the pairwise correlation is to only use each busy period 
one time i.e., for computing a single n;’s average regenerative estimate. For the example 
of the 12,000 busy periods above, one would use the first 4,000 busy periods to compute 
W(8,500), the next 4,000 busy periods to compute W(4, 1000), and the last 4,000 busy pe- 
riods to compute W(2, 2000). By using each busy period one time, the average regenerative 
estimates used as the dependent variables in the regression are independent. 

For a given N and set of nj however, the cost of independence is a decrease in 
the corresponding my, the number of regenerative estimates averaged to get W (mz, nx). 
Given the n, are fixed, the variance of W(m,, ny) is a decreasing function of Mmk; as m; 


decreases, the variance of the W(mj,n,) increases. Thus the variance of the estimate 
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n= 500 1000 2000 4000 5000 7000 8000 





TABLE 10. Average regression-adjusted crude estimates based on 200,000 busy periods 
for the stationary waiting time in an M/G/1 queue with traffic intensity 
of .975. 





TABLE 11. Average regression-adjusted controlled estimates based on 200,000 busy pe- 
riods for the stationary waiting time in an M/G/1 queue with traffic inten- 
sity of .975. 
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Wra(N ) depends upon the balance between reducing m,, increasing the variance, and 
eliminating the correlation between the average re’s, decreasing the variance. 

To demonstrate the impact of using independent average regenerative estimates, 
the 200,00 busy periods from the simulation of the M/G/1 queue with traffic intensity 
.975 from the last subsection were used to calculate average regression adjusted estimates, 
both crude and controlled. Other factors included the type of regression, least-squares 
versus ridge, the degree of regression, d = 1,...,5, and finally, the choice of the ny. The 
set of values for nz dictates N and thus M for the following reason. One would like the 
independent average regenerative estimates used in the regression to have approximately 
equal variance. Thus one should use the same number of busy periods to compute the 
average regenerative estimate for each nz. For K values of n, one gets that N = K X nx 
and M = |200,000/N |. 

The following four tables, Tables 12, 13, 14, and 15 contain the estimates of the 
stationary waiting time from the 200,000 busy periods. The layout of each table is the 
same. Each table covers a single type of estimate, crude or controlled, and a single type 
of regression, least-squares or ridge. Within each table, the same four sets of ny, and their 
associated M and N are used to calculate the estimates. The average regression-adjusted 
estimates and their associated estimates of the SD and MSE are displayed for each degree 
of regression. 

It appears that a major factor in obtaining a low estimated MSE is using a large 
nk. For each table, the best estimated MSE for degrees d = 1,2, and 3 occurred for M = 3 
where nx = 8,000. For degree d=4 or 5 the best estimated MSE occurred for either M — 3 
or M = 6, when nx = 4,000. Unfortunately, the high nx necessitates a low M and the low 
M implies that the estimates of the SD and MSE are highly variable. However, when nx 
was reduced to 2,000, the MSE estimates usually doubled, despite M being as high as 14. 

The impact of the degrees of regression is closely associated with the type of 
regression. The best least-squares estimates usually occurred when d = 2. The best ridge 
regression estimates usually occurred for d = 3. Using ridge regression did not lower the 
estimated MSE unless the degree of regression was 3 or higher. For degrees d = 4 and d = 5, 
ridge regression usually provided better estimated MSE than obtained using least-squares 


regression. 
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M=7,N=28,000 n = 80 125 250 500 1000 2000 4000 


so] sa | a | aos | m | 200 
Puse] sos [ooo [oso | se] ze 


M=14,N=14,000 n = 40 80 125 250 500 1000 2000 













TABLE 12. Average independent least-squares regression-adjusted crude estimates 
based on 200,000 busy periods for the stationary waiting time in an M/G/1 
queue with traffic intensity of .975. 


The bottom line is that the average regression-adjusted controlled estimates of 
the stationary waiting time in Tables 14 and 15, which were produced using the independent 
average re’s, have a higher estimated MSE than those in Table 11, which were produced 
using the correlated average re’s. The best estimated MSE in Table 11 is .023, for M = 8 and 
d = 2, and the best estimated MSE for the estimates created using independent average re’s 
is .033, in Table 15 for M = 3 and d = 3. Thus it appears that using fewer independent 
average regenerative estimates in the regression is not as effective at reducing the estimated 


mean square error as using more, correlated, average regenerative estimates. 
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M=3,N=56,000 n = 125 250 500 1000 2000 4000 8000 





M=7,N=28,000 n = 80 125 250 500 1000 2000 4000 


zz 
Wra(M, N) 8.54 





TABLE 13. Average independent ridge regression-adjusted crude estimates based on 
200,000 busy periods for the stationary waiting time in an M/G/1 queue 
with traffic intensity of .975. 


146 


M=3,N=56,000 n = 125 250 500 1000 2000 4000 8000 
[dat [eno [ans | das | ans 
wron | or | wo | m2 | us | ia 
so [ars | aww | oo | amo | 0 
MSE 129 046 048 185 














M=6,N=32,000 n = 40 80 125 250 500 1000 2000 4000 
IS a ae es 
A O E E 





M=7,N=28,000 n = 80 125 250 500 1000 2000 4000 














d= C= = = = 
ar | oas | so | ss | ose | 05% 
rsp. oem | aw aus | on | nsn 
use ose asm am xe] nee 
M=14,N=14,000 n — 40 80 125 250 500 1000 2000 
[ant [eno] dns | aes [eos 
Wein | oar | oes | ma wa | se 
rsp. [oum [a [ am [ em | xar 
cise [ome] me am as] zer 


TABLE 14. Average independent least-squares regression-adjusted controlled estimates 
based on 200,000 busy periods for the stationary waiting time in an M/G/1 
queue with traffic intensity of .975. 
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TABLE 15. Average independent ridge regression-adjusted controlled estimates based 
on 200,000 busy periods for the stationary waiting time in an M/G/1 queue 
with traffic intensity of .975. 
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E. SUMMARY 

This chapter has discussed various methods for using the regenerative method of sim- 
ulation to estimate the stationary waiting time in a queue. The first method built upon 
Iglehart and Lewis's (1979) linear control for regenerative estimates by incorporating non- 
linear transformations of the prospective controls. The expected value for several nonlinear 
controls for an M/M/1 queue were determined. These controls were then applied to data 
from simulations of M/M/1 queues with traffic intensities of .5 and .99. A nonlinear control 
was effective at reducing the standard deviation of the estimate of the stationary waiting 
time for the queue with the .5 traffic intensity. The same nonlinear control was ineffective 
at the .99 traffic intensity. While a control would improve the estimate of R? from the 
regression that estimates the coefficients for the control function, this R^ was an unreliable 
predictor of the effectiveness of the control, especially since it neglects the impact of the 
bias of the control on the bias of the estimate. 

The bias of the linearly and ERI controlled estimates necessitated using the 
estimated mean square error as a measure of effectiveness. Otherwise a technique that pro- 
vided substantial variance reduction at the cost of substantial bias would have been deemed 
effective. The estimate of the MSE was used to assess the effectiveness of combining the 
technique of linearly controlled regenerative estimates with Heidelberger and Lewis's (1981) 
regression-adjusted technique for regenerative estimates. 

Combining the two techniques created an average regression-adjusted controlled es- 
timate which had a much smaller estimated mean square error than that produced using 
either technique individually. This was demonstrated for simulations of both an M/M/1 and 
M/G/1 queue. The reduction of the MSE estimate to 1€ — or even 3376 of the best crude 
estimate was a dramatic reduction for such resource intensive simulations as an M/M/1 
queue with a traffic intensity of .99 and M/G/1 queue with a traffic intensity of .975. 

Finally a modification to the regression-adjusted technique was discussed. It was 


“many” cor- 


demonstrated that for a fixed overall: simulation size, it was better to use 
related average regenerative estimates for the regressions than to use a "few" indepen- 
dent ones. The increase in the variance of the average regenerative estimates caused 


by decreasing the number of regenerative estimates used for the averaging overwhelmed 
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the potential reduction gained by satisfying one of the requirements to have a minimum 
variance estimator. 

An additional factor in favor of the regression-adjusted technique is that it has an 
associated graphical analysis. This is given in Heidelberger and Lewis (1981) and is not 


discussed here. 


150 


VI THESIS SUMMARY 


This dissertation has presented several ideas oriented to improving methods for ana- 
lyzing the statistical output from stochastic computer simulations. The central theme of 
this dissertation has been to provide a means for assessing the variability of an estimate 
from a simulation and to reducing the variance of the estimate i.e., increasing the precision 
of the estimate, without a major increase in the resources required for designing, running 
and analyzing the simulation. With these methods, one can either increase the precision of 
an estimate for a fixed amount of resources or reduce the expenditure of resources required 
to achieve a given precision. 

The two major areas presented were the use of nonlinear controls for variance reduction 
and the use of average feb ressiofMadjusted controlled regenerative estimators. Nonlinear 
controls were discussed in each chapter and the regenerative estimators were discussed in 
Chapter V. It was shown that for some simulations, nonlinear controls could reduce the 
variance of the estimate as compared to using linear controls. For the more complex case 
of regenerative simulations which involve ratio estimators, where the nonlinear controls 
had difficulty, the average regression-adjusted controlled regenerative estimators had much 
smaller estimates of the mean square error than either regression-adjusted estimators or 
controlled estimators. 

After the introduction in Chapter I, Chapter II discussed linear controls for variance re- 
duction and showed that nonlinear transformations could improve their effectiveness. Non- 
linear controls were then defined in the context of nonlinear transformations of a control 
variable. It was shown how Breiman and Friedman’s (1985) ACE algorithm could be used 
to estimate the maximum correlation between a statistic of interest and a potential control. 
ACE provided a means for evaluating a control and suggesting possible nonlinear trans- 
formations for improving the effectiveness of the control. Various methods for introducing 
nonlinearity and methods for determining the resulting nonlinear control’s expected value 
were presented. It was also shown that nonlinear least-squares regression could be used 


to estimate the optimal parameters for some of the nonlinear transformations. As an ex- 
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ample of the use of nonlinear controls for variance reduction, nonlinear controls were used 
to improve the precision of estimates of the mean of W?, Anderson and Darling’s (1952) 
goodness-of-fit statistic. The nonlinear controls were able to improve the precision over the 
linear controls and come close to the ACE estimate of the maximum achievable variance 
reduction. 

Chapter III discussed the use of nonlinear controls for reducing the variance of quantile 
estimators. Order-statistic-based quantile estimators are a discontinuous function of the 
data. It discussed how the discontinuous nature causes some subtle differences between 
controlling the variance of quantile estimators and controlling estimates of a mean. It was 
shown how when the control is a quantile estimator, one can use its asymptotic expected 
value in the control function instead of its true expected value. It was demonstrated how 
the use of strictly monotonic transformations of a quantile estimator control can greatly 
reduce the difficulty of calculating the expected value of the transformed control. 

It was demonstrated in Chapter III that the method of sectioning yields a more reliable 
estimate of the variance of the quantile estimate than the method of jackknifing. ChapterIII 
also discussed the asymptotic normality of quantile estimates as it pertains to selecting sec- 
tion sizes. For a fixed sample size, as the section size used to compute the quantile estimate 
increases, the quantile estimates become more normal and the linear control becomes opti- 
mal. However it is demonstrated that by using a nonlinear control at smaller section sizes, 
one can get a more precise quantile estimate than by using the linear control at the larger 
section size. 

Chapter IV used asymptotic expansions for the moments of an order-statistic-based 
quantile estimator to develop additional asymptotic expansions. These expansions included 
the variance of a strictly monotone transformation of a quantile estimator and the covariance 
between two different strictly monotone transformations of the same quantile estimator. 
Using these new expansions, expansions were developed for the squared correlation between 
two strictly monotone transformations of a quantile estimator and the ratio of squared 
correlations between the two transformations of the quantile estimator. These expansions 
were used to prove that one can select a nonlinear strictly monotone transformation for 
a quantile estimator control such that the squared correlation between the nonlinearly 


transformed quantile and the quantile of interest is greater than the squared correlation 
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between the quantile interest and a linear transformation of the quantile control. Thus the 
nonlinear control is more effective at reducing the variance of the estimate of the quantile 
of interest than the linear control. The expansions were compared to estimates from an 
example simulation and found to be fairly accurate at predicting the variances, the squared 
correlations and the ratio of squared correlations. 

Chapter V discussed the use of nonlinear controls in regenerative simulations of queue- 
ing systems. The chapter built on Iglehart and Lewis’s (1979) linear control for regenerative 
estimates and Heidelberger and Lewis’s (1981) regression-adjusted technique for regener- 
ative estimates. Nonlinear controls were proposed for controlling the estimate of the sta- 
tionary waiting time in an M/M/1 queue. Formulas for the expected values of nonlinearly 
transformed controls were developed. These nonlinear controls were tested using simula- 
tions of an M/M/1 queue with traffic intensities of .5 and .99. One of the nonlinear controls 
was an improvement over the linear control for the .5 traffic intensity estimate. Its vari- 
ance reduction approached the ACE estimate for maximum achievable variance reduction. 
Unfortunately, when the traffic intensity increased to .99, none of the nonlinear controls 
were more effective than the linear control. A second linear control, which used the trans- 
formation C^, greatly increased the estimate of R^ given by the least-squares regression 
that estimated the coefficients for the control function. Unfortunately this R? estimate was 
a poor predictor of the reduction in variance of the controlled ratio estimate. It was also 
shown that one must use the estimate of the mean square error instead of the variance to 
judge the effectiveness of the controls. Some controls reduced the variance but at the cost 
of greatly increasing the bias of the estimate. 

ChapterV also proposed using average regression-adjusted controlled regenerative es- 
timates as an alternative to using nonlinear controls to reduce the estimated mean square 
error of the regenerative estimate of the stationary waiting time. These estimates result 
from using the controlled regenerative estimates to form the average regenerative estimates 
in the regression-adjusted technique of Heidelberger and Lewis (1981). Their technique is 
essentially a generalized jackknife which utilizes graphical analysis. These estimates were 
computed for the simulation of the M/M/1 queue with .99 traffic intensity as well as for a 
simulation of an M/G/1 queue with traffic intensity of .975. 
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The average regression-adjusted controlled regenerative estimates were computed using 
both least-square regression and ridge regression for several degrees of regression. It was 
shown that the choice of parameters can have a large effect on the estimated mean square 
error. It was also shown that the average regression-adjusted controlled estimate can have 
an estimated mean square error as low as 10% for the M/M/1 queue and 33% for the 
M/G/1 queue of the best estimated mean square error for a crude estimate. This was a 
dramatic reduction in the estimated mean square error, especially as it pertained to queueing 
resource intensive simulations. 

In summary, this dissertation provides several methods for improving one’s analysis of 
the output from a computer simulation. First, it shows how one can use the ACE algorithm 
to evaluate the effectiveness of a proposed control and suggest nonlinear transformations 
for improving the effectiveness of the control. It develops several methods for introducing 
nonlinearity into a control function and establishes that one can use nonlinear least-square 
regression for estimating the parameters of the transformation. It shows that nonlinear 
controls can be more effective than linear controls at reducing the variance of estimates 
of the mean as well as quantile estimates. Finally it demonstrates that while nonlinear 
controls may have limited effectiveness in regenerative queueing simulations, the use of 
linear controlled estimates to produce average regression-adjusted controlled regenerative 
estimates can dramatically reduce the estimated mean square error of the estimate of the 
stationary waiting time. 

Nonlinear controls will not be applicable for many simulations. One must be able to 
compute the expected value of the transformed control to use them at all. However they do 
provide an option that one can investigate for analyzing the output of a simulation. They 
can improve the effectiveness of a control so as to make controlling an estimate a worthwhile 
procedure. The reductions achieved by the average regression-adjusted controlled regenera- 
tive estimates should make them a viable option for analyzing the output from regenerative 
simulations. These methods can work and they can improve the analysis of output from 


stochastic computer simulations. 


154 


LIST OF REFERENCES 


Anderson, T. W. and Darling, D. A., “Asymptotic Theory of Certain “Goodness-of- 
fit” Criteria Based on Stochastic Processes”, Annals of Mathematical Statistics, v. 23, 


pp. 193-212, 1952. 
Bard, Y., Nonlinear Parameter Estimation, Academic Press, 1974. 


Barndorff-Nielson, O. and Cox, D., Asymptotic Techniques for Use in Statistics, Chap- 
man and Hall, 1989. 


Beale, E., “Regression: A Bridge Between Analysis and Simulation”, The Statistician, 


v. 34, pp. 141-154, 1985. 


Breiman, L. and Friedman, J. H., “Estimating Optimal Transformations for Multiple 
Regression and Correlation”, Journal of the American Statistical Association, v. 80, 


no. 391, pp. 580-619, September 1985. 


Chambers, J. M., Cleveland, W. S., Kleiner, B., and Tukey, P. A., Graphical Methods 
for Data Analysis, Wadsworth & Brooks/Cole, 1983. 


Cramér, H., Mathematical Methods of Statistics, Princeton University Press, 1966. 


Crane, M. A. and Iglehart, D. L., “Simulating Stable Stochastic Systems: III. Regen- 
erative Processes and Discrete-Event Simulation”, O: -ations Research, v. 23, no. 1, 


pp. 33-45, January-February 1975. 
David, H. A., Order Statistics, John Wiley & Sons, Inc., 1970. 


David, F. N. and Johnson, N. L., “Statistical Treatment of Censored Data”, Biometrika, 
v. 38, pp. 463-468, 1956. 


Dempster, A. P., Schatzoff, M., and Wermuth, N., “A Simulation Study of Alternative 
to Ordinary Least Squares”, Journal of the American Statistical Association, v. 72, 


pp. 77-106, 1972. 


155 


Efron, B. and Gong, G., “A Leisurely Look at the Bootstrap, the Jackknife and Cross- 
validation”, The American Statistician, v. 37, no. 1, pp. 36-48, February 1983. 


Gallant, A. R., Nonlinear Regression, John Wiley & Sons, 1987. 


Glynn, P. W. and Whitt, W., “Indirect Estimation via L = AW”, Operations Research, 
v. 37, no. 1, pp. 82-103, 1989. 


Heidelberger, P. and Lewis, P. A. W., “Regression-adjusted Estimates for Regenerative 
Simulations, with Graphics”, Communications of the ACM, v. 24, no. 4, pp. 260-273, 
April 1981. 


Heyman, D. P. and Sobel, M. J., Stochastic Models in Operations Research, v. 1, McGraw 
Hill, 1982. 


Hsu, J. C. and Nelson, B. L., “Control Variates for Quantile Estimation”, In Proceedings 
of the 1987 Winter Simulation Conference, Thesen, A., Grant, H., and Kelton, W. D., 
editors, pp. 342-346, 1987. 


Iglehart, D. L. and Lewis, P. A. W., “Regenerative Simulation with Internal Controls”, 
Journal of the Association for Computing Machinery, v. 26, no. 2, pp. 271-282, April 
1979. 


Johnson, M. E., Multivariate Statistical Simulation, Wiley, N.Y., 1987. 


Johnson, L. D. and Lewis, P. A., Simulation and the Delta Method: Viable Estimation 
in Asymptotic Expansions, The 21st Symposium on the Interface, 1989. 


Kendall, M. and Stuart, A., The Advanced Theory of Statistics, 4th ed., v. 1, Macmillan, 
1977. 


Kendall, M. and Stuart, A., The Advanced Theory of Statistics, 4th ed., v. 2, Griffin, 
1979. 


Kleijnen, J. P. C., Statistical Techniques in Simulation: Part I, Dekker, 1974. 
Kleinrock, L., Queueing Systems Volume I: Theory, v. 1, John Wiley & Sons, 1975. 


Lancaster, H. O., *Kolmogorov's Remark on the Hotelling Canonical Correlation", 


Biometrika, v. 53, no. 3 and 4, pp. 585-590, 1966. 


156 


Lavenberg, S. S., Moeller, T. L., and Welch, P. D., “Statistical Results on Control Vari- 
ables with Application to Queueing Network Simulation", Operations Research, v. 30, 
no. 1, pp. 182-202, January and February 1982. 


Lavenberg, S. S. and Welch, P. D., “A Perspective on the Use of Control Variables to 
Increase the Efficiency of Monte Carlo Simulations", Management Science, v. 27, no. 3, 


pp. 322-335, March 1981. 


Lewis, P. A. W. and Orav, J., Simulation Methodology for Statisticians, Operations 
Analysts, and Engineers, v. 1, Wadsworth & Brooks/Cole, 1989. 


Marquadt, D. W., *An Algorithm for Least-Squares Estimation of Nonlinear Parame- 


ters”, SIAM Journal, v. 11, pp. 431-441, 1963. 
Miller, R. G., *The Jackknife - A Review", Biometrika, v. 61, no. 1, pp. 1-15, 1974. 


Mood, A. M., Graybill, F. A., and Boes, D. C., Introduction to the Theory of Statistics, 
3rd ed., McGraw Hill, 1974. 


Nelson, B. L., Control- Variate Remedies, Department of Industrial and Systems Engi- 


neering, The Ohio State University, Report 1988-004, October 1988. 
Royden, H. L., Real Analysis, 3rd ed., Macmillan Publishing Company, 1988. 


Rubinstein, R. Y. and Marcus, R., “Efficiency of Multivariate Control Variates in Monte 


Carlo Simulation”, Operations Research, v. 33, no. 3, pp. 661-667, May-June 1985. 


Sampson, A. R., “A Tale of Two Regressions”, Journal of the American Statistical 


Association, v. 69, no. 347, pp. 682-689, 1974. 


Seila, A. F., “A Batching Approach to Quantile Estimation in Regenerative Simulation”, 
Management Science, v. 28, pp. 573-581, 1982. 


Serfling, R. J., Approrimation Theorems of Mathematical Statistics, Wiley, New York, 
1980. 


Smith, W. L., “Renewal Theory and Its Ramifications”, Journal of The Royal Statistical 
Society: Series B, v. 20, pp. 243-302, 1958. 


Tocher, K. D., The Art of Simulation, The English Universities Press, Ltd, 1963. 


157 


Weiss, L., “On the Asymptotic Joint Normality of Quantiles from a Multivariate Dis- 
tribution”, Journal of Research of the National Bureau of Standards, v. 68B, no. 2, 
pp. 65-66, April-June 1964. 


158 


INITIAL DISTRIBUTION LIST 


. Defense Technical Information Center 
Cameron Station 
Alexandria, Virginia 22304-6145 


. Library, Code 52 
Naval Postgraduate School 
Monterey, California 93943-5002 


. Professor Peter A. W. Lewis, Code ORLw 
Naval Postgraduate School 
Monterey, California 93943-5000 


. Professor Alan Washburn, Code ORWs 
Naval Postgraduate School 
Monterey, California 93943-5000 


. Professor R. Kevin Wood, Code ORWd 
Naval Postgraduate School 
Monterey, California 93943-5000 


. Professor Maurice Weir, Code MAWc 
Naval Postgraduate School 
Monterey, California 93943-5000 


. Professor Jerome Friedman, 
Chairman, Department of Statistics 
Sequoia Hall 

Stanford University 

Stanford, California 94305 


. MAJ Richard L. Ressler, 
843 Woodlawn Drive 
Chambersburg, Pennsylvania 17201 


159 


11 





























Thesis 
R3633 


c 





Ressler 

Àn investigation of 
nonlinear controls and 
regression-adjusted esti- 
mators for variance re- 
duction in computer 
simulation. 


E AA 5 As A Per á 
tara AA A -age Mai, Ae 


5 
H 
N 
L3 
E 
E 
n 
3 
5 
^ 
$ 


















* L3 


Doer XH TENOR ree x E DUDLEY KNOX LIBRARY 
"IU i - TF TY" > 
"ev. D^ diei T de a LI. I IP PR YE SER, ar ' | | : | | à 
fed odds Ae Pak 4 vh $t pata ES fed De "p 
hd tere e ME ae y rs VI P 
A AAA e Vw eer eod Ade fre DE ips gl a sed Wo uy ; | | 
La raise a m ate E S P^ SPA Pg AER ee a ty 4 5 d, PP te 
rode euis rire ed i ai uad T T. Pt VAINA at Al on EE FEF) 
A ID ey | : | | T TAE A IA M 
m ue rd P i YT e ere 
DARLEEN TETT 
r tt 
diari Dau DEEP ER 1 a A 2 > 
Ab a. A o e ETE GF, t 


" 4 dd NE i + = 
Y Mi ME d i. o AINE NT 
"unu g a E ode d, LL f. oT M T P a 
LAM er 
I2 M" 
2, de ^ 
A A UA 
ALERTA 
desti o Mar T Prt " ‘ A 
E] 
P AA vr A A i 
o NINA AA A IAS nud 
VOB A ii. a ZUM 





3 2768 00016492 5 


a Oe ee "y 
ocn LIT peer Mfg e oa vo a e WM IW ON 4.446 
pi A IR R 


ANA A d BI A A 4 0 
AN 5 M Pago e t up a AA LN P [n 
Da a A AS TABA P " 

ales e AA CN A F " 
obtu PPP TA wn J EA ^ n 

Pd AO LEME ITEM * ]|U £$ TT 

* Misi Ja es LIE TCU COP E T 
a SNA Lodo e As 

Did T 


a dl Em tos dto e d A 
AT d e o PP E 
A. AAA tae Pg 


Ld 
f AL. T LO A Les 

I A A L2 

viui meat E TY O Y 


s P [T^ 
ud dX Dm. t ot ihe oppo UP E sh E 
K 9 t i, idm m al, on; "umane PT. M V RR 


ERA lE Oe eo Be, 
na E tus air PT TY Xu, T A 
e AAA RS EN 
who unu rons hunt. dias Y PARA A LATT T 
eet San 4. o A 
95 Eu didt eod fh fet ium T. VN n " 5 ET 
ua ee TA PA 
indes de PR P. C ro omi dt A 
ea A ue eae i T WP a pr det ee T" Qnm 
o ER E PPP. P» 
pendit e A 0 cl le o hoa, oto Dab Pa v6 AA 
e A cn PROD A 


Av M UE A 






a VII NE E 
a e y ATA 
























MAA Al SE e E € ag on 


| u» Deb. mu M P 
e e E 3 A 
"Jeu I OM PP rando AIDA hy Mot Ben ot 
ide n P2 mis R^ SEL PT PE ET 
ainsi EO aa. | nid ete LT 
Iz: A, di om t vt utor oth e A Y PY x E € 
ARA A A 2 Li E E 

wa APP m e ET REA Delt E " 
a a E ys RM M Mw. PA Y SR o 5 

Asa ade de e AAA EAS d ] ; 

AT OR A AT A DA RA un . E 

^ "go. (nte df eat o tet Wu o eine. te a ' a 
ini. ee a A et a wt Ae ry A » EZ [uv 

EDADES n B tous Nn AAA AA a A , 4 

IOMA AA e e modi A m dE m A T. P 4 ^ E Ky m e m A 
AA ansia e m e A NA "1 x Lo " rH m "er " 
ubi Lad a errs Samiti TE? r ” E E 
AAA LADA AA A anti DT A Per : JE d 
mad doa e P diui. S Pos PAP won" Ae le e % 4 5. D n " 
A A ARNO rn v A 
pl am n D^ UT" aed ^ d 2 ae Rn alt & d 












. E a r E g 
- + Y TP] E od ut ^. otn —^ [T Al. ^t. "m "rM r , y " e 
lm * LI CÓ Pr sg’ d A - Ay e Re L 
ll c ps a A EA Dol I IN P 2 ES 
idee qd e o TR bie ^ e 

dans e Pr WP g A y EN 9 » 

Oya hoe ETEN 7 E is a LI d T, H EI 
edd o a RN a ma nr | , 9s. xd ^ 4 E 
LT. V. foni qi PT m o, um em AA 


Da 











. » , 

- A a [] - L " x 
es d ed A ed A? A a 
b A Pt E fot dm + " P p 
E ey T - P ... "ET se 
aaa ad Rts at - = 
Ll md - r E s 
a Zo "TT B E "T. - ¢ 
SORA O E. e 7 PALO O a Mo d "T" E B "n" 2 
a MO A 7 : T a > = " " 
uada M^ or a9 Vau oc Nus e 
did e na O 
a E 


zi ide 














? 


h 
n 
^ 


P 
¡8 
L 


i E 
LT [N 
* LJ E LL M ee a 
uui 2L E PETERE Y 
I WE LE TUR 
uibus wk ML TE UO TT 
ws PRRALLIL eS A 
«9v Ard ens m LESS . =- şr 
ARGA S rh y L Av & 
=. a da AM es 
a ^ ña. Ly dem 
, me i DE > RE TM IRAN TL 
PE TO Vive duisi e. Y ln dy Y 
« DA A rs 3 % E 
leds SL b «e IÓ TN a " 
& A Sh hs "bau LE Y y M 
A RA . Ww X VR AVR. lute a A 
am o te O la te eT Les E t d 
«^2. d a ado AA de P PI b 
vias, E: e de a... A O ~ 
be ete Lo te te] La 1 
JL Lodi. "I ida E iz b lad 
| at ao AO DDD AN ô 
indie do ind S E T TARA ee Oe) o O ES 
blado bh E em LEN e Y y a 
AAA ru, qt deb. Li 
a tip hon d Rave as A A 
biais d LUE "« X d$ 
O A A 
NARA ee 


ag> 


& 











. LI LE 








A =i x , 
* PRIV «RU an A 7 D ^ " 
: LI T L] 

~ ALEA E Ws v A A 27 A 

LEI r1 g * T q 


s LI 
x PLE RM T. y du y . is a] X e 
7 7 A a a | TI 


Se 4% 
aa 






VAR MRI TERY A a SACD NN 
P bib dE ET OMA A A S ^ 
A e 5 le ll TS A ` . ee A 
€ s pin ee See Yee E es A - 6 A 

bdo Mn Poke Lt AD O a I did 






Al L] ia a 
Be a di ae EY 

d ET PLA S E 
Po Th | UI 00 E 
esta Balla raa i men RA 3/49. e$ 
rear dip ich tan hn ta, td + dd Se ee > 
wire tte ie A al. e bho E % SL Qa 
iter osa A Mn eT DARLA TAr 
AR t e A y Aa g Thea oh E T 
berto o i Aaa T G T ee Kar mins y da is (TERS via E A EXP 
pb te ae A + ea Lae SP ae tS S S E au EON ^ 
^-^ om won RR A Y RA oe ena? E ATA | hn T T ^X TEES 
a te E S MA on hey A T as AEN" RE A - 
A aha g n ~ Ai II er RE Y SEV $'A «aS Y LRL E LEN bra She P " 
din ie the Th on, Te VES DAS MAA A. Sia AT? A AA A Y AA TE n 
e Id e A A ola ALAS e MER r 
bit bette bh mh AIR A RS 





MIDA ya v (Y 








3 = e 0. 1 
LX Y ‘ate 9 SALLE à . LET y O 

à bt ^d en o. Foy AAA ACA « AE 

pl d de do y DAS INEA A A TOS 
Priest do do? acm tas A LAA E T a hs 

+ ADALAT xn A 

ARS LIT dp Jj AA wees NE 


oo Wh A J p 

ax DI AC GI DE TY THEC MARS QI rq" NES! " r " 
vC om Qaa sls ida CAR EE EE T EEE ars Ye ¢ 

AA TTS oda CN E Y Y and TACA Y? JS T Pme v3 . e. T " 

m a MUR EET EP MS B ce we aT Y * i 

la ha ela A EA ih a ee wan sey AMI Re Be ar RWW mw a he 3 44 ‘ 

bhi le Ma brea tate hit ar Aon DEN YA ADEL TS TV 1 ; ry 

MARE RTL TR EM ve yw o AAA IA ss EI AA AA AE A LN A o A 

ss E rU aS RA Ld DELE OE ee uu Et RN A a d 

neina ess ads AAA ÓN hae of ee Green PY A PE Y r 

hein S MEE WW DA AURI e i Bde + e w 8 o: WC q. 21m ` RS L % 

O S AAA piali a Ye 4s ERETI E 44 d A8 3 

NE Vea ‘ade tia che ake tite | sl e de 4 : ; 


hj LM CD » 
a o Y J 
band aten bk eT ers b ET , 
SEA ATEO TAN AA rd ML EROR LP Lu LAMA 3 $ ' 
] dre SE TE VE T VP PES VA a | JALEWE! LAXNT' NETT EI 

. UA EN TIOS AAA A AA A ae | 
er d eU E RAE ye A A ARANA AAA va ah» a t 

dd Ys PF BREVES TENDS ELS Tw è " 
AA AA AAN y A EUM E E TETS x a 
Pore E LAA EN RR > CIO TS - w9 d - ) 
etn thigt Er AE Oe DLATE Caii E ME la 


LJ 
P L 4 Pw 
E ¥ E L i 


i T b, a 
Ye ya :0 
P MEO 7 ah 








" ~ ` h CE 
n xA] K L] r 
DI CET "i $855 " [] [] 


















WA a y Y ey y 









e 








As y EAT 
ruso LR A t ; 
Ad die I cn AS F, 





